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1
Introduction
The following flow-charts represent Rel-9 signalling extracted from the flow-charts in [1], and were extensively used for analysis of the Rel-9 intra-LTE MRO solution during RAN3#69bis. No comments were received so far on the Rel-9 part of the flow-charts.
We believe these flow-charts should be captured in the internal TR 3.023, so that they can serve as support for discussions during the on-going work on intra-LTE MRO.

2
Text proposal for TR 3.023
We propose to include this Rel-9 background information in an annex of the TR.
TP start
Annex A:
Rel-9 background information

The following flow-charts are derived from the description in [2], and are intended as background information for the work described in sub-section 4.2.1.1 of the present document.
Scenario 1: Too early handover, RLF before completed handover
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Scenario 2: Too early handover, RLF after completed handover
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Scenario 3: Handover to wrong cell, RLF before completed handover
[image: image5.png]Cell C

AL

UE mesives HO Command

o Cell e butis not s

o sand HO Complets o
eans,

Fist AR
recablitment
atempt

UE
position





[image: image6.wmf] 

 eNB

A

 

 UE

 

Handover Complete ()

 

Handover Command ()

 

RLF

 

RRCConnReestabReq ()

 

RRCConnReestabReject ()

 

RLF INDICATION 

 

Timer not

 started

 in the 

eNB

 because HO could 

not be completed.

 

 

eNB

C

 

 

eNB

B

 

 


Scenario 4: Handover to wrong cell, RLF after completed handover
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Fig. 4 – Handover to wrong cell, RLF after completed handover.

Scenario 5: RLF without handover being initiated (too late handover or coverage hole)

Too late handover:
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Coverage hole:
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Scenario 6: Too late handover, RLF before completed handover
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TP end
3
Conclusion
We have provided a text proposal for TR 3.023.
4
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