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//1st change
9.2.3.77
Multi-Carrier E-DCH Information LCR
The Multi-Carrier E-DCH Information LCR IE defines the parameters used for Multi-Carrier E-DCH operation for 1.28 Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Multi-Carrier E-DCH Information
	
	1..<maxTDD128Carrier-1>
	
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt (3GPP TS 25.105)

	>SNPL Carrier Group Indicator
	O
	
	INTEGER 

(1..6)
	Indicates to which SNPL carrier Group this frequency belongs. The absence of this IE indicates the corresponding frequency doesn’t belong to any SNPL carrier Group. The SNPL carrier Group is defined in [16].

	>PRXdes_base
	M
	
	INTEGER 

(-112..-50)
	dBm. Reference Desired RX power level for E-PUCH.

	> Multi-Carrier E-DCH TDD MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	Shall be ignored if bearer establishment with ALCAP.

Shall be present only if the Separate Iur transport bearer mode is used.

	>>E-DCH MAC-d Flow ID
	M
	
	9.2.1.91
	

	>>Binding ID
	M
	
	9.2.1.3
	

	>>Transport Layer Address
	M
	
	9.2.1.62
	


	Range Bound
	Explanation

	maxTDD128Carrier
	Maximum number of uplink frequencis in Multi-Carrier E-DCH Operation

	maxnoofEDCHMACdFlows
	Maximum number of MAC-d flows.


//2th change

SNPL-Carrier-Group-Indicator ::= INTEGER (1..6)

-- for multi-carrier E-DCH operation 1.28Mcps TDD only

//end
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