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1. Overall Description
RAN3 thanks SA2 for their LS on CN Node selection in eNodeB, MME and SGSN. As far as RAN3 is concerned, RAN3 is only involved in CN node selection in eNodeB for which RAN3 would like to inform SA2 that RAN3 has taken SA2 decisions into account and agreed two corresponding CRs on TS36.300 and TS36.413.
Besides, in the LS S2-106007 SA2 ask RAN3 to discuss and decide if AS enhancement is required for UTRAN and GERAN as well. As RAN3 is responsible for the UTRAN network interfaces only, RAN3 will provide feedback only on the UTRAN part. As part of its scope, RAN3 has started discussing an enhancement of RANAP in alignment with S1AP in order to avoid tedious configuration efforts for the operators. 
More precisely, RAN3 has started discussing about including the list of PLMN(s), LAC(s) and NRI(s) and associated GUMMEI(s) corresponding to each CN node within the INFORMATION TRANSFER INDICATION message sent to the connected RNCs in a similar way as an MME sends a similar list to the connected eNodeBs in the S1 SETUP RESPONSE message.
RAN3 has not concluded yet and will inform SA2 once a decision has been reached at their next RAN3#71 meeting.
2. Actions 
To SA3: RAN3 kindly ask SA2 to take note of the above information.

3. Date of Next RAN3 Meetings:

RAN3#71
21st – 25th February 2011
Taipei, Taiwan

