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1. Introduction
This paper introduces the CR correcting the statement in TS36.413 concerning the non support of PS handover by a target RNC.

It is not expected to have a scenario of SRVCC with an RNC not supporting PS handover. Indeed, according to RANAP TS25.413 section 8.6.5, no CS handover towards that RNC would succeed as well:

The source RNC shall not trigger the execution of relocation of SRNS unless it has received a RELOCATION COMMAND message from all Iu signalling connections for which the Relocation Preparation procedure has been initiated.
Therefore the failure scenario that needs to be covered is more the case where some UEs may (temporarily) not support the PS Handover and use instead the “release with redirection”.  This aligns with the recommendations from NGMN which are provided in annex concerning the roadmap of support for the UEs.
2. Summary and proposal
It is proposed to consult the annex A and further agree on the CR presented in tdoc R3-110811 that covers the case where the UE may not support the PS handover during an SRVCC procedure. 

3. Annex A
Recommendations
CSFB mechanism

The two following cases shall be considered separately:

(i) CSFB towards GERAN,

(ii) CSFB towards UTRAN.

In the sections below, “implemented” means that the feature has been developed and that the relevant IOTs have been successfully performed.
CSFB towards GERAN

The following is recommended by NGMN:

· Redirection upon RRCConnectionRelease with SIB (Release 9) shall be implemented by Q3 2011 as a minimum requirement in the LTE devices and in the LTE and legacy (i.e. GERAN) networks in order to ensure interoperability and minimise call setup delays; 
CSFB towards UTRAN

The following is recommended by NGMN:
· PS HO for CSFB towards UTRAN shall be implemented in LTE devices  ;

· PS HO for CSFB towards UTRAN shall be implemented in the LTE and legacy (i.e. UTRAN) networks.
In addition it is recognised by NGMN that Redirection upon RRC ConnectionRelease for CSFB towards UTRAN may be implemented in some devices and in some networks. (There are three possible implementations: “basic” Release 8; Release 8 + Deferred SIB 11/12 Reading; Release 9 “with SIBs”).
To ensure compatibility between device and network, the following is recommended:

Both PS HO and “basic” Rel-8 “Redirection upon RRC ConnectionRelease” for CSFB towards UTRAN shall be implemented in the LTE devices by Q4 2011.
Note 1:  This timing is recommended in order to enable interoperability while allowing individual network deployment plans

Note 2: Interoperability is ensured by the “basic” Rel-8 mechanism. The implementation of RRCConnectionRelease with SIB (Release 9) or Deferred SIB 11/12 Reading, in UE and network, is encouraged because they should bring improved performance.
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