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· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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ITU-T Recommendation X.691 (07/2002): "Information technology - ASN.1 encoding rules - Specification of Packed Encoding Rules (PER) ".
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[7]
3GPP TS 36.412: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 signalling transport ".
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3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description".
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[11]
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[12]
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[13]
3GPP TS 36.445: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M1 Data Transport".
[xx]
3GPP TS 29.281: " General Packet Radio Service (GPRS); Tunnelling Protocol User Plane (GTPv1-U)".
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	The Last Change


9.2.2.2
GTP-TEID

This information element is the GTP Tunnel Endpoint Identifier to be used for the user plane transport between eNB and the MBMS-GW.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GTP TEID
	M
	
	OCTET STRING (4)
	For details and range, see TS 29.281 [xx]


	End of Changes
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