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1
Introduction
This document summarises the list of issues found during review activities for TS 25.469.
2
Discussion
	Issue #
	Section
	Identified Issue
	Related Action
	Separate CR ?

	General
	All
	align terminology, abbreviations, message names in upper-case, articels, typos, more specification language style,  notations&styles, etc.
	 
	no

	1
	6, 8.2.1
	this section should normally not refer to any specific protocol stack but just state requirments
	removal of the explicit notion of SCTP
	no

	2
	7
	1) "Registration" should be "HNB Registration"
2) a couple of procedures have been introduced for the support of RNSAP Relocation
	related additions
	no

	3
	8.2.1
	1) The HNB Registration provides Iurh connectivity, if supported and configured as well
2) further down it should be clarified that the Iurh transport layers session shall be established towards the GW
	ad 1) related additions
ad 2) replace "to support Iurh mobility" by "to support Iurh connectivity via the HNB-GW" 
	no

	4
	8.5
	1) in 8.5.1 the purpose of the procedure is rather to "request the release" than to actually "disconnect"
2) 8.5.3, wording " ... resources associated ..." taken from 8.5.2, as the function should be the same for the GW initiated case as well.
	related changes
	no

	5
	8.6
	No specification text for the Error Indication procedure
	some additions
	no

	6
	8.9
	procedure description should be more specific: TNL Update "requests the establishment of TNL resources" not just "exchange information"
	modified accordingly
	no

	7
	8.11.1
	"this procedure uses connection oriented signalling" seems to be a copy and paste from somewhere else
- HNBAP is directly about SCTP, so any notion of a connection is denoted by the presence of the "Context-ID".
	remove
	no

	8
	all
	"Context-ID" with hyphen, to be aligned throughout the TS
	aligned
	no

	9
	9.3.3
	In HNB Register Accept, the "Remote Iurh Address" was not included in a way usual for extensions on highes message level.
	corrected
	no

	10
	9.3.3
	criticality of IEs in HNB Configuration Transfer Failure message
	Cause set to reject, Criticality Diagnostics set to ignore
	no

	11
	9.3.4
	the tabular name "CSG Capability" translates to "CSG-Indicator" in ASN.1. this is a bit misleading.  
	As the "CSG Indicator" is already used on the Uu interface broadcast, ASN.1 was aligned (backwards compatible as only a name was changed.
	no

	12
	9.2.37
	"CN Domain Identity" should be rather "CN Domain Indicator"
	if this is not completly against drafting rules, this change would be appreciated, as it confuses the reader (ASN.1 is correct, btw)
	no

	13
	9.2.32
	The RAB List may contain both, CS and PS RABs. it would be good to provide the RAN-ID as well, otherwise the proper RAB for each domain cannot be properly addressed. (I would not rely on the TNL address only)
	RAB ID inserted + ASN.1 changes (non backwards compatible)
	yes (see R3-1439 CR0071)

	14
	9.3.4
	Global-RNC-ID not used
	removed
	no

	15
	9.2.26
	The IE description refers to the identification on the Iu interface only (which is not the scope of this TS), it is however rather used to configure the RNC-ID (part) of IEs used by the HNB within RANAP and RRC messages (as defined in stage 2)
	a simple reference to stage 2 is given
	no

	ref 1
	2
	[1] to 25.401 not used
	reference voided
	no

	ref 2
	2
	[2] to 25.413 not used, unless issue 13 is agreed
	depends on issue 13, meanwhile title corrected
	no

	ref 3
	2
	[6] to 21.905 not used
	a reference is introduced in chapter 3
	no
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