Page 1



3GPP TSG-RAN3 Meeting #72 
(
 R3-111549
Barcelona, Spain, 9 - 13 May, 2011
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36. 300
	CR
	00xx
	(

rev
	-
	(

Current version:
	10.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Release the UE context in the source HeNB-GW after HeNB-HeNB X2 HO

	
	

	Source to WG:
(

	Huawei, Nokia Siemens Networks, Samsung, New Postcom, LG Electronics, ETRI

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	HNB-HENB_mob_enh
	
	Date: (

	29/04/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The current standard does not specify how the UE contexts are released in the source HeNB GW after X2 handover.

	
	

	Summary of change:
(

	  Specify the HeNB functionality to request the release of the UE contexts in the source HeNB GW after the X2 handover. Specify the HeNB GW functionality to release the UE contexts according to the request from the source HeNB.
Impact analyses:

  Impact assessment towards the previous version of the specification (same release): 

  This CR has isolated impact towards the previous version of the specification (same release). 

  This CR has an impact under procedure point of view.

The impact can be considered isolated because this CR only affects the UE Context Release procedure.

	
	

	Consequences if 
(

not approved:
	The UE contexts in the source HeNB GW could not released after the X2 handover.

	
	

	Clauses affected:
(

	4.6.2, 4.6.x (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS/TR 36.413 CR 0883

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


-------------------------------------------The First Change-----------------------------------
4.6.2
Functional Split

The HeNB hosts the same functions as an eNB as described in section 4.1, with the following additional specifications in case of connection to the HeNB GW:

-
Discovery of a suitable Serving HeNB GW;
-
A HeNB shall only connect to a single HeNB GW at one time, namely no S1 Flex function shall be used at the HeNB:
-
The HeNB will not simultaneously connect to another HeNB GW, or another MME.

-
The TAC and PLMN ID used by the HeNB shall also be supported by the HeNB GW;
-
Selection of an MME at UE attachment is hosted by the HeNB GW instead of the HeNB;

-
HeNBs may be deployed without network planning. A HeNB may be moved from one geographical area to another and therefore it may need to connect to different HeNB GWs depending on its location.
-
Requesting the HeNB GW to release the resources associated to the UE context after X2 handover. See subclause 4.6.x for details.
Regardless of HeNB GW connection:

· The HeNB may support the LIPA function. See section 4.6.5 for details.

The HeNB GW hosts the following functions:

-
Relaying UE-associated S1 application part messages between the MME serving the UE and the HeNB serving the UE, except the UE CONTEXT RELEASE REQUEST message received from the HeNB with a specific cause value. In that case, the HeNB GW terminates the S1 UE Context Release Request procedure. See subclause 4.6.x for details.
-
Terminating non-UE associated S1 application part procedures towards the HeNB and towards the MME. Note that when a HeNB GW is deployed, non-UE associated procedures shall be run between HeNBs and the HeNB GW and between the HeNB GW and the MME.

-
Optionally terminating S1-U interface with the HeNB and with the S-GW.

-
Supporting TAC and PLMN ID used by the HeNB.

-
X2 interfaces shall not be established between the HeNB GW and other nodes.
-
Releasing the resources associated to the UE context as requested from the source HeNB. See subclause 4.6.x for details.
A list of CSG IDs may be included in the PAGING message. If included, the HeNB GW may use the list of CSG IDs for paging optimization.

In addition to functions specified in section 4.1, the MME hosts the following functions:

-
Access control for UEs that are members of Closed Subscriber Groups (CSG):

-
In case of handovers to CSG cells, access control is based on the target CSG ID provided to the MME by the serving E-UTRAN.

-
Membership Verification for UEs handing over to hybrid cells:

-
In case of handovers to hybrid cells Membership Verification is triggered by the presence of the Cell Access Mode and it is based on the target CSG ID provided to the MME by the serving E-UTRAN.

-
CSG membership status signalling to the target E-UTRAN in case of attachment/handover to hybrid cells and in case of the change of membership status when a UE is served by a CSG cell or a hybrid cell.

-
Supervising the eNB action after the change in the membership status of a UE.

-
Routing of handover messages and MME configuration transfer messages towards HeNB GWs based on the TAI contained in these messages.

NOTE:
The MME or HeNB GW should not include the list of CSG IDs for paging when sending the paging message directly to an un-trusted HeNB or eNB.
-
The MME may support the LIPA function with HeNB. See details of this support in section 4.6.5.
-------------------------------------End of the First Change-----------------------------------
-------------------------------------------The Next Change-----------------------------------
4.6.4
Void

4.6.x
Mobility to and from HeNB
In case of Handover between HeNBs and the source HeNB connecting to a HeNB GW, the following steps apply after the step 1-18 of the HO procedure specified in section 10.1.2.1.1.
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Figure 4.6.x‑1 Mobility between HeNBs
19 By sending the UE CONTEXT RELEASE REQUEST message, the source HeNB requests the source HeNB GW to release resources associated to the UE context. The message shall indicate the successful X2 handover with an appropriate cause value to indicate the explicit release after complete X2 HO.
20 Upon reception of the UE CONTEXT RELEASE REQUEST message, the source HeNB GW shall terminate the UE Context Release Request procedure, and can release all the resources associated to the UE context. Any ongoing data forwarding may continue.  
-------------------------------------End of the Change---------------------------------
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