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1. Overall Description:

RAN3 would like to thank SA5 for the liaison on Error Handling for Signalling Based MDT. According to the following feedback from SA5:
SA5 would like to confirm that Signalling based MDT for IMSI X + Area based trigger for a UE will be requested by the MME only when the UE with IMSI X satisfies the area condition.
It could be understood that if the current TA or serving cell of UE does not satisfy the area condition, MME would not send the MDT configuration to the serving eNB of UE. Considering MME doesn’t have the accurate serving cell information of UE normally, there maybe some scenarios that signalling based MDT configuration request could not be transferred to the eNB for a specific UE. For example:
· MME has received signalling based MDT configuration from HSS for IMSI X, and MDT area is a cell list consisting of {cell1, cell2}. Cell 1 and cell 2 is controlled by eNB1.
· The UE with IMSI X attaches to network via cell 3 controlled by eNB1. 
· MME checks the UE’s serving cell and concludes it doesn't match, the configuration request doesn’t be triggered by MME. 
· The UE moves from cell 3 to cell 2 by intra-eNB handover. However, MME doesn't know the change of serving cell, thereby the MDT configuration could not be transferred to eNB.As a result, the expected MDT job could not be initiated in UE.
Considering the above scenario, two solutions are brought forward in RAN3:
Solution 1:In case of signalling based MDT area scope based on cells (i.e. cell list), MME checks whether there is any cell in the area list under control of the serving eNB for a specific UE. If yes, the MDT configuration request should be transferred to the serving eNB.
Solution 2: When signalling based immediate MDT configuration is sent to MME and area scope is based on cell list, MME should initiate Location Reporting procedure. Whenever the serving cell changes, the serving MME will do the area checking, and only if the area condition is satisfied, the MDT configuration should be transferred to the serving eNB.
The attached document analyses the scenario and solutions in detail.
2. Actions:

To SA5:

ACTION: RAN3 kindly asks SA5 to take into account the scenario that UE may miss the MDT task and reconsider how 
to do the area scope checking in MME when the area is based on cell list.
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