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--------------------------------------------1st CHANGE START----------------------------------------------------------------------

15.7.1.1
Session Start procedure

The purpose of the MBMS Session Start procedure is to request the E-UTRAN to notify UEs about an upcoming MBMS Session of a given MBMS Bearer Service and to establish an MBMS E-RAB for this MBMS Session. The MBMS Session Start procedure is triggered by the EPC.
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Figure 15.7.1.1-1. Session Start procedure

1.
The MME sends MBMS session start request message to the MCE(s) controlling eNBs in the targeted MBMS service area. The message includes the IP multicast address, session attributes and the minimum time to wait before the first data delivery.

2.
MCE checks whether the radio resources are sufficient for the establishment of new MBMS service(s) in the area it controls. If not, MCE decides not to establish the radio bearers of the MBMS service(s) and does not forward the MBMS session start request message to the involved eNBs, or may pre-empt radio resources from other radio bearer(s) of ongoing MBMS service(s) according to ARP. The MCE confirms the reception of the MBMS Session Start request to the MME. This message can be transmitted before the step 4.
NOTE 1:
MCE may  initiate the MBMS service counting procedures before the step 3; Based on counting results, MCE decides to establish the radio bearers of  the MBMS service(s) and forward the MBMS session start request message to the involved eNBs or not.
3.
MCE sends the MBMS Session Start message to the eNBs in the targeted MBMS service area. 

NOTE 2:
When to send the MBMS Session Start message from MCE to eNB according to the minimum time to wait indication is an MCE implementation issue.

4.
eNB confirms the reception of the MBMS Session Start message.

5.
eNB indicates MBMS session start to UEs by MCCH change notification and updated MCCH information which carries the MBMS service’s configuration information.
6.
eNB joins the IP multicast group to receive the MBMS User Plane data.

7.
eNB sends the MBMS data to radio interface at the determined time.

--------------------------------------------1st CHANGE END----------------------------------------------------------------------

--------------------------------------------2nd CHANGE START----------------------------------------------------------------------

15.8.2.6
MBMS Service Counting Function

The MBMS Service Counting Function enables the MCE to perform counting and to receive counting results per MBMS service(s) within MBSFN area(s). MCE can perform counting only for those MBMS service(s) for which access has not been denied by the admission control function for the corresponding MBMS session(s) and might before forwarding MBMS session start request messages on M2.

--------------------------------------------2nd CHANGE END----------------------------------------------------------------------
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