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	SA2 has described how the eNB distinguish between mapped GUMMEIs and native GUMMEIs for the MME selection function. 
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	It is suggested that RAN3 aligns with the SA2 decisions made on how an eNB can differentiate between a mapped or native GUMMEI when an eNB selects MME. It is described in TS 23.401 and hence a reference is added.
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19.2.1.7

NAS Node Selection Function (NNSF)

The interconnection of eNBs to multiple MME/Serving S-GWs is supported in the E-UTRAN/EPC architecture. Therefore a NAS node selection function is located in the eNB to determine the MME association of the UE, based on the UE’s temporary identifier, which was assigned to the UE by the CN node (e.g. MME or SGSN).

NOTE:
In case the UE’s temporary identifier is assigned by the SGSN, respective mapping rules are defined in [26].

Depending on the actual scenario the NNSF determines the UE’s MME association either based its S-TMSI (e.g. at service request) or based on its GUMMEI and selected PLMN (e.g. at attach or tracking area update in non-registered TA). 
The NNSF in the eNB may differentiate between a GUMMEI mapped from P‑TMSI/RAI and a native GUMMEI as described in TS 23.401 [17].
This functionality is located in the eNB only and enables proper routing via the S1 interface. On S1, no specific procedure corresponds to the NAS Node Selection Function.
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