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	Tabular subclause 9.2.1.104 UP Information is showing the Range bound of “maxnoofRFCIs” and “maxnoofSubFlows”, which are not used. 
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	The Range bound of “maxnoofRFCIs” and “maxnoofSubFlows” are removed.
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9.2.1.104
UP Information

Provides information to enable the UP operation to be continued from the target RNC.

	Information Element/Group name
	Presence
	Range
	Type and reference
	Semantics description

	Frame Sequence Number UL
	M
	
	Frame Sequence Number

9.2.1.107
	

	Frame Sequence Number DL
	M
	
	Frame Sequence Number

9.2.1.107
	

	PDU Type 14 Frame Sequence Number UL
	M
	
	PDU Type 14 Frame Sequence Number

9.2.1.108
	

	PDU Type 14 Frame Sequence Number DL
	M
	
	PDU Type 14 Frame Sequence Number

9.2.1.108
	

	Timing Difference UL-DL
	O
	
	OCTET STRING (1)
	Coded as the Time Alignment IE in TS 25.415 [6].

Specifies the difference in time at the Source RNC between reception of the DL user data frame with the frame number indicated in the Frame Sequence Number DL IE and the transmission of the UL user data frame with the frame number indicated in the Frame Sequence Number UL IE.

	Data PDU Type
	M
	
	ENUMERATED (PDU type 0, PDU type 1,…)
	

	UP Initialisation Frame
	M
	
	OCTET STRING
	Coded as in TS 25.415 [6] subclause 6.6.23.4.1, Frame Payload Part only.
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