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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

------------------------------------------

Skip to next change
-------------------------------------------
Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or the Node B Communication Context is deleted.]

[FDD - If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to "SF/2" in the RADIO LINK SETUP REQUEST message, the Node B shall use or not the alternate scrambling code as indicated for each DL Channelisation Code in the Transmission Gap Pattern Sequence Code Information IE.]
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the Node B shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN refers to the latest passed CFN with that value The Node B shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the Node B shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the Node B shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the Node B shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to TS 25.211 [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing.]
[FDD –If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Setup IE in the RADIO LINK SETUP REQUEST message, the Node B shall apply cell specific compressed mode activation and deactivation.

[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE for the instance of the Additional HS Cell Information RL Setup IE in the RADIO LINK SETUP REQUEST message is not present, the Node B shall not activate any compressed mode in this new cell.
------------------------------------------

Skip to next change
-------------------------------------------
8.2.17.3
Unsuccessful Operation
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Figure 25: Radio Link Setup procedure, Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the Node B shall respond with a RADIO LINK SETUP FAILURE message. The message contains the failure cause in the Cause IE.

------------------------------------------

Skip to next change
-------------------------------------------
Typical cause values are as follows:

Radio Network Layer Cause:

-
Combining not supported

-
Combining Resources not available

-
Requested Tx Diversity Mode not supported

-
Number of DL codes not supported

-
Number of UL codes not supported
-
UL SF not supported

-
DL SF not supported

-
Dedicated Transport Channel Type not supported

-
Downlink Shared Channel Type not supported

-
Uplink Shared Channel Type not supported

-
CM not supported

-
[FDD - DPC mode change not supported]

-
Delayed Activation not supported

-
F-DPCH not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]

-
[FDD - MIMO not available]

-
E-DCH MAC-d PDU Size Format not available

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]
-
[1.28Mcps TDD- MIMO not available]
-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]

-
[FDD - TX diversity for MIMO UE on DL Control Channels not available]
-
[FDD – Single Stream MIMO not available]

-
[FDD - Multi Cell operation with MIMO not available] 

-
[FDD - Multi Cell operation with Single Stream MIMO not available] 

-
[FDD - Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available] 

-
[FDD - Multi Cell E-DCH operation not available]
-
[FDD - Cell Specific Compressed Mode not supported]

-
[FDD - Cell Specific Compressed Mode not available]

Transport Layer Cause:

-
Transport Resources Unavailable

Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure

8.2.17.4
Abnormal Conditions

[FDD - If the RADIO LINK SETUP REQUEST message contains the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
------------------------------------------

Skip to next change
-------------------------------------------
[FDD - If the RADIO LINK SETUP REQUEST message includes the  Active Pattern Sequence Information IE, which activates a transmission gap pattern sequence with an SF/2 downlink compressed mode method, and if the concerned NodeB Communication Context is configured to use DPCH in downlink and the Transmission Gap Pattern Sequence Code Information is not available for any Radio Link, the NodeB shall reject the Radio Link Setup procedure using the RADIO LINK SETUP FAILURE message with the cause value “Invalid CM Settings”.]
[FDD – If the RADIO LINK SETUP REQUEST message for one instance of the Additional HS Cell Information RL Setup IE IE in the HS-DSCH FDD Secondary Serving Information IE includes the Active Pattern Sequence Information with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK SETUP REQUEST message, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------

Skip to next change
-------------------------------------------
8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

------------------------------------------

Skip to next change
-------------------------------------------
Physical Channels Handling:

[TDD - If the [3.84Mcps TDD - UL DPCH Information IE] [1.28Mcps TDD - UL DPCH Information LCR IE] [7.68Mcps TDD - UL DPCH Information 7.68Mcps IE] is present, the Node B shall configure the new UL DPCH(s) according to the parameters given in the message.]

[TDD - If the [3.84Mcps TDD - DL DPCH Information IE] [1.28Mcps TDD - DL DPCH Information LCR IE] [7.68Mcps TDD - DL DPCH Information 7.68Mcps IE] is present, the Node B shall configure the new DL DPCH(s) according to the parameters given in the message.]

[1.28Mcps TDD - If the UL Timeslot Information LCR IE includes the PLCCH Information IE, the Node B shall transmit TPC /SS bits on a PLCCH according to the parameters given in the message.]
[FDD - Compressed Mode]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Compressed Mode Deactivation Flag IE with value ''Deactivate'', the Node B shall not activate any compressed mode pattern in the new RLs. In all the other cases (Flag set to ''Maintain Active'' or not present), the ongoing compressed mode (if existing) shall be applied also to the added RLs.]

[FDD - If the Node B Communication Context is configured to use DPCH in the downlink and if the RADIO LINK ADDITION REQUEST message contains the Transmission Gap Pattern Sequence Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated for each DL Channelisation Code for which the Transmission Gap Pattern Sequence Code Information IE is set to "Code Change".]
[FDD –If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE in the RADIO LINK ADDITION REQUEST message, the Node B shall apply cell specific compressed mode activation and deactivation.
[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE for the instance of the Additional HS Cell Information RL Addition IE in the RADIO LINK ADDITION REQUEST message is not present, the Node B shall not activate any compressed mode in the new cell.
------------------------------------------

Skip to next change
-------------------------------------------
8.3.1.3
Unsuccessful Operation
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Figure 29: Radio Link Addition procedure: Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the Node B shall respond with a RADIO LINK ADDITION FAILURE message. The message contains the failure cause in the Cause IE.

------------------------------------------

Skip to next change
-------------------------------------------
Typical cause values are as follows:

Radio Network Layer Cause

-
Combining not supported

-
Combining Resources not available

-
Requested Tx Diversity Mode not supported

-
UL SF not supported

-
DL SF not supported

-
Reconfiguration CFN not elapsed

-
CM not supported

-
[FDD - DPC Mode change not supported]

-
Delayed Activation not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]

-
[FDD - MIMO not available]

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]
-
[1.28Mcps TDD- MIMO not available]

-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - TX diversity for MIMO UE on DL Control Channels not available]
-
[FDD – Single Stream MIMO not available]

-
[FDD - Multi Cell operation with MIMO not available.] 

-
[FDD - Multi Cell operation with Single Stream MIMO not available.] 

-
[FDD - Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available] 

-
[FDD - Multi Cell E-DCH operation not available]
-
[FDD - Cell Specific Compressed Mode not supported]
-
[FDD - Cell Specific Compressed Mode not available]
Transport Layer Cause

-
Transport Resources Unavailable
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.1.4
Abnormal conditions

[FDD - If the RADIO LINK ADDITION REQUEST message contains the Compressed Mode Deactivation Flag IE with the value ''Deactivate'' when compressed mode is active for the existing RL(s), and at least one of the new RL is added in a cell that has the same UARFCN (both UL and DL) of at least one cell with an already existing RL, the Node B shall regard the Radio Link Addition procedure as failed and shall respond with a RADIO LINK ADDITION FAILURE message with the cause value "Invalid CM settings".]

[FDD – If the RADIO LINK ADDITION REQUEST message for one instance of the Additional HS Cell Information RL Addition IE in the HS-DSCH FDD Secondary Serving Information IE includes the Active Pattern Sequence Information IE with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------

Skip to next change
-------------------------------------------
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

------------------------------------------

Skip to next change
-------------------------------------------
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated or once the previous Compressed Mode Configuration has been deactivated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD –If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE in the Additional HS Cell Information RL Reconf Prep IE, then the Node B shall apply cell specific compressed mode activation and deactivation.
[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE for the instance of the Additional HS Cell Information RL Reconf IE is not present, the Node B shall not activate any compressed mode in this new cell.

------------------------------------------

Skip to next change
-------------------------------------------
-
[FDD - If the RL Information IE contains the Transmission Gap Pattern Sequence Code Information IE in the DL Code Information IE for any of the allocated DL Channelisation Codes, the Node B shall apply the alternate scrambling code as indicated whenever the downlink compressed mode method SF/2 is active in the new configuration.]

------------------------------------------

Skip to next change
-------------------------------------------
8.3.2.3
Unsuccessful Operation
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Figure 31: Synchronised Radio Link Reconfiguration Preparation procedure, Unsuccessful Operation

If the Node B cannot reserve the necessary resources for all the new DCHs of one set of co-ordinated DCHs requested to be added, it shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed.

If the requested Synchronised Radio Link Reconfiguration Preparation procedure fails for one or more RLs, the Node B shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC, indicating the reason for failure.

Typical cause values are as follows:

Radio Network Layer Cause

-
UL SF not supported

-
DL SF not supported

-
Downlink Shared Channel Type not supported

-
Uplink Shared Channel Type not supported

-
CM not supported

-
Number of DL codes not supported

-
Number of UL codes not supported

-
RL Timing Adjustment not supported

-
F-DPCH not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]
-
[FDD - MIMO not available]

-
E-DCH MAC-d PDU Size Format not available

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]
-
[1.28Mcps TDD- MIMO not available]

-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - TX diversity for MIMO UE on DL Control Channels not available]
-
[FDD – Single Stream MIMO not available]

-
[FDD - Multi Cell operation with MIMO not available] 

-
[FDD - Multi Cell operation with Single Stream MIMO not available] 

-
[FDD - Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available] 

-
[FDD - Multi Cell E-DCH operation not available]
-
[FDD - Cell Specific Compressed Mode not supported]
-
[FDD - Cell Specific Compressed Mode not available]
Transport Layer Cause

-
Transport Resources Unavailable
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.2.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the Node B shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.
------------------------------------------

Skip to next change
-------------------------------------------
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the Additional HS Cell Information RL Reconf Prep IE and the new configuration contains more than one secondary serving HS-DSCH RL, the new configuration also contains an Additional E-DCH Serving Radio Link and the secondary serving HS-DSCH Radio link, which is configured in the same cell as the Additional E-DCH Serving Radio Link does not have Ordinal Number Of Frequency value “1”, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message for one instance of the Additional HS Cell Information RL Reconf IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE includes the Active Pattern Sequence Information IE with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK RECONFIGURATION PREPARE message, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------

Skip to next change
-------------------------------------------
8.3.3
Synchronised Radio Link Reconfiguration Commit

8.3.3.1
General

This procedure is used to order the Node B to switch to the new configuration for the Radio Link(s) within the Node B, previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure.

The message shall use the Communication Control Port assigned for this Node B Communication Context.

8.3.3.2
Successful Operation
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Figure 32: Synchronised Radio Link Reconfiguration Commit procedure, Successful Operation

The Node B shall switch to the new configuration previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure

The Node B shall switch to the new configuration previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure

-
[TDD - at the next coming CFN with a value equal to the value requested by the CRNC in the CFN IE (see ref. TS 25.402 [17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the CRNC.]

-
[FDD - if the Fast Reconfiguration IE is not included in the RADIO LINK RECONFIGURATION COMMIT message at the next coming CFN with a value equal to the value requested by the CRNC in the CFN IE (see ref. TS 25.402 [17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the CRNC.]
-
[FDD - if the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message as soon as the Node B detects that the UE uses the new configuration in the uplink (e.g. the Node B detects that the UE uses the new scrambling code used for the uplink by sending the RADIO LINK RESTORATION message). In order to limit the period for the detection in the Node B the CFN in the RADIO LINK RECONFIGURATION COMMIT message indicates the earliest possible time instant at which the UE might use the new configuration.]

[FDD - If the Active Pattern Sequence Information IE is included in the RADIO LINK RECONFIGURATION COMMIT message, the CM Configuration Change CFN IE in the Active Pattern Sequence Information IE shall be ignored by the Node B.]

[FDD - If the Active Pattern Sequence Information IE is not included in the RADIO LINK RECONFIGURATION COMMIT message and a new Compressed Mode Configuration exists in the prepared configuration, the Node B shall behave as if an Active Pattern Sequence Information IE with an empty Transmission Gap Pattern Sequence Status IE was included.]
When this procedure has been completed the Prepared Reconfiguration does not exist any more, see subclause 3.1.

In the case of a Transport Channel or MAC-d flow modification for which a new transport bearer was requested and established, the switch to the new transport bearer shall also take place at the configuration switching point (defined above). The detailed frame protocol handling during transport bearer replacement is described in TS 25.427 [16], subclause 5.10.1 and in TS 25.435 [24], subclauses 5.8.2 and 5.8.3.

In the case of a signalling bearer re-arrangement, the new Communication Control Port shall be used once the Node B has received the RADIO LINK RECONFIGURATION COMMIT message via the old Communication Control Port.

[FDD - If the RADIO LINK RECONFIGURATION COMMIT includes the Active Pattern Sequence Information IE, the Node B shall deactivate all the ongoing Transmission Gap Pattern Sequences at the configuration switching point (defined above). From that moment on, all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions shall be started when the indicated TGCFN IE elapses. The CFN IE and TGCFN IE for each sequence refer to the next coming CFN with that value. If the values of the CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CFN IE.]

[FDD - If the RADIO LINK RECONFIGURATION COMMIT message includes the Active Pattern Sequence Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to TS 25.211 [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing.]
[FDD – If the new Compressed Mode Configuration exists in the prepared configuration for the additional HS cell, the Node B will use the Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) in the Active Pattern Sequence Information IE for that specifc cell.
------------------------------------------

Skip to next change
-------------------------------------------
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

------------------------------------------

Skip to next change
-------------------------------------------
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD – If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE in the Additional HS Cell Information RL Reconf Req IE, then the Node B shall apply cell specific compressed mode activation and deactivation.
[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE for the instance of the Additional HS Cell Information RL Reconf Req IE, the Node B shall not activate any compressed mode in this new cell.
------------------------------------------
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8.3.5.3
Unsuccessful Operation
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Figure 35: Unsynchronised Radio Link Reconfiguration procedure, Unsuccessful Operation

If the Node B cannot allocate the necessary resources for all the new DCHs of one set of co-ordinated DCHs requested to be set-up, it shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed.

If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s), the Node B shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC, indicating the reason for failure.

Typical cause values are as follows:

Radio Network Layer Cause

-
CM not supported

-
[FDD - Continuous Packet Connectivity DTX-DRX operation not available]

-
[FDD - Continuous Packet Connectivity UE DTX Cycle not available]

-
[FDD - MIMO not available]

-
E-DCH MAC-d PDU Size Format not available

-
[FDD - SixtyfourQAM DL and MIMO Combined not available]
-
[FDD - Multi Cell operation not available.]

-
[1.28Mcps TDD - MIMO not available]

-
[1.28Mcps TDD - SixtyfourQAM DL and MIMO Combined not available]

-
[FDD – Single Stream MIMO not available]

-
[FDD - Multi Cell operation with MIMO not available] 

-
[FDD - Multi Cell operation with Single Stream MIMO not available] 

-
[FDD - Multi Cell E-DCH operation not available]
-
[FDD - Cell Specific Compressed Mode not supported]
-
[FDD - Cell Specific Compressed Mode not available]
Transport Layer Cause

-
Transport Resources Unavailable
Miscellaneous Cause

-
O&M Intervention

-
Control processing overload

-
HW failure

8.3.5.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the Node B shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.
------------------------------------------
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[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the Additional HS Cell Information RL Reconf Req IE and the new configuration contains more than one secondary serving HS-DSCH RL, the new configuration also contains an Additional E-DCH Serving Radio Link and the secondary serving HS-DSCH Radio link, which is configured in the same cell as the Additional E-DCH Serving Radio Link does not have Ordinal Number Of Frequency value “1”, the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message for one instance of the Additional HS Cell Information RL Reconf Req IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE includes the Active Pattern Sequence Information IE with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK RECONFIGURATION REQUEST message, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------
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8.3.14
Compressed Mode Command [FDD]

8.3.14.1
General

The Compressed Mode Command procedure is used to activate or deactivate the compressed mode in the Node B for one Node B Communication Context.

The Compressed Mode Command procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.14.2
Successful Operation
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Figure 47: Compressed Mode Command procedure, Successful Operation

The procedure is initiated by the CRNC sending a COMPRESSED MODE COMMAND message to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

The Node B shall deactivate all the ongoing Transmission Gap Pattern Sequences at the CM Configuration Change CFN IE requested by the CRNC when receiving the COMPRESSED MODE COMMAND message from the CRNC. From that moment on, all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) shall be started when the indicated TGCFN IE elapses. The CM Configuration Change CFN IE in the Active Pattern Sequence Information IE and TGCFN IE for each sequence refer to the next coming CFN with that value.
If the values of the CM Configuration Change CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CM Configuration Change CFN IE.

If the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to TS 25.211 [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing..

If the Specific Compressed Mode Cell List IE is present in the COMPRESSED MODE COMMAND message from the CRNC, then for the cell specified by the C-ID IE Node B will use the Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) in the Active Pattern Sequence Information IE for the instance.
------------------------------------------
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9.1.60
COMPRESSED MODE COMMAND [FDD]

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	ignore

	Active Pattern Sequence Information
	M
	
	9.2.2.A
	
	YES
	ignore

	Specific Compressed Mode Cell List
	
	0..<maxnoofHSDSCH-1>
	
	For Cells with Cell Specific Compressed Mode Handling
	EACH
	ignore

	> Active Pattern Sequence Information
	M
	
	9.2.2.A
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	


------------------------------------------
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9.2.1.6
Cause

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED (

unknown C-ID,

Cell not available,

Power level not supported, 

DL radio resources not available,

UL radio resources not available,

RL Already Activated/allocated,

Node B Resources Unavailable,

Measurement not supported for the object,

Combining Resources not available,

Requested configuration not supported,

Synchronization failure,

Priority transport channel established, 

SIB Origination in Node B not Supported,

Requested Tx Diversity Mode not supported,

Unspecified,

BCCH scheduling error,

Measurement Temporarily not Available,

Invalid CM Setting, Reconfiguration CFN not elapsed, 

Number of DL codes not supported, 

S-CPICH not supported,

Combining not supported,

UL SF not supported,

DL SF not supported,

Common Transport Channel Type not supported,

Dedicated Transport Channel Type not supported,

Downlink Shared Channel Type not supported,

Uplink Shared Channel Type not supported,

CM not supported,

Tx diversity no longer supported,

Unknown Local Cell ID,

…,

Number of UL codes not supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell Synchronisation not supported,

Cell Synchronisation Adjustment not supported,

DPC Mode Change not Supported,

IPDL already activated,

IPDL not supported,

IPDL parameters not available,

Frequency Acquisition not supported,

Power Balancing status not compatible,

Requested type of Bearer Re-arrangement not supported, Signalling Bearer Re-arrangement not supported,

Bearer Re-arrangement needed,

Delayed Activation not Supported,

RL Timing Adjustment not supported,

MICH not supported,

F-DPCH Not Supported,

Modification Period not available,

PLCCH not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available,
E-DCH MAC-d PDU Size Format  not available, 

Multi Cell operation not available) 

Semi-Persistent scheduling not supported,

Continuous Packet Connectivity DRX not supported,

Continuous Packet Connectivity DRX not available, SixtyfourQAM DL and MIMO Combined not available,

S-CPICH power offset support not available,

TX diversity for MIMO UE on DL Control Channels not available, Single Stream MIMO not available, Multi Cell operation with MIMO not available, Multi Cell operation with Single Stream MIMO not available, 
Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available, Multi Cell E-DCH operation not available, Cell Specific Compressed Mode not supported. Cell Specific Compressed Mode not available))
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED (

Transport resource unavailable,

Unspecified,

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED (

Transfer syntax error,

Abstract syntax error (reject),

Abstract syntax error (ignore and notify),

Message not compatible with receiver state,

Semantic error,

Unspecified, 

Abstract syntax error (falsely constructed message),

…)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED (

Control processing overload

Hardware failure,

O&M intervention,

Not enough user plane processing resources,

Unspecified,

…)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	BCCH scheduling error
	The Node B has detected an illegal BCCH schedule update (see subclause 8.2.16.3).

	Bearer Re-arrangement needed
	The Node B cannot perform the requested Radio Link Reconfiguration without bearer re-arrangement.

	Cell not Available
	The concerned cell or local cell is not available.

	Cell Synchronisation not supported
	The concerned cell(s) do not support Cell Synchronisation.

	Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available
	Cell specific tx diversity handling for multi cell operation not available in the concerned cell(s)

	Combining not supported
	The Node B does not support RL combining for the concerned cells.

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the Node B cannot perform the requested combining.

	CM not supported
	The concerned cell(s) do not support Compressed Mode.

	Common Transport Channel Type not supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type.

	Cell Specific Compressed Mode not supported
	Cell specific Compressed Mode handling is not supported in the concerned cell(s)

	Cell Specific Compressed Mode not available
	Cell specific Compressed Mode handling is not available in the concerned cell(s)

	Continuous Packet Connectivity  DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type.

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs.

	DL Radio Resources not Available
	The Node B does not have sufficient DL radio resources available.

	DL SF not supported
	The concerned cell(s) do not support the requested DL SF.

	DL Shared Channel Type not supported
	The concerned cell(s) do not support the Downlink Shared Channel Type.

	DPC Mode Change not Supported
	The concerned cells do not support DPC mode changes.

	E-DCH MAC-d PDU Size Format  not available
	The selected E-DCH MAC-d PDU Size Format is not available in the concerned cell(s).

	Frequency Acquisition not supported
	The concerned cell(s) do not support Frequency Acquisition.

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	Information Provision not supported for the object
	The requested information provision is not supported for the concerned object types.

	Information temporarily not available
	The requested information can temporarily not be provided.

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid.

	IPDL already activated
	The concerned cell(s) have already active IPDL ongoing.

	IPDL not supported
	The concerned cell(s) do not support the IPDL.

	IPDL parameters not available
	The concerned cell(s) do not have IPDL parameters defining IPDL to be applied.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type.

	Measurement Temporarily not Available
	The Node B can temporarily not provide the requested measurement value.

	MICH not supported
	The concerned cell does not support MICH.

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	Modificaton Period  not available
	The Node B does not have modification period available.

	Multi Cell operation not available
	Multi Cell operation resources not available in the concerned cell(s)

	Multi Cell operation with MIMO not available
	Multi Cell operation resources with MIMO not available in the concerned cell(s)

	Multi Cell operation with Single Stream MIMO not available
	Multi Cell operation resources with Single Stream MIMO not available in the concerned cell(s)

	Multi Cell E-DCH operation not available
	Multi Cell E-DCH operation resources not available in the concerned cell(s)

	Node B resources unavailable
	The Node B does not have sufficient resources available.

	Number of DL codes not supported
	The concerned cell(s) do not support the requested number of DL codes.

	Number of UL codes not supported
	The concerned cell(s) do not support the requested number of UL codes.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support.

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the Node B.

	PLCCH not supported
	The concerned cell does not support PLCCH.

	Priority transport channel established
	The CRNC cannot perform the requested blocking since a transport channel with a high priority is present.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing.

	Reconfiguration CFN not elapsed
	The requested action cannot be performed due to that a RADIO LINK RECONFIGURATION COMMIT message was received previously, but the concerned CFN has not yet elapsed.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters.

	Requested Type of Bearer Re-arrangement not supported
	The Node B does not support the requested type of bearer re-arrangement.

	Requested Tx Diversity mode not supported
	The concerned cell(s) do not support the requested transmit diversity mode.

	RL already Activated/ allocated
	The Node B has already allocated an RL with the requested RL-id for this UE context.

	S-CPICH not supported
	The concerned cell(s) do not support S-CPICH.

	S-CPICH power offset support not available
	The support for setting up the desired power offset on S-CPICH with respect to P-CPICH is not available

	SIB Orgination in Node B not Supported
	The Node B does not support the origination of the requested SIB for the concerned cell.

	Signalling Bearer Re-arrangement not supported
	The Node B does not support the Signalling bearer re-arrangement.

	Single Stream MIMO not available
	Single Stream MIMO resources not available in the concerned cell(s).

	SixtyfourQAM DL and MIMO Combined not available
	SixtyfourQAM DL and MIMO Combined not available in the concerned cell(s).

	Synchronisation Failure
	Loss of UL Uu synchronisation.

	Cell Synchronisation Adjustment not supported
	The concerned cell(s) do not support Cell Synchronisation Adjustment.

	TX diversity for MIMO UE on DL Control Channels not available
	The Node B does not have sufficient radio resources available to support transmit diversity on downlink control channels when the UE is configured in MIMO mode with P-CPICH & S-CPICH as phase references (TS 25.211 [7])

	Tx diversity no longer supported
	Tx diversity can no longer be supported in the concerned cell.

	UL Radio Resources not Available
	The Node B does not have sufficient UL radio resources available.

	UL SF not supported
	The concerned cell(s) do not support the requested minimum UL SF.

	UL Shared Channel Type not supported
	The concerned cell(s) do not support the Uplink Shared Channel Type.

	Unknown C-ID
	The Node B is not aware of a cell with the provided C-ID.

	Unknown Local Cell ID
	The Node B is not aware of a local cell with the provided Local Cell ID

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.

	Semi-Persistent scheduling not supported
	The concerned cell(s) do not support the Semi-Persistent scheduling operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not supported
	The concerned cell(s) do not support the Continuous Packet Connectivity DRX operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not available
	HSPA resources for DRX operation not available in the concerned cell(s). (for 1.28Mcps TDD only)


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Node B control processing overload.

	Hardware Failure
	Node B hardware failure.

	Not enough User Plane Processing Resources
	Node B has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to Node B equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


------------------------------------------
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9.2.2.18Da
HS-DSCH FDD Secondary Serving Information

The HS-DSCH FDD Secondary Serving Information IE is used for initial addition of Secondary Serving HS-DSCH information to a Node B Communication Context and defines the cell specific parameters for the secondary serving HS-DSCH Radio Link.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	-
	

	Measurement Power Offset
	M
	
	9.2.2.21C
	
	-
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	-
	

	HS-DSCH-RNTI
	M
	
	9.2.1.31J
	
	-
	

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject

	Single Stream MIMO Activation Indicator 
	O
	
	9.2.2.123
	
	YES
	reject

	Diversity Mode
	O
	
	9.2.2.9
	If Diversity mode = "Closed loop mode 1" the procedure shall be rejected 
	YES
	reject

	Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].

The IE shall be ignored by the Node B if the new configuration contains one secondary serving radio link.
	YES
	reject

	Active Pattern Sequence Information
	O
	
	
	
	YES
	reject


------------------------------------------
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9.2.2.18EB
HS-DSCH FDD Secondary Serving Information To Modify

The HS-DSCH FDD Secondary Serving Information To Modify IE is used for modification of Secondary Serving HS-DSCH information in a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	-
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	
	-
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.31L
	
	-
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	-
	

	MIMO Mode Indicator
	O
	
	9.2.1.120
	
	YES
	reject

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.124
	
	YES
	reject

	Diversity Mode
	O
	
	9.2.2.9
	If Diversity mode = "Closed loop mode 1" the procedure shall be rejected
	YES
	reject

	Transmit Diversity Indicator
	C-DiversityMode
	
	9.2.2.53
	
	YES
	reject

	Non Cell Specific Tx Diversity
	O
	
	ENUMERATED (Tx Diversity, ...)
	Value = "Tx Diversity":

Diversity Mode and Transmit Diversity Indicator shall be non cell specific.
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].

The IE shall be ignored by the Node B if the new configuration contains one secondary serving radio link.
	YES
	reject

	Active Pattern Sequence Information
	O
	
	
	
	YES
	reject


	Condition
	Explanation

	DiversityMode
	The IE shall be present if Diversity Mode IE is is present and not set to "None". 


9.2.2.18EC
HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
The HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE is used for modification of Secondary Serving HS-DSCH information in a Node B Communication Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	-
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	-
	

	MIMO Mode Indicator
	O
	
	9.2.1.120
	
	YES
	reject

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.124
	
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].

The IE shall be ignored by the Node B if the new configuration contains one secondary serving radio link.
	YES
	reject

	Active Pattern Sequence Information
	O
	
	
	
	YES
	reject


------------------------------------------
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9.2.2.129
Cell Capability Container

The Cell Capability Container  IE indicates the cell capability by setting the corresponding bit in the BIT String.

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent carrier) and/or Dual Band capable. Such capability indicators in this Cell Capability Container IE shall be ignored by the CRNC if the local cell does not have the required cell capability: "Multi Cell Capable" as indicated with Multi Cell Capability Info IE and/or "Dual Band Capable" as indicated with Dual Band Capability Info IE. Capability indicators that depend on multi-cell (adjacent carrier) capability are indicated in the table below with /Adjacent-carrier/. Capability indicators that depend on Dual Band capability are indicated in the table below with /Dual-band/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. Cell Capability for the marked capabilities indicate capability regardless of the supported multi-cell type in a multicell configuration for the local cell: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container
	
	
	BIT STRING (128)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability /Multi-cell/.

The second bit: Multi Cell and MIMO Capability/Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Capability/Adjacent-carrier/.

The fourth bit: Multi Cell E-DCH Capability/Adjacent-carrier/.
This bit shall be ignored by the CRNC if the fifth bit: Separate Iub Transport Bearer Capability = "0" and the sixth bit: E-DCH UL Flow Multiplexing  Capability = "0"
The fifth bit: Separate Iub Transport Bearer Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"
The sixth bit: E-DCH UL Flow Multiplexing  Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"

The seventh to eleventh bit Maximum No of HSDPA Frequencies capability/Multi-cell/.

This capability is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB. Hexadecimal digit 0 means no support for 4C-HSDPA.

Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Capability/Dual Band/.

The thirteenth bit: HSDPA 3 or 4 Carrier and MIMO Single Band Capability/Adjacent-carrier/

The fourteenth bit: HSDPA 3 or 4 Carrier and MIMO Dual Band Capability/Dual Band/.

The fifteenth bit: Dual band and Single Stream MIMO Capability/Dual Band/.

The sixteenth bit: HSDPA 3 or 4 Carrier and Single Stream MIMO Single Band Capability/Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or 4 Carrier and Single Stream MIMO Dual Band Capability/Dual Band/.
The x bit: Cell Specific Compressed Mode handling/.

Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


9.3
Message and Information Element Abstract Syntax (with ASN.1)
------------------------------------------
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9.3.3
PDU Definitions
-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

>>Unchanged text omitted

id-S-CCPCH-Information,


id-S-CCPCH-InformationListExt-AuditRsp,


id-S-CCPCH-InformationListExt-ResourceStatusInd,


id-S-CCPCH-LCR-InformationListExt-AuditRsp,


id-S-CCPCH-LCR-InformationListExt-ResourceStatusInd,


id-S-CPICH-Information,


id-SCH-Information,


id-S-SCH-Information,


id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD,


id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD,


id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-Secondary-CPICH-Information,


id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,


id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,


id-Secondary-CPICH-Information-Change,

id-SecondarySCH-Information-Cell-ReconfRqstFDD,


id-SecondarySCH-Information-Cell-SetupRqstFDD,


id-Semi-PersistentScheduling-CapabilityLCR,


id-SegmentInformationListIE-SystemInfoUpdate,


id-Serving-Cell-Change-CFN,


id-Serving-E-DCH-RL-ID,


id-SixteenQAM-UL-Capability,

id-SixtyfourQAM-DL-Capability,

id-SixtyfourQAM-DL-MIMO-Combined-Capability,


id-SFN,


id-SFNReportingIndicator,


id-ShutdownTimer,


id-SignallingBearerRequestIndicator,

id-Specific-Compressed-Mode-CellList,

id-Start-Of-Audit-Sequence-Indicator,


id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,

id-E-DPCCH-Power-Boosting-Capability,


id-Synchronisation-Configuration-Cell-ReconfRqst,


id-Synchronisation-Configuration-Cell-SetupRqst,


id-SyncCase,


id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,


id-SyncFrameNumber,


id-SynchronisationReportType,


id-SynchronisationReportCharacteristics,

>>Unchanged text omitted
-- **************************************************************

--

-- COMPRESSED MODE COMMAND FDD

--

-- **************************************************************

CompressedModeCommand ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CompressedModeCommand-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModeCommand-Extensions}}                   OPTIONAL,


...

}

CompressedModeCommand-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID


CRITICALITY ignore

TYPE NodeB-CommunicationContextID


PRESENCE mandatory } |


{ ID id-Active-Pattern-Sequence-Information

CRITICALITY ignore

TYPE Active-Pattern-Sequence-Information

PRESENCE mandatory },

...

}

CompressedModeCommand-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Specific-Compressed-Mode-CellList
CRITICALITY ignore
EXTENSION Specific-Compressed-Mode-CellList
PRESENCE optional },

...
}

Specific-Compressed-Mode-CellList
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Specific-Compressed-Mode-CellList-ItemIE
Specific-Compressed-Mode-CellList-ItemIE
::=SEQUENCE{


active-Pattern-Sequence-Information








Active-Pattern-Sequence-Information,


c-ID










C-ID,


iE-Extensions




ProtocolExtensionContainer { { Specific-Compressed-Mode-CellList-ItemIE-ExtIEs} } OPTIONAL,


...

}
Specific-Compressed-Mode-CellList-ItemIE-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

------------------------------------------

Skip to next change
-------------------------------------------

9.3.4 Information Element Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,

>>Unchanged text omitted

id-Active-Pattern-Sequence-Information,

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,

>>Unchanged text omitted
CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,


requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,


requested-tx-diversity-mode-not-supported,


unspecified,


bCCH-scheduling-error,


measurement-temporarily-not-available,


invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cpich-not-supported,


combining-not-supported,


ul-sf-not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,


...,


number-of-UL-codes-not-supported,


information-temporarily-not-available,


information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,


iPDL-parameters-not-available,


frequency-acquisition-not-supported,


power-balancing-status-not-compatible,


requested-typeofbearer-re-arrangement-not-supported,


signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,


delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


mich-not-supported,


f-DPCH-not-supported,


modification-period-not-available,


pLCCH-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mIMO-not-available,

e-DCH-MACdPDU-SizeFormat-not-available,


multi-Cell-operation-not-available,


semi-Persistent-scheduling-not-supported,


continuous-Packet-Connectivity-DRX-not-supported,


continuous-Packet-Connectivity-DRX-not-available,


sixtyfourQAM-DL-and-MIMO-Combined-not-available,

s-cpich-power-offset-not-available,


tx-diversity-for-mimo-on-DL-control-channels-not-available,

single-Stream-MIMO-not-available,


multi-Cell-operation-with-MIMO-not-available,


multi-Cell-operation-with-Single-Stream-MIMO-not-available,

cellSpecificTxDiversityHandlingForMultiCellOperationNotAvailable,


multi-Cell-EDCH-operation-not-available,

cellSpecificCompressedModeNotAvailable,

cellSpecificCompressedModeNotSupported
}

>>Unchanged text omitted
Cell-Capability-Container ::= BIT STRING (SIZE (128))
-- First bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability
-- Second bit: Multi Cell and MIMO Capability
-- Third bit: Multi Cell and Single Stream MIMO Capability
-- Fourth bit: Multi Cell E-DCH Capability
-- Fifth bit: Separate Iub Transport Bearer Capability
-- Sixth bit: E-DCH UL Flow Multiplexing Capability

-- Seventh to eleventh bit: Maximum No of HSDPA Frequencies capability

-- Twelfth bit: Dual Band and MIMO Capability

-- Thirteenth bit: 3 and 4 carrier HSDPA and MIMO Single Band Capability

-- Fourteenth bit: 3 and 4 carrier HSDPA and MIMO Dual Band Capability

-- Fifteenth bit : Dual Band and Single Stream MIMO Capability

-- Sixteenth bit : 3 and 4 carrier HSDPA and Single Stream MIMO Single Band Capability

-- Seventeenth bit : 3 and 4 carrier HSDPA and Single Stream MIMO Dual Band Capability

-- x bit : Cell Specific Compressed Mode handling

-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
>>Unchanged text omitted
HS-DSCH-FDD-Secondary-Serving-Information ::= SEQUENCE {


hsscch-PowerOffset





HSSCCH-PowerOffset






OPTIONAL,

measurement-Power-Offset



Measurement-Power-Offset,

sixtyfourQAM-UsageAllowedIndicator

SixtyfourQAM-UsageAllowedIndicator


OPTIONAL,


hSDSCH-RNTI







HSDSCH-RNTI,


iE-Extensions






ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-MIMO-ActivationIndicator


CRITICALITY reject

EXTENSION MIMO-ActivationIndicator


PRESENCE optional}|

{ID id-Single-Stream-MIMO-ActivationIndicator
CRITICALITY reject

EXTENSION Single-Stream-MIMO-ActivationIndicator

PRESENCE optional}|


{ID id-DiversityMode




CRITICALITY reject

EXTENSION DiversityMode






PRESENCE optional}|


{ID id-TransmitDiversityIndicator

CRITICALITY reject

EXTENSION TransmitDiversityIndicator

PRESENCE optional}|


{ID id-OrdinalNumberOfFrequency


CRITICALITY reject

EXTENSION OrdinalNumberOfFrequency


PRESENCE optional}|


{ID id-Active-Pattern-Sequence-Information



CRITICALITY reject
EXTENSION Active-Pattern-Sequence-Information
 PRESENCE optional},

...

}
>>Unchanged text omitted
HS-DSCH-Secondary-Serving-Information-To-Modify ::= SEQUENCE {


hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

measurement-Power-Offset




Measurement-Power-Offset






OPTIONAL,


hSSCCH-CodeChangeGrant





HSSCCH-Code-Change-Grant






OPTIONAL,


sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-MIMO-Mode-Indicator




CRITICALITY reject

EXTENSION MIMO-Mode-Indicator


PRESENCE optional }|


{ID id-Single-Stream-MIMO-Mode-Indicator
CRITICALITY reject

EXTENSION Single-Stream-MIMO-Mode-Indicator
PRESENCE optional }|


{ID id-DiversityMode





CRITICALITY reject

EXTENSION DiversityMode





PRESENCE optional}|


{ID id-TransmitDiversityIndicator


CRITICALITY reject

EXTENSION TransmitDiversityIndicator
PRESENCE optional}|

-- This IE shall be present if Diversity Mode IE is present and is not set to “none”


{ID id-NonCellSpecificTxDiversity


CRITICALITY reject

EXTENSION NonCellSpecificTxDiversity
PRESENCE optional}|


{ID id-OrdinalNumberOfFrequency



CRITICALITY reject

EXTENSION OrdinalNumberOfFrequency

PRESENCE optional}|

{ID id-Active-Pattern-Sequence-Information
CRITICALITY reject

EXTENSION Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}
HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised ::= SEQUENCE {


hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised-ExtIEs } }


OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID
id-MIMO-Mode-Indicator




CRITICALITY reject

EXTENSION MIMO-Mode-Indicator





PRESENCE optional }|


{ID id-Single-Stream-MIMO-Mode-Indicator
CRITICALITY reject

EXTENSION Single-Stream-MIMO-Mode-Indicator

PRESENCE optional }|


{ID
id-OrdinalNumberOfFrequency



CRITICALITY reject

EXTENSION OrdinalNumberOfFrequency




PRESENCE optional}|

{ID id-Active-Pattern-Sequence-Information
CRITICALITY reject

EXTENSION Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}
------------------------------------------

Skip to next change
-------------------------------------------

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

>>Unchanged text omitted
id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext


ProtocolIE-ID ::= 1195

id-Adaptive-Special-Burst-Power-CapabilityLCR





ProtocolIE-ID ::= 1196

id-Usefulness-Of-Battery-Optimization







ProtocolIE-ID ::= 1197

id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory




ProtocolIE-ID ::= 1198

id-Common-HSDSCH-RNTI-List










ProtocolIE-ID ::= 1199

id-CommonEDCH-AdditionalTransmissionBackOff






ProtocolIE-ID ::= 1200

id-In-Sync-Information-LCR










ProtocolIE-ID ::= 1201

id-Puncturing-Handling-in-First-Rate-Matching-Stage




ProtocolIE-ID ::= 1202

id-ERNTI-Release-Status











ProtocolIE-ID ::= 1203

id-UE-Status-Update-Confirm-Indicator







ProtocolIE-ID ::= 1204

id-Max-RTWP-perCellPortion-InformationList-LCR-PSCH-ReconfRqst

ProtocolIE-ID ::= 1205

id-AOA-per-CELL-Portion-LCR










ProtocolIE-ID ::= 1206

id-Specific-Compressed-Mode-CellList







ProtocolIE-ID ::= XXXX

END
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