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	The S1 interface is designed to support MME load balancing and overload control functions. The Configuration Transfer function is a generic mechanism over S1 interface to support transfer of RAN configuration information between eNBs. However, such functions are missing in the specification where the general aspects and principles of the S1 interface are introduced.
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	The general descriptions of the MME load balancing and overload control as well as the Configuration Transfer functions are added to the specificaiton.
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not approved:
	Misalignments exist between a) the general aspects and principles of the S1 interface and b) the E-UTRAN stage-2 overall description, in the context of the MME load balancing and overload control as well as the Configuration Transfer functions, resulting in the incomplete specification.
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*** Start of change ***
5
Functions of the S1 interface protocols and functional split

*** Omit part ***
5.9
Coordination functions

5.9.1
Network sharing function 
The S1 interface supports the transfer of the UE’s serving PLMN and of equivalent PLMNs to the serving PLMN.
5.9.2
NAS node selection function

The interconnection of eNBs to multiple MME / S-GWs is supported by the LTE/EPS architecture (see TS 23.401 [9]). Therefore a NAS node selection function is located in the eNB to determine the MME association of the UE.

This functionality is located in the eNB to determine and establish an association between a given UE and one of the MME nodes that comprise the pool area the eNB belongs to.

It then enables proper routeing via the S1-MME interface.

On S1, no specific procedure corresponds to the NAS node selection function.

The S1 interface supports the indication by the MME of its relative capacity to the eNB, in order to achieve load-balanced MMEs within the pool area.
5.9.x
MME overload control function

The S1 interface supports the indication by the MME of its overload situations to the eNB. 
*** Next change ***

5.12
RAN Information Management function

The RAN Information Management (RIM) function is a generic mechanism that allows the request and transfer of information (e.g. GERAN/UTRAN System information) between two RAN nodes via the core network.

5.y
Configuration Transfer Function

The Configuration Transfer function allows the request and transfer of RAN configuration information (e.g. SON information) between two RAN nodes via the core network.

*** End of change ***
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