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9.2.1.139
MDT Configuration
The IE defines the MDT function parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Recording Session Reference 
	M
	
	Trace Recording Session Reference 9.2.1.58b
	

	MDT Activation
	M
	
	ENUMERATED(MDT Only, MDT and Trace, …)
	

	CHOICE MDT Area Scope
	M
	
	
	

	>Cell based
	
	
	
	

	>>Cell ID List
	
	1 to <maxnoofCellID>
	
	

	>>>Cell-ID
	M
	INTEGER (0..268435455)
	
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [40].

	>LA Based
	
	
	
	

	>>LAI List
	
	1 to <maxnoofLAIs>
	
	

	>>>LAI
	M
	
	
	

	>>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed

	>RA Based
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	>> RAI List
	
	0 to <maxnoofRAIs>
	
	

	>>>RAI
	
	
	
	This element identifies an area in which the MDT Configuration applies.

	>>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed

	>>>>RAC
	M
	
	OCTET STRING (1)
	

	>PLMN Area Based
	
	
	
	

	>>PLMN identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	M1 Report
	O
	
	9.2.2.128
	M1: FDD only CPICH RSCP and CPICH Ec/No measurement by UE

	M2 Report
	O
	
	9.2.3.83
	M2: P-CCPCH RSCP and Timeslot ISCP for UTRA 1.28 TDD

	M3 Report
	O
	
	NULL
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofLAIs
	Maximum no. of LAI subject for MDT scope. Value is 8.

	maxnoofRAIs
	Maximum no of RAI subject for MDT scope. Value is 8


>>>>> >>>>>>>>>>>>>>   NEXT CHANGE  <<<<<<<<<<<<<<<<<<<<<<<<

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,


maxNrOfDLTsLCR,


maxNrOfDPCHs,


maxNrOfDPCHs768,


maxNrOfDPCHsLCR,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,


maxNrOfULTs,


maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,


maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,


maxNrOfSCCPCHs,


maxNrOfSCCPCHs768,


maxTGPS,


maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,


maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUSize,

maxNrOfMBMSL3,


maxNrOfMCCHMessages,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,


maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,


maxNoOfLogicalChannels,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCHTBSs,


maxNrOfHS-DSCHTBSs-HS-SCCHless,


maxHS-PDSCHCodeNrComp-1,


maxNrOfEHICHCodes,


maxGANSSSat,


maxNoGANSS,

maxSgnType,


maxNrOfBroadcastPLMNs,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxFrequencyinCell,


maxFrequencyinCell-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,


maxNrOfEUTRANeighboursPerRNC,


maxEARFCN,


maxNrOfPreconfiguredNeighbours,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,

maxlengthMBMSconcatservlists,

maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH,

maxNrOfEDCH-1,

maxNrOfDCHMeasurementOccasionPatternSequence,

maxNrOfULCarriersLCR-1,

maxNrOfCellIds,


maxNrOfRAIs,

maxNrOfLAIs,

maxNrOfExtendedNeighbouringRNCs,
>>>>> >>>>>>>>>>>>>>   NEXT CHANGE  <<<<<<<<<<<<<<<<<<<<<<<<

-- R

RABased
::= SEQUENCE {


raiList



RAI-List,


iE-Extensions

ProtocolExtensionContainer { {RABased-ExtIEs} } OPTIONAL,


...

}

RABased-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RAI-List
::= SEQUENCE (SIZE (1..maxNrOfRAIs)) OF


RAI
ReportInterval


::=
ENUMERATED {








ms250,








ms500,








ms1000,








ms2000,








ms3000,








ms4000,








ms6000,








ms12000,








ms16000,








ms20000,








ms24000,








ms32000,








ms64000,








... }

ReportAmount


::=
ENUMERATED { n1, n2, n4, n8, n16, n32, n64, infinity, ... }

RAC




::= OCTET STRING (SIZE(1))
RAI ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


rAC




RAC
}
RANAP-EnhancedRelocationInformationRequest

::= BIT STRING

RANAP-EnhancedRelocationInformationResponse

::= BIT STRING

RANAP-RelocationInformation

::= BIT STRING

>>>>>>>>>>>>>>    NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

>>>>  skip unchanged text in same section   <<<<<<<<<<<<<<
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCellSIB11OrSIB12





INTEGER ::= 32

maxCellsMeas






INTEGER ::= 8

maxRateMatching






INTEGER ::= 256

maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10

maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoOfUSCHsLCR






INTEGER ::= 10

maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfCCTrCHsLCR





INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240
maxNrOfDPCHsPerRL-1





INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTs-1
maxNrOfDPCHsLCR






INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1




INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTsLCR-1
maxNrOfDPCHs768






INTEGER ::= 480
maxNrOfDPCHs768PerRL-1




INTEGER ::= 479
maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16
maxNrOfMBMSServices





INTEGER ::= 128

maxNrOfActiveMBMSServices



INTEGER ::= 256
maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs

maxNrOfRLSets-1





INTEGER ::= 15
-- maxNrOfRLSets – 1

maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfUEs







INTEGER ::= 4096
maxNrOfULTs







INTEGER ::= 15

maxNrOfULTsLCR






INTEGER ::= 6

maxNrOfDLTs







INTEGER ::= 15
maxNrOfDLTsLCR






INTEGER ::= 6

maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215

maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfFACHs






INTEGER
::=
8

maxNrOfLCRTDDNeighboursPerRNC


INTEGER ::= 256

maxIBSEG







INTEGER ::= 16

maxNrOfSCCPCHs






INTEGER
::=
8

maxNrOfSCCPCHs768





INTEGER
::=
16

maxTGPS








INTEGER ::= 6

maxNrOfTS







INTEGER ::= 15

maxNrOfLevels






INTEGER ::= 256

maxNrOfTsLCR






INTEGER ::= 6

maxNoSat







INTEGER ::= 16

maxNoGPSTypes






INTEGER ::= 8
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell-1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

maxResetContext






INTEGER ::= 250

maxResetContextGroup




INTEGER ::= 32

maxNrOfHARQProc






INTEGER ::= 8

maxNrOfHSSCCHCodes





INTEGER ::= 4

maxNrOfHSSICHs






INTEGER ::= 4
maxNrOfHSSICHs-1





INTEGER ::= 3

maxNrOfMACdFlows





INTEGER ::= 8

maxNrOfMACdFlows-1





INTEGER ::= 7
-- maxNrOfMACdFlows – 1

maxNrOfMACdPDUSize





INTEGER ::= 32

maxNrOfPDUIndexes





INTEGER ::= 8

maxNrOfPDUIndexes-1





INTEGER ::= 7
-- maxNrOfPDUIndexes – 1

maxNrOfPrioQueues





INTEGER ::= 8

maxNrOfPrioQueues-1





INTEGER ::= 7
-- maxNrOfPrioQueues – 1

maxNrOfSNAs







INTEGER ::= 65536

maxNrOfSatAlmanac-maxNoSat



INTEGER ::= 16
maxNrOfGERANSI 






INTEGER ::= 8

maxNrOfInterfaces





INTEGER ::= 16

maxNrofSigSeqERGHICH-1




INTEGER ::= 39
maxNrOfCells






INTEGER ::= 65536

maxNrOfAddFreq






INTEGER ::= 8
maxNrOfCellsPerFreq





INTEGER ::= 65536
maxNrOfEDCHMACdFlows-1




INTEGER ::= 7
maxNrOfEDCH-HARQ-PO-QUANTSTEPs


INTEGER ::= 6

maxNrOfEDPCCH-PO-QUANTSTEPs



INTEGER ::= 8
maxNrOfEDCHHARQProcesses2msEDCH


INTEGER ::= 8

maxNrOfBits-MACe-PDU-non-scheduled

INTEGER ::= 19982

maxNrOfRefETFCIs





INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs


INTEGER ::= 29
maxNrOfEDCHMACdFlows




INTEGER ::= 8

maxNoOfLogicalChannels




INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfRefBetas






INTEGER ::= 8

maxNrOfEAGCHCodes





INTEGER ::= 4

maxNrOfHS-DSCHTBSs





INTEGER ::= 90

maxNrOfHS-DSCHTBSs-HS-SCCHless


INTEGER ::= 4

maxHS-PDSCHCodeNrComp-1




INTEGER ::= 15

maxNrOfEHICHCodes





INTEGER ::= 4

maxGANSSSat







INTEGER ::= 64

maxNoGANSS







INTEGER ::= 8
maxSgnType







INTEGER ::= 8

maxNrOfBroadcastPLMNs




INTEGER ::= 5
maxHSDPAFrequency





INTEGER ::= 8

maxHSDPAFrequency-1





INTEGER ::= 7

maxFrequencyinCell





INTEGER ::= 12

maxFrequencyinCell-1




INTEGER ::= 11

maxGANSSSatAlmanac





INTEGER ::= 36

maxGANSSClockMod





INTEGER ::= 4

maxNrOfEDCHRLs






INTEGER ::= 4

maxEARFCN







INTEGER ::= 65535
maxNrOfEUTRANeighboursPerRNC


INTEGER ::= 256

maxNrOfMCCHMessages





INTEGER ::= 5

maxNrOfMBMSL3






INTEGER ::= 64

maxNrOfEDCHMACdFlowsLCR




INTEGER ::= 256

maxNrOfEDCHMACdFlowsLCR-1



INTEGER ::= 255

maxNrOfPreconfiguredNeighbours


INTEGER ::= 256

maxNrOfHSDSCH-1






INTEGER ::= 32

maxNrOfHSDSCH






INTEGER ::= 33

maxGANSS-1







INTEGER ::= 7
maxlengthMBMSconcatservlists


INTEGER ::= 96
maxNoOfTBSs-Mapping-HS-DSCH-SPS


INTEGER ::= 4

maxNoOfTBSs-Mapping-HS-DSCH-SPS-1

INTEGER ::= 3

maxNoOfHS-DSCH-TBSsLCR




INTEGER ::= 64
maxNoOfRepetition-Period-LCR


INTEGER ::= 4

maxNoOfRepetitionPeriod-SPS-LCR-1

INTEGER ::= 3

maxNoOf-HS-SICH-SPS





INTEGER ::= 4

maxNoOf-HS-SICH-SPS-1




INTEGER ::= 3

maxNoOfNon-HS-SCCH-Assosiated-HS-SICH
INTEGER ::= 4
maxNrOfEDCH-1






INTEGER ::= 32

maxNrOfDCHMeasurementOccasionPatternSequence
INTEGER ::= 6
maxNrOfULCarriersLCR-1




INTEGER ::= 5

maxNrOfCellIds






INTEGER ::= 32

maxNrOfRAIs






INTEGER ::= 8

maxNrOfLAIs







INTEGER ::= 8

maxNrOfExtendedNeighbouringRNCs


INTEGER ::= 64

maxNoOfGsmCell






INTEGER ::= 128

maxNrOfANRCells






INTEGER ::= 256
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