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8.2.17
Radio Link Setup

/* ommited */
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to TS 25.331 [18].]
8.3.1
Radio Link Addition

/* ommited */
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK ADDITON REQUEST message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to TS 25.331 [18].]
8.3.2
Synchronised Radio Link Reconfiguration Preparation

/* ommited */
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to TS 25.331 [18].] 
8.3.5
Unsynchronised Radio Link Reconfiguration

/* ommited */
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to TS 25.331 [18].] 

9.1.36.2
TDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TDD TPC DL Step Size
	M
	
	9.2.3.21
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCH>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>CCTrCH Initial DL  Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	DCH Information
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.28
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.18A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt (TS 25.105 [15]).
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.

This IE is mandatory if DL CCTrCH Information IE and E-DCH Information 1.28Mcps IE are both absent.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	HS-DSCH-RNTI

9.2.1.31J
	1.28 Mcps TDD only
	YES
	ignore

	Multi-Carrier E-DCH Information
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only
	YES
	reject

	>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	1.28 Mcps TDD only
	–
	

	>Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	1.28 Mcps TDD only
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore


9.1.39.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt (TS 25.105 [15]).
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.

This IE is mandatory if DL CCTrCH Information IE and E-DCH Information 1.28Mcps IE are both absent.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	Multi-Carrier E-DCH Information
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only
	YES
	reject

	>Multi-carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	1.28 Mcps TDD only
	–
	

	>Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	1.28 Mcps TDD only
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore


9.1.42.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>>>PLCCH Information
	O
	
	9.2.3.31
	
	YES
	reject

	>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>UL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>UL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>>>Maximum DL Power to Modify LCR 
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL Power to Modify LCR
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	YES
	ignore

	>>>DL Timeslot Information 7.68Mcps 
	
	0..<maxnoofDLts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofDPCHs768>
	
	
	–
	

	>>>>>DPCH ID 7.68Mcps
	M
	
	9.2.3.42
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>DL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>DL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>Maximum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>Minimum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	DSCH To Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	DL CCTrCH in which the DSCH is mapped
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Frame Handling Priority
	O
	
	9.2.1.30
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	DSCH To Add
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	DSCH To Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	USCH To Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	UL CCTrCH in which the USCH is mapped
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	
	YES
	ignore

	USCH To Add
	O
	
	USCH Information 9.2.3.28
	
	YES
	reject

	USCH To Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See Note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UARFCN
	O
	
	9.2.1.65
	Applicable to 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt (TS 25.105 [15]).
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR 
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.100
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	_
	

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	HS-DSCH-RNTI

9.2.1.31J
	1.28 Mcps TDD only
	YES
	ignore

	Multi-Carrier E-DCH Information Reconf
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation for 1.28 Mcps TDD only
	YES
	reject

	>CHOICE continue,Setup or Change
	M
	
	
	
	–
	

	>>continue
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration keeps unchanged.
	–
	

	>>Setup
	
	
	
	Used when the Multi-carrier E-DCH is not configured for this RL in the current Node B Communication Context
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	
	–
	

	>>change
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration is modified (adding new frequencies, modification of existing configuration or removing existing frequencies)
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	O
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	O
	
	9.2.3.112
	
	–
	

	>>>Removal UL Multi-Carrier info
	
	0..<maxnoofUL128Carriers-1>
	
	
	–
	

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore

	MU-MIMO Information To Reconfigure
	O
	
	9.2.3.117
	1.28 Mcps TDD only
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.


9.1.47.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>DL CCTrCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	
	

	>>DL DPCH To Modify LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	 ignore

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>>>>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 
9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only 
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.100
	
	YES
	reject

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	HS-SCCH TPC step size
	O
	
	9.2.3.21
	1.28 Mcps TDD only.
This IE is mandatory if ’E-DCH Information 1.28Mcps’ IE is absent.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.111
	Applicable for 1.28 Mcps TDD.
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	HS-DSCH-RNTI

9.2.1.31J
	1.28 Mcps TDD only
	YES
	ignore

	Multi-Carrier E-DCH Information Reconf
	
	0..1
	
	Applicable for Multi-Carrier E-DCH Operation in 1.28 Mcps TDD only
	YES
	reject

	>CHOICE continue,Setup or Change 
	M
	
	
	
	–
	

	>>continue
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration keeps unchanged.
	–
	

	>>Setup
	
	
	
	Used when the Multi-carrier E-DCH is not configured for this RL in the current Node B Communication Context
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	M
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	M
	
	9.2.3.112
	
	–
	

	>>change
	
	
	
	Used when a RL with Multi-carrier E-DCH configurations exists in the current Node B Communication context and the configuration is modified (adding new frequencies, modification of existing configuration or removing existing frequencies)
	–
	

	>>>Multi-Carrier E-DCH Transport Bearer Mode LCR
	O
	
	9.2.3.113
	
	–
	

	>>>UL Multi-Carrier E-DCH Information LCR
	O
	
	9.2.3.112
	
	–
	

	>>>Removal UL Multi-Carrier info
	
	0..<maxnoofUL128Carriers-1>
	
	
	–
	

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
	–
	

	MU-MIMO Information
	O
	
	9.2.3.116
	1.28 Mcps TDD only
	YES
	ignore

	MU-MIMO Information To Reconfigure
	O
	
	9.2.3.117
	1.28 Mcps TDD only
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticality.


9.2.3.111
DCH Measurement Occasion Information

The DCH Measurement Occasion Information IE indicates Measurement Occasion Information used for inter-frequency/inter-RAT measurements in CELL_DCH state for 1.28Mcps TDD. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CELL_DCH measurement occasion pattern sequence
	
	1 to <maxDCHMeasurementOccasionPatternSequence>
	
	

	>Pattern sequence identifier
	M
	
	Integer(1.. maxDCHMeasurementOccasionPatternSequence)
	If an already defined pattern sequence is not present, references to the already defined pattern.

	>Status Flag
	M
	
	Enumerated(activate, deactivate)
	This flag indicates whether the measurement occasion pattern sequence shall be activated or deactivated.

	>Measurement occasion pattern sequence parameters
	O
	
	
	

	>>k
	M
	
	Integer(1..9)
	CELL_DCH measurement occasion cycle length coefficient. The actual measurement occasion period equal to 2k radio frames. Value 0 indicates continuous allocation.

	>>Offset
	M
	
	Integer(0..511)
	In frames. The measurement occasion position in the measurement period.

	>>M_Length
	M
	
	Integer(1..512)
	The measurement occasion length in frames starting from the Offset.

	>>Timeslot Bitmap
	M
	
	Bit string (7)
	Bitmap indicating which of the timeslot(s) is/are allocated for measurement. 

Bit 0 is for timeslot 0. Bit 1 is for timeslot 1. Bit 2 is for timeslot 2. Bit 3 is for timeslot 3. Bit 4 is for timeslot 4. Bit 5 is for timeslot 5. Bit 6 is for timeslot 6.
The value 0 of a bit means the corresponding timeslot is not used for measurement. The value 1 of a bit means the corresponding timeslot is used for measurement.

Bit 0 is the first/leftmost bit of the bit string.
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