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Start changes
8.12.3
Abnormal Conditions

If, for a given MBSFN area, the MBMS SERVICE COUNTING RESULTS REPORT message contains one or more TMGIs corresponding to the configuration of one MBMS SERVICE COUNTING REQUEST message and some other TMGIs not part of this configuration, the MCE shall ignore the result corresponding to those other TMGIs.
If the MBMS Counting Result List IE in the MBMS SERVICE COUNTING RESULTS REPORT message contains an empty list, the MCE may use this information to decide that an MBMS session shall not be started.
Next Change
9.1.27
MBMS SERVICE COUNTING RESULTS REPORT

This message is sent by the eNB to report the number of connected mode UEs that are receiving or interested in the MBMS service(s) as indicated in the MBMS SERVICE COUNTING REQUEST message.

Direction: eNB(MCE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MBSFN Area ID
	M
	
	9.2.1.14
	
	YES
	reject

	MBMS Counting Result List
	O
	
	
	
	YES
	reject

	>MBMS Counting Result Item
	
	0 to <maxnoofcountingservice>
	
	
	EACH
	reject

	>>TMGI
	M
	
	9.2.3.3
	
	-
	

	>>Counting Result
	M
	
	9.2.1.21
	
	-
	

	MCCH Update Time
	M
	
	9.2.1.19
	
	YES
	reject


	Range bound
	Explanation

	Maxnoofcountingservice
	Maximum no. of the services that are counted by RAN. The value for maxnoofcountingservice is 16.


Next Change
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

M2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Unchanged Text Omitted
-- **************************************************************

--

-- MBMS SERVICE COUNTING RESULTS REPORT

--

-- **************************************************************

MbmsServiceCountingResultsReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{ MbmsServiceCountingResultsReport-IEs}},


...

}

MbmsServiceCountingResultsReport-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MBSFN-Area-ID





CRITICALITY reject
TYPE MBSFN-Area-ID





PRESENCE mandatory } |


{ ID id-MBMS-Counting-Result-List


CRITICALITY reject
TYPE MBMS-Counting-Result-List

PRESENCE optional } |


{ ID id-MCCH-Update-Time




CRITICALITY reject
TYPE MCCH-Update-Time




PRESENCE mandatory } ,


...

}

MBMS-Counting-Result-List ::= SEQUENCE (SIZE(0.. maxnoofCountingService)) OF ProtocolIE-Container { { MBMS-Counting-Result-Item } }

MBMS-Counting-Result-Item
M2AP-PROTOCOL-IES ::= { 


{ ID id-MBMS-Counting-Result-Item


CRITICALITY reject
TYPE MBMS-Counting-Result


PRESENCE mandatory } ,


...

}

MBMS-Counting-Result ::= SEQUENCE{


tmgi



TMGI,


countingResult

CountingResult,

iE-Extensions

ProtocolExtensionContainer { { MBMS-Counting-Result-ExtIEs} } OPTIONAL,

...

}

MBMS-Counting-Result-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

CountingResult ::= INTEGER (0..1023)
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