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9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD, not applicable to 1.28Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.1.141
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response LCR
	
	0 .. <maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	M
	
	9.2.3.13K
	
	YES
	ignore

	>PowerControl GAP
	O
	
	INTEGER (1..255)
	Unit: number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UARFCN
	O
	
	9.2.1.66
	Applicable to 1.28Mcps TDD only. Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt （3GPP TS 25.105）.
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>Idle Interval Information
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.1.141
	
	YES
	ignore

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	
	
	
	
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	

	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	

	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response 9.2.3.3ab
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	RL Information Response 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD, not applicable to 1.28Mcps TDD or 3.84Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info 7.68Mcps TDD
	O
	
	9.2.3.22
	
	–
	

	>UL CCTrCH Information 7.68 Mcps
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information 7.68 Mcps
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.26
	
	–
	

	>DL CCTrCH Information 7.68 Mcps
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information 7.68 Mcps
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.28
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response 7.68 Mcps
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response 7.68 Mcps
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	–
	

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.1.141
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.41
	3.84Mcps TDD only
	YES
	ignore

	E-DCH Information Response 7.68Mcps
	O
	
	E-DCH TDD Information Response 7.68Mcps 9.2.3.52
	7.68Mcps TDD only
	YES
	ignore

	E-DCH Information Response 1.28Mcps
	O
	
	E-DCH TDD Information Response 1.28Mcps 9.2.3.41a
	1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.63
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.68
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.69
	1.28 Mcps TDD only
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.75
	1.28 Mcps TDD only
	YES
	reject

	Multi-Carrier E-DCH Information Response LCR
	O
	
	9.2.3.78
	1.28 Mcps TDD only
	YES
	ignore

	MU-MIMO Information
	O
	
	9.2.3.81
	1.28 Mcps TDD only
	YES
	reject


	Range Bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD.

	maxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for one UE for 3.84Mcps TDD.

	maxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	maxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	maxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.43
COMMON MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	reject

	CHOICE Common Measurement Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	–
	

	>>Reference Cell Identifier
	M
	
	UTRAN Cell Identifier 9.2.1.71
	May be a GERAN Cell Identifier
	–
	

	>>Time Slot
	O
	
	9.2.1.56
	3.84Mcps TDD and 7.68 Mcps TDD only
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.12a
	1.28Mcps TDD only
	–
	

	>>Neighbouring Cell Measurement Information
	
	0..<maxnoofMeasNCells>
	
	UTRAN only
	–
	

	>>>CHOICE Neighbouring Cell Measurement Information
	
	
	
	
	–
	

	>>>>Neighbouring FDD Cell Measurement Information
	
	
	
	FDD only
	–
	

	>>>>>Neighbouring FDD Cell Measurement Information
	M
	
	9.2.1.41G
	
	–
	

	>>>>Neighbouring TDD Cell Measurement Information
	
	
	
	3.84Mcps TDD only
	–
	

	>>>>>Neighbouring TDD Cell Measurement Information
	M
	
	9.2.1.41H
	
	–
	

	>>>>Additional Neighbouring Cell Measurement Information
	
	
	
	
	–
	

	>>>>>Neighbouring TDD Cell Measurement InformationLCR
	
	
	
	1.28Mcps TDD only
	–
	

	>>>>>>Neighbouring TDD Cell Measurement InformationLCR
	M
	
	9.2.1.41Dd
	
	YES
	reject

	>>>>Additional Neighbouring Cell Measurement Information 7.68Mcps
	
	
	
	
	–
	

	>>>>>Neighbouring TDD Cell Measurement Information 7.68 Mcps
	
	
	
	7.68Mcps TDD only
	–
	

	>>>>>>Neighbouring TDD Cell Measurement Information 7.68 Mcps
	M
	
	9.2.3.32
	
	YES
	reject

	>>UARFCN
	O
	
	9.2.1.66
	Applicable to 1.28Mcps TDD only. 
	YES
	ignore

	>>UpPCH Position LCR
	O
	
	9.2.3.56
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	>Additional Common Measurement Object Types
	
	
	
	Applicable to 1.28Mcps TDD only
	—
	

	>>GSM Cell
	
	
	
	
	YES
	ignore

	>>>CGI
	M
	
	9.2.1.5D
	
	—
	

	Common Measurement Type
	M
	
	9.2.1.12C
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.36
	UTRAN only
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.48
	
	YES
	reject

	SFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.28A
	
	YES
	reject

	SFN
	O
	
	9.2.1.52A
	UTRAN only
	YES
	reject

	Common Measurement Accuracy
	O
	
	9.2.1.12A
	UTRAN only
	YES
	reject

	Measurement Recovery Behavior 
	O
	
	9.2.1.38A
	UTRAN only
	YES
	ignore 

	GANSS Time ID
	O
	
	9.2.1.119a
	This IE may only be present if the Common Measurement Type IE is set to “UTRAN GANSS Timing of Cell Frames for UE Positioning”. If the Common Measurement Type IE is set to “UTRAN GANSS Timing of Cell Frames for UE Positioning” and this IE is absent, the GANSS time is Galileo system time.
	YES
	ignore

	Extension Common Measurement Object Type
	O
	
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>GsmCellList
	
	1..<maxNoOfGsmCell>
	
	
	YES
	ignore

	>>Measurement ID
	M
	
	9.2.1.37
	
	—
	

	>>GSM Cell
	
	
	
	
	—
	

	>>>CGI
	M
	
	9.2.1.5D
	
	—
	


	Range bound
	Explanation

	maxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.

	maxNoOfGsmCell
	Maximum number of GSM Cells in one message


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

ASN.1 shown just for info
-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


...

}

ASN.1 shown just for info

RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-AdditionRspTDD
CRITICALITY ignore
EXTENSION 
RL-LCR-InformationResponse-RL-AdditionRspTDD
PRESENCE optional}|


--Mandatory for 1.28Mcps TDD only

{ ID id-Active-MBMS-Bearer-ServiceTDD-PFL

CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL
PRESENCE optional}|


{ ID id-HSDSCH-TDD-Information-Response


CRITICALITY ignore
EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional}|

{ ID id-DSCH-RNTI







CRITICALITY ignore
EXTENSION DSCH-RNTI






PRESENCE optional}|


{ ID id-RL-InformationResponse-RL-AdditionRspTDD768
CRITICALITY ignore
EXTENSION RL-InformationResponse-RL-AdditionRspTDD768
PRESENCE optional}|


{ ID id-E-DCH-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-Information-Response


PRESENCE optional}|


{ ID id-E-DCH-768-Information-Response


CRITICALITY ignore
EXTENSION E-DCH-768-Information-Response


PRESENCE optional}|


{ ID id-E-DCH-LCR-Information-Response


CRITICALITY ignore
EXTENSION E-DCH-LCR-Information-Response


PRESENCE optional}|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR
CRITICALITY ignore
EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR

PRESENCE optional}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR
CRITICALITY ignore
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

PRESENCE optional}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore
EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR
PRESENCE optional}|


{ ID id-DCH-MeasurementOccasion-Information

CRITICALITY reject
EXTENSION DCH-MeasurementOccasion-Information

PRESENCE optional}|


{ ID id-Multi-Carrier-EDCH-Response



CRITICALITY ignore
EXTENSION Multi-Carrier-EDCH-Information-Response
PRESENCE optional}|


{ ID id-MU-MIMO-InformationLCR




CRITICALITY reject
EXTENSION MU-MIMO-InformationLCR



PRESENCE optional},

...

}

ASN.1 shown just for info

RL-InformationResponse-RL-AdditionRspTDD768 ::= SEQUENCE { 

rL-ID







RL-ID,


uRA-Information





URA-Information

OPTIONAL,


sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-Info



UL-TimeSlot-ISCP-Info,


minUL-SIR






UL-SIR,


maxUL-SIR






UL-SIR,


maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

pCCPCH-Power





PCCPCH-Power,


timingAdvanceApplied



TimingAdvanceApplied,


alphaValue






AlphaValue,

ul-PhysCH-SF-Variation



UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,


secondary-CCPCH-Info-TDD768


Secondary-CCPCH-Info-TDD768





OPTIONAL,


ul-CCTrCHInformation768



UL-CCTrCHInformationList-RL-AdditionRspTDD768

OPTIONAL,


dl-CCTrCHInformation768



DL-CCTrCHInformationList-RL-AdditionRspTDD768

OPTIONAL,


dCH-Information





DCH-Information-RL-AdditionRspTDD



OPTIONAL,


dSCH-InformationResponse


DSCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,


uSCH-InformationResponse


USCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,


neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation 
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,


gA-CellAdditionalShapes



GA-CellAdditionalShapes


OPTIONAL,


hCS-Prio






HCS-Prio





OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {RL-InformationResponse-RL-AdditionRspTDD768-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Neighbouring-E-UTRA-CellInformation

CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation

PRESENCE optional }|


{ ID id-Neighbouring-UMTS-CellInformation-Ext
CRITICALITY ignore
EXTENSION Neighbouring-UMTS-CellInformation-Ext

PRESENCE optional },


...

}
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