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8.16
Common ID

8.16.1
General

The purpose of the Common ID procedure is to inform the RNC about the permanent NAS UE Identity (i.e. IMSI) of a user. This is used by the RNC e.g. to create a reference between the permanent NAS UE identity of the user and the RRC connection of that user for UTRAN paging co-ordination. The procedure may also be used to provide the SNA Access Information IE to the RNC or to provide the Management Based MDT Allowed IE to the RNC or to provide the MDT PLMN List IE to the RNC.

The procedure uses connection oriented signalling.

8.16.2
Successful Operation
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Figure 17: Common ID procedure. Successful operation.

After having established an Iu signalling connection, and if the Permanent NAS UE identity (i.e. IMSI) is available, the CN shall send to the RNC a COMMON ID message containing the Permanent NAS UE Identity IE and optionally the SNA Access Information IE. The COMMON ID message may also include the UESBI-Iu IE. The RNC shall associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

The RNC shall, if supported, use the UESBI-Iu IE when received in the COMMON ID message.

If the CSG Membership Status IE is included in the COMMON ID message the RAN shall, if supported, take the following actions:

· If the cell that serves the UE is a Hybrid cell, the RNC shall store the value contained in the CSG Membership Status IE and replace any previously stored memberhip status value by this new one. The RNC may use such information to perform differentiated treatment for member and non-member UEs. 

· If the cell that serves the UE is a CSG cell, and the CSG Membership Status IE is set to “non-member”, the RNC should initiate actions to ensure that the UE is no longer served by the CSG cell as defined in TS 25.467 [55].

If the SNA Access Information IE is contained in the COMMON ID message, the RNC shall store this information and use it to determine whether the UE has access to radio resources in the UTRAN. The RNC shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IEs in the SNA Access Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs.

In case of GWCN configuration for a network sharing non-supporting UE, the COMMON ID message shall include, if available, the Selected PLMN identity IE. If received, the RNC shall store this information.

In case SRVCC functionality is supported by the UE and CN, the CN shall include SRVCC Operation Possible IE in COMMON ID message.
If the Management Based MDT Allowed IE is included in the the COMMON ID message, the RNC shall use it, if supported, to allow subsequent selection of the UE for management based MDT as defined in TS 32.422 [38].
If the MDT PLMN List IE is included in the the COMMON ID message, the RNC shall use it, if supported, to allow subsequent selection of the UE for management based MDT as defined in TS 32.422 [38].
Upon receipt of the COMMON ID message the RNC shall
-
store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [52].
#Partially Omitted
8.17
CN Invoke Trace

8.17.1
General

When used for signalling based activation, the purpose of the CN Invoke Trace procedure is to inform the RNC that it should begin a trace session with the parameters indicated by the CN and related to the UE, the Iu connection is used for.

When used for management based activation, the purpose of the CN Invoke Trace procedure is to provide the RNC with the equipment identity of the UE for which the RNC should begin a trace recording session.

The procedure uses connection oriented signalling.

8.17.2
Successful Operation
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Figure 18: CN Invoke Trace procedure. Successful operation.

The CN Invoke Trace procedure is invoked by the CN by sending a CN INVOKE TRACE message to the RNC as defined in TS 32.422 [38].

The CN INVOKE TRACE message shall include the following IEs:

-
The Trace Reference IE, which uniquely identifies the trace session it refers to.

-
The UE Identity IE, which indicates the UE to which this trace session pertains.

-
The Trace Propagation Parameters IE, only in case of a signalling based activation.

If present, the Trace Propagation Parameters IE shall include the following IEs:

-
The Trace Recording Session Reference IE, which is allocated by the CN.

-
The Trace Depth IE, which defines how detailed information should be recorded for this trace session in the RNC.

The Trace Propagation Parameters IE may also include the List Of Interfaces To Trace IE, which defines which interfaces should be traced in the RNC. If the List Of Interfaces To Trace IE is not included, the RNC should trace all the following interfaces, if available: Iu-CS, Iu-PS, Uu, Iur and Iub.

Upon receiving the CN INVOKE TRACE message, which includes the Trace Propagation Parameters IE, the RNC should begin a trace recording session according to the parameters indicated in the CN INVOKE TRACE message. If the RNC does not support the requested value "Minimum" or "Medium" of the Trace Depth IE, the RNC should begin a trace recording session with maximum trace depth.

Upon receiving the CN INVOKE TRACE message, which does not include the Trace Propagation Parameters IE, the RNC should begin a trace recording session according to the parameters configured in the RNC for the indicated equipment identity in the CN INVOKE TRACE message.

The RNC may not start a trace recording session if there are insufficient resources available within the RNC.

The Trace Reference IE, UE identity IE and, if the Trace Propagation Parameters IE is present, the Trace Recording Session Reference IE are used to tag the trace record to allow simpler construction of the total record by the entity which combines trace records.
If the MDT Configuration IE is included in the CN INVOKE TRACE message and includes the MDT Activation IE set to “Immediate MDT and Trace” then the RNC shall, if supported, initiate the requested trace function and MDT function as described in TS 32.422 [38].

If the MDT Configuration IE is included in the CN INVOKE TRACE message and includes the MDT Activation IE set to to “Immediate MDT Only” or “Logged MDT only”, then the RNC shall, if supported, initiate the requested MDT function as described in TS 32.422 [38] and shall ignore the List of Interfaces to Trace IE and the Trace Depth IE.
Interaction with Relocation and Enhanced Relocation:

In case of signalling based activation, the order to perform tracing is lost in UTRAN at successful Relocation of SRNS. If the tracing shall continue also after the relocation has been performed, the CN Invoke Trace procedure shall thus be re-initiated from the CN towards the future SRNC after the Relocation Resource Allocation or the Enhanced Relocation procedure has been executed successfully.
#Partially Omitted
9.1.24
COMMON ID

This message is sent by the CN to inform the RNC about the permanent NAS UE identity for a user. It may include additional information.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Permanent NAS UE Identity
	M
	
	9.2.3.1
	
	YES
	ignore

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	UESBI-Iu
	O
	
	9.2.1.59
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.3.33
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	SRVCC operation possible
	O
	
	9.2.1.87
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.92
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.110
	
	YES
	ignore

	MDT PLMN List
	O
	
	9.2.1.XX
	
	YES
	ignore


#Partially Omitted
9.2.1.97
MDT Configuration
The purpose of the MDT Configuration IE is to provide configuration information for the MDT function.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	

	CHOICE MDT Area Scope
	M
	
	
	

	>Cell Based
	
	
	
	

	>>Cell ID List
	
	1 to <maxnoofCellID>
	
	

	>>> PLMN Identity
	
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1

- bits 8 to 5 of octet n encoding digit 2n

-The Selected PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC)

	>>>Cell-ID
	M
	INTEGER (0..268435455)
	
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [3].

	>LA Based
	
	
	
	

	>>LAI List
	
	1 to <maxnoofLAIs>
	
	

	>>>LAI
	M
	
	9.2.3.6
	

	>RA Based
	
	
	
	

	>>RAI List
	
	0 to <maxnoofRAIs>
	
	

	>>>RAI
	
	
	
	This element identifies an area in which the MDT Configuration applies.

	>>>>LAI
	M
	
	9.2.3.6
	

	>>>>RAC
	M
	
	9.2.3.7
	

	>PLMN Area Based
	
	
	NULL
	

	CHOICE MDT mode
	
	
	
	

	>immediate MDT
	
	
	
	

	>>Measurements to Activate
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [31]. 

First Bit = M1,

Second Bit = M2,

Third Bit = M3.

Other bits are reserved for future use and are ignored if received.
Value ‘1’ indicates “activate” and value ‘0’ indicates “do not activate”.

	>>M1 Report
	C-ifM1
	
	9.2.1.98
	M1: FDD only: CPICH RSCP and CPICH Ec/No measurement by UE

	>>M2 Report
	C-ifM2
	
	9.2.1.99
	M2: TDD only: P-CCPCH RSCP and Timeslot ISCP for UTRA 1.28 TDD

	>logged MDT
	
	
	
	

	>>logging interval
	M
	
	ENUMERATED (1.28, 2.56, 5.12,10.24,20.48, 30.72, 40.96 and 61.44, ...)
	The unit of this IE is second. This IE is defined in TS 25.331[10].

	>>logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90 and 120, ...)
	The unit of this IE is minute.  This IE is defined in TS 25.331[10].


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofLAIs
	Maximum no. of LAI subject for MDT scope. Value is 8.

	maxnoofRAIs
	Maximum no of RAI subject for MDT scope. Value is 8.


	Condition
	Explanation

	ifM1
	This IE shall be present if the Measurements to Activate IE has the first bit set to “1”.

	ifM2
	This IE shall be present if the Measurements to Activate IE has the second bit set to “1”.


#Partially Omitted
9.2.1.XX
MDT PLMN List
The purpose of the MDT PLMN List IE is to provide default MDT area for one UE, and UE could be selected to perform MDT when UE is in one PLMN of MDT PLMN List.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT PLMN List
	
	
	1..<maxnoofMDTPLMNs>
	

	>PLMN Identity
	M
	
	9.2.3.33
	


	Range bound
	Explanation

	maxnoofMDTPLMNs
	Maximum no. of MDT PLMN Ids. Value is 15.


#Partially Omitted
9.3.3
PDU Definitions

#Partially Omitted

id-SourceBSS-ToTargetBSS-TransparentContainer,


id-SourceRNC-ID,


id-SourceExtendedRNC-ID,


id-SourceID,


id-Source-ToTarget-TransparentContainer,


id-SourceRNC-PDCP-context-info,


id-SRVCC-HO-Indication,


id-SRVCC-Information,


id-SRVCC-Operation-Possible,


id-TargetBSS-ToSourceBSS-TransparentContainer,


id-TargetID,


id-Target-ToSource-TransparentContainer,


id-TemporaryUE-ID,


id-TimeToMBMSDataTransfer,


id-TMGI,


id-TracePropagationParameters,


id-TraceReference,


id-TraceType,


id-TransportLayerAddress,


id-TransportLayerInformation,


id-TriggerID,


id-UE-AggregateMaximumBitRate,

id-UE-ID,


id-UESBI-Iu,


id-UL-GTP-PDU-SequenceNumber,


id-UnsuccessfulLinkingList,


id-VelocityEstimate,


id-VerticalAccuracyCode,


id-PeriodicLocationInfo,


id-BroadcastGANSSAssistanceDataDecipheringKeys,


id-SubscriberProfileIDforRFP,


id-E-UTRAN-Service-Handover,


id-IP-Source-Address,


id-LGW-TransportLayerAddress,


id-Correlation-ID,


id-MDT-Configuration,


id-RNSAPRelocationParameters,


id-RABParametersList,


id-Priority-Class-Indicator,


id-Management-Based-MDT-Allowed,


id-HigherBitratesThan16MbpsFlag,


id-MDT-Plmn-List
#Partially Omitted
CommonIDExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable shared networks in connected mode --

{ ID id-SNA-Access-Information


CRITICALITY ignore
EXTENSION SNA-Access-Information



PRESENCE optional }|

-- Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling --

{ ID id-UESBI-Iu





CRITICALITY ignore
EXTENSION UESBI-Iu







PRESENCE optional }|

-- Extension for Release 6 to indicate the selected plmn in GWCN configuration for network sharing non-supporting UEs --


{ ID id-SelectedPLMN-ID




CRITICALITY ignore
EXTENSION PLMNidentity






PRESENCE optional }|

-- Extension for Release 8 to indicate the Subscriber Profile ID for RAT/Frequency Selection Priority --


{ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP


PRESENCE optional }|

-- Extension for Release 8 for SRVCC operation --


{ ID id-SRVCC-Operation-Possible

CRITICALITY ignore
EXTENSION SRVCC-Operation-Possible


PRESENCE optional }|

-- Extension for Release 9 to allow for UE prioritisation during access to hybrid cells --

{ ID id-CSG-Membership-Status


CRITICALITY ignore
EXTENSION CSG-Membership-Status




PRESENCE optional }|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ ID id-Management-Based-MDT-Allowed
CRITICALITY ignore
EXTENSION Management-Based-MDT-Allowed

PRESENCE optional}|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ ID id-MDT-Plmn-List
CRITICALITY ignore
EXTENSION id-MDT-Plmn-List

PRESENCE optional}
,


...

}
#Partially Omitted
9.3.4
Information Element Definitions

#Partially Omitted
CellIdList ::= SEQUENCE (SIZE (1..maxNrOfCellIds)) OF


Cell-Id-Plmn

Cell-Id-Plmn

::=

SEQUENCE {



pLMNidentity

PLMNidentity,



Cell-Id



Cell-Id,



iE-Extensions

ProtocolExtensionContainer { { Cell-Id-Plmn-ExtIEs} } OPTIONAL,



...


}
Cell-Id

::= INTEGER (0..268435455)
ProtocolExtensionContainer { { Cell-Id-Plmn -ExtIEs} } ::= {


...

}
#Partially Omitted
MDT-Activation

::=
ENUMERATED { immediateMDTonly,










 loggedMDTonly,










 immediateMDTandTrace,










... }

MDTAreaScope

::=
CHOICE {


cellbased


CellBased,


labased



LABased,


rabased



RABased,


plmn-area-based

NULL,


...

}

MDT-Configuration
::= SEQUENCE {



mdtActivation




MDT-Activation,



mdtAreaScope




MDTAreaScope,



mdtMode






MDTMode,



iE-Extensions

ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,



...

}

MDT-Configuration-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

...

}

MDTMode



::= CHOICE {


immediateMDT

ImmediateMDT,


loggedMDT


LoggedMDT,


...

}

MDT-Report-Parameters
::=
SEQUENCE {


reportInterval


ReportInterval,


reportAmount


ReportAmount,


...

}

MDT-Plmn-List ::= SEQUENCE (SIZE (1..maxnoofMDTPLMNs)) OF


SEQUENCE {



pLMNidentity


PLMNidentity,



iE-Extensions


ProtocolExtensionContainer { {MdtPLMNs-ExtIEs} } OPTIONAL,



...


}
MdtPLMNs-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}
MeasurementQuantity

::= ENUMERATED {



cpichEcNo,



cpichRSCP,




pathloss,



...

}
MeasurementsToActivate::= BIT STRING (SIZE (8))

MSISDN ::= OCTET STRING (SIZE (1..9))
#Partially Omitted

9.3.6
Constant Definitions

#Partially Omitted
maxNrOfDTs






INTEGER ::= 15

maxNrOfErrors





INTEGER ::= 256

maxNrOfIuSigConIds




INTEGER ::= 250

maxNrOfPDPDirections



INTEGER ::= 2

maxNrOfPoints





INTEGER ::= 15

maxNrOfRABs






INTEGER ::= 256

maxNrOfSeparateTrafficDirections
INTEGER ::= 2

maxNrOfSRBs






INTEGER ::= 8

maxNrOfVol






INTEGER ::= 2
maxNrOfLevels





INTEGER ::= 256

maxNrOfAltValues




INTEGER ::= 16

maxNrOfPLMNsSN





INTEGER ::= 32
maxnoofMDTPLMNs





INTEGER ::= 15
maxNrOfLAs






INTEGER ::= 65536

maxNrOfSNAs






INTEGER ::= 65536

maxNrOfUEsToBeTraced



INTEGER ::= 64
maxNrOfInterfaces




INTEGER ::= 16

maxRAB-Subflows





INTEGER ::= 7

maxRAB-SubflowCombination


INTEGER ::= 64

maxSet







INTEGER ::= 9

maxNrOfHSDSCHMACdFlows-1


INTEGER
::= 7

maxnoofMulticastServicesPerUE

INTEGER ::= 128

maxnoofMulticastServicesPerRNC

INTEGER ::= 512
maxMBMSSA






INTEGER ::= 256

maxMBMSRA






INTEGER ::= 65536

maxNrOfEDCHMACdFlows-1



INTEGER ::= 7

maxGANSSSet






INTEGER ::= 9

maxNrOfCSGs






INTEGER ::= 256
maxNrOfEUTRAFreqs




INTEGER ::= 8

maxNrOfCellIds





INTEGER ::= 32

maxNrOfRAIs






INTEGER ::= 8

maxNrOfLAIs






INTEGER ::= 8
#Partially Omitted
id-MSISDN











INTEGER ::= 239

id-Offload-RAB-Parameters







INTEGER ::= 240
id-LGW-TransportLayerAddress






INTEGER ::= 241

id-Correlation-ID









INTEGER ::= 242

id-IRAT-Measurement-Configuration





INTEGER ::= 243
id-MDT-Configuration








INTEGER ::= 244
id-Priority-Class-Indicator







INTEGER ::= 245
id-RNSAPRelocationParameters






INTEGER ::= 247
id-RABParametersList








INTEGER ::= 248
id-Management-Based-MDT-Allowed






INTEGER ::= 249
id-HigherBitratesThan16MbpsFlag






INTEGER ::= 250

id-MDT-Plmn-List









INTEGER ::= XXX




END

#Partially Omitted
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