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9.2.2.105
Common E-DCH MAC-d Flow Specific Information

The Common E-DCH MAC-d Flow Specific Information IE is used for the establishment or modity Common E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Common E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	
	-
	

	>Common E-DCH MAC-d Flow ID
	M
	
	E-DCH MAC-d Flow ID 

9.2.1.74
	The E-DCH MAC-d flow identity reserved for CCCH transmission is defined in TS 25.331 [18].
	-
	

	>Maximum Number Of Retransmissions For E-DCH
	M
	
	9.2.1.81
	
	-
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.13Dk
	
	-
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.69
	
	-
	

	>Common E-DCH Logical Channel information
	
	1..<maxnooflogicalchannels>
	
	
	-
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	
	-
	

	>>Maximum MAC-c PDU Size Extended
	M
	
	MAC PDU Size Extended

9.2.1.38C
	
	-
	

	Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d Flows

	maxnooflogicalchannels
	Maximum number of logical channels


<<For reference – no changes>>
Common-E-DCH-LogicalChannel-InfoList-Item
::= SEQUENCE {


logicalChannelId



LogicalChannelID,


maximumMACcPDU-SizeExtended

MAC-PDU-SizeExtended,


iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-LogicalChannel-InfoList-Item-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-LogicalChannel-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-schedulingPriorityIndicator
CRITICALITY ignore

EXTENSION
SchedulingPriorityIndicator
PRESENCE optional},

...

}
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