Page 1



3GPP TSG- RAN WG3 Meeting #73bis 
(
R3-112463
Zhuhai, China, Oct 10 - 14, 2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	TS36.300
	CR
	
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	parallel counting in different MBSFN areas

	
	

	Source to WG:
(

	Samsung

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	MBMS_LTE_enh-Core
	
	Date: (

	10/10/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	RAN2 came to the conclusion that counting procedures started in parallel in different MBSFN areas cannot always be unambiguously resolved by the eNB when the same MBSFN area index is used to indicate the MBSFN areas in the counting response message.
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//================== Change Start ==================
15.8.2.6
MBMS Service Counting Function

The MBMS Service Counting Function enables the MCE to perform counting and to receive counting results per MBMS service(s) within MBSFN area(s). MCE can perform counting only for those MBMS service(s) for which access has not been denied by the admission control function for the corresponding MBMS session(s).
Note: parallel counting for different MBSFN areas which are configured in the same eNB should be avoided.
//================== Change End ==================
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