Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-RAN3 Meeting #74 
(
 R3-112987
San Francisco, USA, 14th-18th November, 2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	25.423
	CR
	1721
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Supporting CM for different band

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	TEI10
	
	Date: (

	04/11/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	RAN2 has in LS R3-111816 (R2-113591) asked RAN3 to account the agreements made in RAN2 and introduce necessary signalling in Rel-10 to Iur interfaces to differentiate between the legacy and the frequency carrier/band specific compressed modes and accordingly the cell capability for the frequency carrier/band specific compressed mode feature.
The IEs related to different frequency carrier/band in DB-DC-HSDPA feature should be modified to fullfill the above needs.

	
	

	Summary of change:
(

	The Compressed Mode parameter Active Pattern Sequence Information is added in to the additional cell information structure. Specific Compressed Mode Cell List is added into Compressed Mode Command. Cell Capability Container Extension is modified.
Impact analyses:

This CR has isolated impact with the previous version of the specification (same release) because:

This CR has an impact under protocol point of view. 

The impact can be considered isolated because the change affects only the handling of compressed mode (de)activation operation.

	
	

	Consequences if 
(

not approved:
	There is no way to signal over Iur that the compressed mode is applied on different frequency carrier/band. 

	
	

	Clauses affected:
(

	8.3.1.2, 8.3.1.3, 8.3.1.4, 8.3.2.2, 8.3.2.3, 8.3.2.4, 8.3.4.2, 8.3.4.3, 8.3.4.4, 8.3.5.2, 8.3.5.3, 8.3.7.2, 8.3.7.3, 8.3.7.4, 8.3.16.2, 9.1.38, 9.2.1.5, 9.2.2.19aa, 9.2.2.19bb, 9.2.2.19bc, 9.2.2.123, 9.3.3, 9.3.4, 9.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	Y
	
	 Other core specifications
(

	TS/TR 25.433 CR 1922

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


8.3.1
Radio Link Setup
8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.
------------------------------------------

Skip to next change
-------------------------------------------
Physical Channels Handling:

[FDD – Compressed Mode:]
[FDD – If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or the last Radio Link is deleted.]

[FDD – If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the DRNS shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

-
[FDD – If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD – If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD – For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]
[FDD – If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to “SF/2” in the RADIO LINK SETUP REQUEST message and the UE Context is configured to use DPCH in the downlink, the DRNS shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK SETUP RESPONSE message indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]

[FDD – If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE and the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, when activating the Transmission Gap Pattern Sequence(s), the information provided by the Downlink Compressed Mode Method IE if included for the concerned Transmission Gap Pattern Sequence(s).]
[FDD –If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Setup IE in the RADIO LINK SETUP REQUEST message, the DRNS shall apply cell specific compressed mode activation and deactivation.

[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE for the instance of the Additional HS Cell Information RL Setup IE in the RADIO LINK SETUP REQUEST message is not present, the DRNS shall not activate any compressed mode in this new serving cell.

------------------------------------------

Skip to next change
-------------------------------------------
8.3.1.3
Unsuccessful Operation
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Figure 6: Radio Link Setup procedure: Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the DRNC shall respond with a RADIO LINK SETUP FAILURE message. The DRNC shall include in the RADIO LINK SETUP FAILURE message a general Cause IE or a Cause IE for each failed radio link. The Cause IE indicates the reason for failure. 
------------------------------------------

Skip to next change
-------------------------------------------
Typical cause values are:

Radio Network Layer Causes:

[FDD – UL Scrambling Code Already in Use;]

DL Radio Resources not Available;

UL Radio Resources not Available;
[FDD – Combining Resources not available;]
Combining not Supported

Requested Configuration not Supported;

Cell not Available;

[FDD – Requested Tx Diversity Mode not Supported;]

Power Level not Supported;

Number of DL codes not supported;

Number of UL codes not supported;
Dedicated Transport Channel Type not Supported;

DL Shared Channel Type not Supported;

[TDD – UL Shared Channel Type not Supported;]

[FDD – UL Spreading Factor not Supported;]

[FDD – DL Spreading Factor not Supported;]

CM not Supported;

[FDD – DPC mode change not Supported;]

Cell reserved for operator use;

Delayed Activation not supported;

E-DCH not supported;
[FDD – F-DPCH not supported;]

[FDD – Continuous Packet Connectivity DTX-DRX operation not Supported;]

[FDD – Continuous Packet Connectivity HS-SCCH less operation not Supported;]

[FDD – MIMO not supported;]
[FDD – E-DCH TTI2ms not supported;]

[FDD – Continuous Packet Connectivity DTX-DRX operation not available;]

[FDD – Continuous Packet Connectivity UE DTX Cycle not available;]

[FDD – MIMO not available;]

[FDD – SixteenQAM UL not Supported;]

HS-DSCH MAC-d PDU Size Format not supported;

[FDD – F-DPCH Slot Format operation not supported;]

E-DCH MAC-d PDU Size Format not available;
[FDD – E-DPCCH Power Boosting not supported;]

[FDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – Multi Cell operation not available;]

[FDD – Multi Cell operation not supported;]

[FDD – Multi Cell operation with MIMO not available;]

[FDD – Multi Cell operation with MIMO not supported;]

[FDD – Single Stream MIMO not supported;]
[FDD – Single Stream MIMO not available;]
[FDD – TX diversity for MIMO UE on DL Control Channels not available;]

[FDD – Multi Cell E-DCH Operation not supported;]

[FDD – Multi Cell E-DCH Operation not available;]
[FDD – Multi Cell operation with Single Stream MIMO not available;]

[FDD – Multi Cell operation with Single Stream MIMO not supported;] 

[FDD – Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available;]

[FDD – Cell Specific Tx Diversity Handling For Multi Cell Operation Not Supported.]
[FDD – Cell Specific Compressed Mode not supported.]
[FDD – Cell Specific Compressed Mode not available.]
Transport Layer Causes:
Transport Resource Unavailable.

Miscellaneous Causes:

Control Processing Overload;

HW Failure;

Not enough User Plane Processing Resources.

8.3.1.4
Abnormal Conditions

If the DRNC receives either an S-RNTI or a D-RNTI which already has RL(s) established [FDD – and the Synchronisation Indicator IE is not included in the RADIO LINK SETUP message,] the DRNC shall send the RADIO LINK SETUP FAILURE message to the SRNC, indicating the reason for failure.

[FDD – If the RADIO LINK SETUP REQUEST message includes the Active Pattern Sequence Information IE, but the Transmission Gap Pattern Sequence Information IE is not present, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.]
[FDD – If the RADIO LINK SETUP REQUEST message for one instance of the Additional HS Cell Information RL Setup IE IE in the HS-DSCH FDD Secondary Serving Information IE includes the Active Pattern Sequence Information with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK SETUP REQUEST message, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------

Skip to next change
-------------------------------------------
8.3.2
Radio Link Addition
8.3.2.1
General
This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD – The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation


[image: image3.wmf]S

RNC

   DRNC

RADIO LINK ADDITION REQUEST

RADIO LINK ADDITION RESPONSE


Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.
------------------------------------------

Skip to next change
-------------------------------------------
Physical Channels Handling:

[FDD –Compressed Mode:]

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Active Pattern Sequence Information IE, the DRNS shall use the information to activate the indicated (all ongoing) Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to the latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

-
[FDD – If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD – If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD – For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Active Pattern Sequence Information IE and the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, when activating the Transmission Gap Pattern Sequence(s), the downlink compressed mode method information, if existing, for the concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode Configuration.] 
[FDD – If the Active Pattern Sequence Information IE is not included, the DRNS shall not activate the ongoing compressed mode pattern in the new RLs, but the ongoing pattern in the existing RL shall be maintained.]

[FDD – If some Transmission Gap Pattern sequences using SF/2 method are initialised in the DRNS and the UE Context is configured to use DPCH in the downlink, the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the DL Code Information IE in the RADIO LINK ADDITION RESPONSE message to indicate the Scrambling code change method that it selects for each channelisation code.]
[FDD – If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE in the RADIO LINK ADDITION REQUEST message, the DRNS shall apply cell specific compressed mode activation and deactivation.
[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE for the instance of the Additional HS Cell Information RL Addition IE in the RADIO LINK ADDITION REQUEST message is not present, the DRNS shall not activate any compressed mode in the new serving cell.

------------------------------------------
Skip to next change
-------------------------------------------
8.3.2.3
Unsuccessful Operation
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Figure 8: Radio Link Addition procedure: Unsuccessful Operation

If the establishment of at least one RL is unsuccessful, the DRNC shall respond with a RADIO LINK ADDITION FAILURE message. DRNC shall include in the RADIO LINK ADDITION FAILURE message a general Cause IE or a Cause IE for each failed radio link. The Cause IE indicates the reason for failure.
------------------------------------------

Skip to next change
-------------------------------------------
Typical cause values are:

Radio Network Layer Causes:

DL Radio Resources not Available;

UL Radio Resources not Available;
Combining Resources not Available;
Combining not Supported

Cell not Available;

[FDD – Requested Tx Diversity Mode not Supported;]

Power Level not Supported;

CM not Supported;

Reconfiguration CFN not Elapsed;

Number of DL Codes not Supported;

Number of UL codes not Supported;

[FDD – DPC mode change not Supported;]

Cell reserved for operator use;

Delayed Activation not supported;

[FDD – F-DPCH not supported;]

E-DCH not supported;

[FDD – MIMO not supported;]
[FDD – E-DCH TTI2ms not supported;]

[FDD – Continuous Packet Connectivity DTX-DRX operation not available;]

[FDD – Continuous Packet Connectivity UE DTX Cycle not available;]

[FDD – MIMO not available;]

[FDD – F-DPCH Slot Format operation not supported;]
[FDD – E-DPCCH Power Boosting not supported;]

[FDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – Multi Cell operation not available;]
[FDD – Multi Cell operation not supported;]
[1.28Mcps TDD – MIMO not supported;]
[1.28Mcps TDD – MIMO not available;]

[1.28Mcps TDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – TX diversity for MIMO UE on DL Control Channels not available;]
[FDD – Single Stream MIMO not available;]
[FDD – Multi Cell operation with MIMO not available;]

[FDD – Multi Cell operation with MIMO not supported;]

[FDD – Multi Cell E-DCH Operation not supported;]

[FDD – Multi Cell E-DCH Operation not available;]
[FDD – Multi Cell operation with Single Stream MIMO not available;]

[FDD – Multi Cell operation with Single Stream MIMO not supported;] 

[FDD – Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available;]

[FDD – Cell Specific Tx Diversity Handling For Multi Cell Operation Not Supported.]
[FDD – Cell Specific Compressed Mode not supported.]
[FDD – Cell Specific Compressed Mode not available.]
Transport Layer Causes:
Transport Resource Unavailable.

Miscellaneous Causes:

Control Processing Overload;

HW Failure;

Not enough User Plane Processing Resources.

8.3.2.4
Abnormal Conditions

If the RADIO LINK ADDITION REQUEST message includes a C-ID IE corresponding to a cell reserved for operator use and the Permanent NAS UE Identity is not available in the DRNC for the considered UE Context, the DRNC shall reject the procedure for this particular Radio Link and send the RADIO LINK ADDITION FAILURE message.

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Transmission Gap Pattern Sequence Status IEs in the Active Pattern Sequence Information IE and it does not address exactly all ongoing compressed mode patterns the DRNS shall reject the Radio Link Addition procedure and shall respond with a RADIO LINK ADDITION FAILURE message with the Cause IE value “Invalid CM settings”.]

[FDD – If the RADIO LINK ADDITION REQUEST message is used to establish a new RL without compressed mode when compressed mode is active for the existing RL(s) (as specified in subclause 8.3.2.2), and if at least one of the new RLs is to be established in a cell that has the same UARFCN (both UL and DL) as at least one cell with an already existing RL, the DRNS shall reject the Radio Link Addition procedure and shall respond with a RADIO LINK ADDITION FAILURE message with the cause value “Invalid CM settings”.]
[FDD – If the RADIO LINK ADDITION REQUEST message for one instance of the Additional HS Cell Information RL Addition IE in the HS-DSCH FDD Secondary Serving Information IE includes the Active Pattern Sequence Information IE with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK ADDITION REQUEST message, then the DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------

Skip to next change
-------------------------------------------
8.3.4
Synchronised Radio Link Reconfiguration Preparation
8.3.4.1
General
The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
------------------------------------------

Skip to next change
-------------------------------------------
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated or once the previous Compressed Mode Configuration has been deactivated. This new Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or until the last Radio Link is deleted.]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE and the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence within the Transmission Gap Pattern Sequence Information IE is set to “SF/2” and the UE Context is configured to use DPCH in the downlink in the new configuration, the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK RECONFIGURATION READY message indicating for each Channelisation Code whether the alternative scrambling code shall be used or not.]
[FDD –If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE for the instance of the Additional HS Cell Information RL Reconf Prep IE, then the DRNS shall apply cell specific compressed mode activation and deactivation.
[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE for the instance of the Additional HS Cell Information RL Reconf IE is not present, the DRNS shall not activate any compressed mode in this new serving cell.
------------------------------------------

Skip to next change
-------------------------------------------
8.3.4.3
Unsuccessful Operation
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Figure 11: Synchronised Radio Link Reconfiguration Preparation procedure, Unsuccessful Operation

If the DRNS cannot reserve the necessary resources for all the new DCHs of a set of co-ordinated DCHs requested to be added, it shall reject the Synchronised Radio Link Reconfiguration Preparation procedure as having failed.

If the requested Synchronised Radio Link Reconfiguration Preparation procedure fails for one or more RLs, the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure for each failed radio link in a Cause IE.

[FDD – If the MIMO Activation Indicator IE is included and the Power Offset For S-CPICH for MIMO Request Indicator IE is not included in the HS-DSCH FDD Information IE in the HS-DSCH FDD Information IE in the RADIO LINK RECONFIGURATION PREPARE message or MIMO is activated and the power offset for S-CPICH for MIMO Request indicator has not been configured in the new configuration but MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, the setup of the serving HS-DSCH Radio Link, and/or activation of MIMO, shall be reported as failed and the DRNC shall include in the RADIO LINK RECONFIGURATION FAILURE message the Cause IE.]
Typical cause values are:

Radio Network Layer Causes:

UL Scrambling Code Already in Use;

DL Radio Resources not Available;

UL Radio Resources not Available;
Requested Configuration not Supported;

Number of DL Codes not Supported;

Number of UL Codes not Supported;

Dedicated Transport Channel Type not Supported;

DL Shared Channel Type not Supported;

[TDD – UL Shared Channel Type not Supported;]

[FDD – UL Spreading Factor not Supported;]

[FDD – DL Spreading Factor not Supported;]

CM not Supported;

RL Timing Adjustment not Supported;

E-DCH not supported;

[FDD – F-DPCH not supported;]

[FDD – Continuous Packet Connectivity DTX-DRX operation not Supported;]

[FDD – Continuous Packet Connectivity HS-SCCH less operation not Supported;]

[FDD – MIMO not supported;]

[FDD – E-DCH TTI2ms not supported;]

[FDD – Continuous Packet Connectivity DTX-DRX operation not available;]

[FDD – Continuous Packet Connectivity UE DTX Cycle not available;]

[FDD – MIMO not available;]

[FDD – SixteenQAM UL not Supported;]

HS-DSCH MAC-d PDU Size Format not supported;

[FDD – F-DPCH Slot Format operation not supported;]

E-DCH MAC-d PDU Size Format not available;
[FDD – E-DPCCH Power Boosting not supported;]

[FDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – Multi Cell operation not available;]

[FDD – Multi Cell operation not supported;]
[FDD – SixtyfourQAM DL and MIMO Combined not supported;]
[1.28Mcps TDD- MIMO not supported;]

[1.28Mcps TDD – MIMO not available;]

[1.28Mcps TDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – TX diversity for MIMO UE on DL Control Channels not available;]

[FDD – Single Stream MIMO not supported;] 

[FDD – Single Stream MIMO not available;]
[FDD – Multi Cell operation with MIMO not available;]

[FDD – Multi Cell operation with MIMO not supported;]

[FDD – Multi Cell E-DCH Operation not supported;]

[FDD – Multi Cell E-DCH Operation not available;]
[FDD – Multi Cell operation with Single Stream MIMO not available;]

[FDD – Multi Cell operation with Single Stream MIMO not supported;]
[FDD – Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available;]

[FDD – Cell Specific Tx Diversity Handling For Multi Cell Operation Not Supported.]
[FDD – Cell Specific Compressed Mode not supported.]
[FDD – Cell Specific Compressed Mode not available.]
Miscellaneous Causes:

Control Processing Overload;

Not enough User Plane Processing Resources.

8.3.4.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall reject the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

------------------------------------------

Skip to next change
-------------------------------------------
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the Additional HS Cell Information RL Reconf Prep IE and the new configuration contains more than one secondary serving HS-DSCH RL, and the cell configured in the same cell with an Additional E-DCH Serving Radio Link does not have Ordinal Number Of Frequency value "1", the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message for one instance of the Additional HS Cell Information RL Reconf IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE includes the Active Pattern Sequence Information IE with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK RECONFIGURATION PREPARE message, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------

Skip to next change
-------------------------------------------
8.3.5
Synchronised Radio Link Reconfiguration Commit
8.3.5.1
General

This procedure is used to order the DRNS to switch to the new configuration for the Radio Link(s) within the DRNS, previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure.

This procedure shall use the signalling bearer connection for the relevant UE Context.

8.3.5.2
Successful Operation
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Figure 12: Synchronised Radio Link Reconfiguration Commit procedure, Successful Operation

The DRNS shall switch to the new configuration previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure at the “configuration switching point” occurring:
------------------------------------------

Skip to next change
-------------------------------------------
[FDD – If the Active Pattern Sequence Information IE is included in the RADIO LINK RECONFIGURATION COMMIT message, the CM Configuration Change CFN IE in the Active Pattern Sequence Information IE shall be ignored by the DRNS.]

[FDD – If the Active Pattern Sequence Information IE is not included in the RADIO LINK RECONFIGURATION COMMIT message and a new Compressed Mode Configuration exists in the prepared configuration, the DRNS shall behave as if an Active Pattern Sequence Information IE with an empty Transmission Gap Pattern Sequence Status IE was included.]

When this procedure has been completed the Prepared Reconfiguration does not exist any more, see subclause 3.1.

In the case of a Transport Channel or MAC-d flow modification for which a new transport bearer was requested and established, the switch to the new transport bearer shall also take place at the configuration switching point (defined above) indicated CFN.

The detailed frame protocol handling during transport bearer replacement is described in TS 25.427 [4], subclause 5.10.1, and in TS 25.425 [32], subclauses 5.3.1 and 5.3.2.

[FDD – If the RADIO LINK RECONFIGURATION COMMIT includes the Active Pattern Sequence Information IE, the DRNS shall deactivate all the ongoing Transmission Gap Pattern Sequences at the configuration switching point (defined above). From that moment on all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions shall be started when the indicated TGCFN IE elapses. The CFN IE and TGCFN IE for each sequence refer to the next coming CFN with that value. If the values of the CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CFN IE.]

[FDD – If the RADIO LINK RECONFIGURATION COMMIT message includes the Active Pattern Sequence Information IE and the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, when activating the Transmission Gap Pattern Sequence(s), the downlink compressed mode method information, if existing, for the concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode Configuration]
[FDD – If the new Compressed Mode Configuration exists in the prepared configuration for the additional HS cell, the DRNS will use the Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) in the Active Pattern Sequence Information IE for that specifc cell.
8.3.5.3
Abnormal Conditions

If a new transport bearer is required for the new configuration and it is not available at the requested configuration switching point (defined in sub-clause 8.3.3.2), the DRNS shall initiate the Radio Link Failure procedure.

[FDD – If the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message and the DRNC did not include the Fast ReconfigurationPermission IE in the RADIO LINK RECONFIGURATION READY message, the DRNC shall initiate the Radio Link Failure procedure.]
------------------------------------------
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8.3.7
Unsynchronised Radio Link Reconfiguration
8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

------------------------------------------
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[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated. This new Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or last Radio Link is deleted.]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, and if the Downlink Compressed Mode Method in one or more Transmission Gap Pattern Sequence within the Transmission Gap Pattern Sequence Information IE is set to “SF/2”, the DRNC shall include the DL Code Information IE in the RADIO LINK RECONFIGURATION RESPONSE message, without changing any of the DL Channelisation Codes or DL Scrambling Codes, indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]
[FDD –If the Active Pattern Sequence Information IE is included in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE for the instance of the Additional HS Cell Information RL Reconf Req IE, then the DRNS shall apply cell specific compressed mode activation and deactivation.
[FDD – If the Transmission Gap Pattern Sequence Status IE in the Active Pattern Sequence Information IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE for the instance of the Additional HS Cell Information RL Reconf Req IE, the DRNS shall not activate any compressed mode in this new serving cell.
------------------------------------------
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8.3.7.3
Unsuccessful Operation
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Figure 15: Unsynchronised Radio Link Reconfiguration procedure, Unsuccessful Operation

If the DRNS cannot allocate the necessary resources for all the new DCHs in a set of co-ordinated DCHs requested to be added, it shall reject the Unsynchronised Radio Link Reconfiguration procedure as having failed.

If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s), the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure.

[FDD – If the MIMO Activation Indicator IE is included and the Power Offset For S-CPICH for MIMO Request Indicator IE is not included in the HS-DSCH FDD Information IE in the HS-DSCH Serving Cell Change Information IE in the RADIO LINK RECONFIGURATION REQUEST message or MIMO is activated and the power offset for S-CPICH for MIMO Request indicator has not been configured in the UE Context but MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, the setup of the serving HS-DSCH Radio Link, and/or activation of MIMO, shall be reported as failed and the DRNC shall include in the RADIO LINK RECONFIGURATION FAILURE message the Cause IE.]
Typical cause values are:

Radio Network Layer Causes:

UL Scrambling Code Already in Use;

DL Radio Resources not Available;

UL Radio Resources not Available;
Requested Configuration not Supported;

CM not Supported;

E-DCH not supported;

[FDD – Continuous Packet Connectivity DTX-DRX operation not Supported;]

[FDD – Continuous Packet Connectivity HS-SCCH less operation not Supported;]

[FDD – MIMO not supported;]
[FDD – E-DCH TTI2ms not supported;]

[FDD – Continuous Packet Connectivity DTX-DRX operation not available;]

[FDD – Continuous Packet Connectivity UE DTX Cycle not available;]

[FDD – MIMO not available;]

[FDD – SixteenQAM UL not Supported;]

HS-DSCH MAC-d PDU Size Format not supported;

E-DCH MAC-d PDU Size Format not available;
[FDD – E-DPCCH Power Boosting not supported;]

[FDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – Multi Cell operation not available;]

[FDD – Multi Cell operation not supported;]

[FDD – SixtyfourQAM DL and MIMO Combined not supported;]
[1.28Mcps TDD – MIMO not available;]

[1.28Mcps TDD- SixteenQAM UL not Supported;]

[1.28Mcps TDD – SixtyfourQAM DL and MIMO Combined not available;]

[FDD – Single Stream MIMO not supported;] 

[FDD – Single Stream MIMO not available;]
[FDD – Multi Cell operation with MIMO not available;]

[FDD – Multi Cell operation with MIMO not supported;]

[FDD – Multi Cell E-DCH Operation not supported;]

[FDD – Multi Cell E-DCH Operation not available;] 

[FDD – Multi Cell operation with Single Stream MIMO not available;] 

[FDD – Multi Cell operation with Single Stream MIMO not supported.]
[FDD – Cell Specific Compressed Mode not supported.]
[FDD – Cell Specific Compressed Mode not available.]
Miscellaneous Causes:

Control Processing Overload;

Not enough User Plane Processing Resources.

8.3.7.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall reject the Unsynchronised Radio Link Reconfiguration procedure as having failed, and the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.
------------------------------------------
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[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the Additional HS Cell Information RL Reconf Req IE and the new configuration contains more than one secondary serving HS-DSCH RL, and the cell configured in the same cell with an Additional E-DCH Serving Radio Link does not have Ordinal Number Of Frequency value "1", the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message for each instance of the Additional HS Cell Information RL Reconf Req IE in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE includes the Active Pattern Sequence Information IE with Transmission Gap Pattern Sequence Status IE presented, but the Transmission Gap Pattern Sequence Information IE is not present in RADIO LINK RECONFIGURATION REQUEST message, then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message with the Cause IE value “Cell Specific Compressed Mode not supported”.]
------------------------------------------
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8.3.16
Compressed Mode Command [FDD]
8.3.16.1
General

The Compressed Mode Command procedure is used to activate or deactivate the compressed mode in the DRNS for one UE-UTRAN connection. This procedure shall use the signalling bearer connection for the relevant UE Context.

The Compressed Mode Command procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.16.2
Successful Operation
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Figure 26: Compressed Mode Command procedure, Successful Operation

The procedure is initiated by the SRNC sending a COMPRESSED MODE COMMAND message to the DRNC.

Upon receipt of the COMPRESSED MODE COMMAND message from the SRNC and at the CFN indicated in the CM Configuration Change CFN IE, the DRNS shall deactivate all the ongoing Transmission Gap Pattern Sequences. From that moment on all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) shall be started when the indicated TGCFN IE elapses. The CM Configuration Change CFN IE in the Active Pattern Sequence Information IE and TGCFN IE for each sequence refer to the next coming CFN with that value.

If the values of the CM Configuration Change CFN IE and the TGCFN IE are equal, the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CM Configuration Change CFN IE.
If the Specific Compressed Mode Cell List IE is present in the COMPRESSED MODE COMMAND message from the SRNC, then for the cells specified by the C-ID IE, DRNS will use the Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE repetitions (if present) in the Active Pattern Sequence Information IE for the instance.
If the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, when activating the Transmission Gap Pattern Sequence(s), the downlink compressed mode method information, if existing, for the concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode Configuration.

------------------------------------------
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9.1.38
COMPRESSED MODE COMMAND [FDD]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Active Pattern Sequence Information
	M
	
	9.2.2.A
	
	YES
	ignore

	Specific Compressed Mode Cell List
	
	0..<maxnoofHSDSCH-1>
	
	For Cells with Cell Specific Compressed Mode Handling
	EACH
	ignore

	> Active Pattern Sequence Information
	M
	
	9.2.2.A
	Active Pattern can only be the same as the other carriers/band if activated  in this 3GPP release.
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	


------------------------------------------
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9.2.1.5
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unknown C-ID,
Cell not Available,
Power Level not Supported,
UL Scrambling Code Already in Use,
DL Radio Resources not Available,
UL Radio Resources not Available,

Measurement not Supported For The Object,
Combining Resources Not Available,

Combining not Supported,
Reconfiguration not Allowed,
Requested Configuration not Supported,
Synchronisation Failure,

Requested Tx Diversity Mode not Supported, 

Measurement Temporarily not Available, 

Unspecified,

Invalid CM Settings, 

Reconfiguration CFN not Elapsed, 

Number of DL Codes Not Supported,

Dedicated Transport Channel Type not Supported,
DL Shared Channel Type not Supported,
UL Shared Channel Type not Supported,
Common Transport Channel Type not Supported,
UL Spreading Factor not Supported,
DL Spreading Factor not Supported,

CM not Supported, 

Transaction not Supported by Destination Node B,

RL Already Activated/Allocated, 

...,

Number of UL Codes Not Supported,

Cell reserved for operator use,

DPC Mode Change not Supported,

Information temporarily not available,

Information Provision not supported for the object,

Power Balancing status not compatible,

Delayed Activation not Supported,

RL Timing Adjustment Not Supported, Unknown RNTI,

Measurement Repetition Rate not Compatible with Current Measurements, 

UE not Capable to Implement Measurement,

F-DPCH not supported,

E-DCH not supported,

Continuous Packet Connectivity DTX-DRX operation not supported,

Continuous Packet Connectivity HS-SCCH less operation not supported,

MIMO not supported,

E-DCH TTI2ms not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available,

SixteenQAM UL not supported,

HS-DSCH MAC-d PDU Size Format not supported,

F-DPCH Slot Format operation not supported,

E-DCH MAC-d PDU Size Format not available,
E-DPCCH Power Boosting not supported,

Trelocprep Expiry,

Relocation Cancelled,

Traffic Load In The Target Cell Higher Than In The Source Cell,

Time critical Relocation,

Resource optimisation relocation, Relocation desirable for radio reasons ,

Directed Retry,

Reduce Load in Serving Cell,

No Iu CS UP relocation,

SixtyfourQAM DL and MIMO Combined not available,

Multi Cell operation not available,

Multi Cell operation not supported,
Semi-Persistent scheduling not supported,
Continuous Packet Connectivity DRX not supported,
Continuous Packet Connectivity DRX not available,

Enhanced Relocation not Supported,

Relocation Not Supported Due To PUESBINE Feature,

Relocation Failure In Target RNC, Relocation Target not allowed,
Requested Ciphering and/or Integrity Protection Algorithms not Supported, SixtyfourQAM DL and MIMO Combined not supported, 

TX diversity for MIMO UE on DL Control Channels not available,

Single Stream MIMO not supported,

Single Stream MIMO not available,

Multi Cell operation with MIMO not available,

Multi Cell operation with MIMO not supported, 

Multi Cell E-DCH operation not available, 

Multi Cell E-DCH operation not supported,

Multi Cell operation with Single Stream MIMO not available,

Multi Cell operation with Single Stream MIMO not supported,

Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available,

Cell Specific Tx Diversity Handling For Multi Cell Operation Not Supported, Cell Specific Compressed Mode not supported. Cell Specific Compressed Mode not available)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,

Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, “not supported” cause values indicate that the concerned capability is missing. On the other hand, “not available” cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available

	Cell reserved for operator use
	The concerned cell is reserved for operator use

	Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available
	Cell specific tx diversity handling for multi cell operation not available in the concerned cell(s)

	Cell Specific Tx Diversity Handling For Multi Cell Operation Not Supported
	The concerned cell(s) do not support the cell specific tx diversity handling for multi cell operation

	CM not Supported
	The concerned cell(s) do not support Compressed Mode

	Combining not Supported
	The DRNS does not support the RL combining for the concerned cells

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to “Must”, but the DRNS cannot perform the requested combining

	Common Transport Channel Type not Supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type

	Cell Specific Compressed Mode not supported
	Cell specific Compressed Mode handling is not supported in the concerned cell(s)

	Cell Specific Compressed Mode not available
	Cell specific Compressed Mode handling is not available in the concerned cell(s)

	Continuous Packet Connectivity DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity DRX not available
	HSPA resources for DRX operation not available in the concerned cell(s). (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not supported
	The concerned cell(s) do not support the Continuous Packet Connectivity DRX operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DTX-DRX operation not Supported
	The concerned cell(s) do not support the Continuous Packet Connectivity DTX-DRX operation

	Continuous Packet Connectivity HS-SCCH less operation not Supported
	The concerned cell(s) do not support the Continuous Packet Connectivity HS-SCCH less operation

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not Supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs

	Directed Retry
	The reason for action is Directed Retry

	DL Radio Resources not Available
	The DRNS does not have sufficient DL radio resources available

	DL SF not Supported
	The concerned cell(s) do not support the requested DL SF

	DL Shared Channel Type not Supported
	The concerned cell(s) do not support the Downlink Shared Channel Type

	DPC Mode Change not Supported
	The concerned cells do not support the DPC mode changes

	E-DCH MAC-d PDU Size Format not available
	The selected E-DCH MAC-d PDU Size Format is not available in the concerned cell(s).

	E-DCH not supported
	The concerned cell(s) do not support E-DCH

	E-DCH TTI2ms not supported
	The concerned cell(s) do not support the E-DCH 2ms TTI operation

	E-DPCCH Power Boosting not supported
	The concerned cell(s) do not support the E-DPCCH Power Boosting.

	Enhanced Relocation not Supported
	The DRNS does not support the Enhanced Relocation.

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	F-DPCH Slot Format operation not supported
	The concerned cell(s) do not support the F-DPCH Slot Format operation

	HS-DSCH MAC-d PDU Size Format not supported
	The concerned cell(s) do not support the selected HS-DSCH MAC-d PDU Size Format

	Information Provision not supported for the object
	The RNS doesn’t support provision of the requested information for the concerned object types

	Information temporarily not available
	The RNS can temporarily not provide the requested information

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type

	Measurement Repetition Rate not Compatible with Current Measurements
	The requested parameters for a forwarded UE measurement are not compatible with the current measurement schedule in the SRNC.

	Measurement Temporarily not Available
	The DRNS can temporarily not provide the requested measurement value

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	MIMO not supported
	The concerned cell(s) do not support the MIMO operation

	Multi Cell E-DCH operation not available
	Multi cell E-DCH operation is not available in the concerned cell(s).

	Multi Cell E-DCH operation not supported
	The concerned cell(s) do not support Multi cell E-DCH operation

	Multi Cell operation not available
	Multi Cell operation resources not available in the concerned cell(s).

	Multi Cell operation not supported
	The concerned cell(s) do not support Multi Cell operation 

	Multi Cell operation with MIMO not available
	Multi Cell operation with MIMO resources not available in the concerned cell(s).

	Multi Cell operation with MIMO not supported
	The concerned cell(s) do not support Multi Cell operationwith MIMO 

	Multi Cell operation with Single Stream MIMO not available
	Multi Cell operation with Single Stream MIMO resources not available in the concerned cell(s).

	Multi Cell operation with Single Stream MIMO not supported
	The concerned cell(s) do not support Multi Cell operationwith Single Stream MIMO 

	No Iu CS UP relocation
	The relocation is triggered by CS call and the source RNC has no Iu CS user plane.

	Number of DL Codes not Supported
	The concerned cell(s) do not support the requested number of DL codes

	Number of UL Codes not Supported
	The concerned cell(s) do not support the requested number of UL codes

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the DRNC.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support

	Reconfiguration CFN not Elapsed
	The requested action cannot be performed due to that a COMMIT message was received previously, but the concerned CFN has not yet elapsed

	Reconfiguration not Allowed
	The SRNC does currently not allow the requested reconfiguration

	Reduce Load in Serving Cell
	Load on serving cell needs to be reduced.

	Relocation Cancelled
	The reason for the action is relocation cancellation.

	Relocation Desirable For Radio Reasons
	The reason for requesting relocation is radio related.

	Relocation Failure In Target RNC 
	Relocation failed due to a failure in target RNC.

	Relocation Not Supported Due To PUESBINE Feature
	The DRNS can not support the relocation due to the PUESBINE Feature. 

	Relocation Target not allowed
	Relocation to the indicated target cell is not allowed for the UE in question.

	Requested Ciphering And/Or Integrity Protection Algorithms Not Supported
	The DRNS does not support the requested ciphering and/or integrity protection algorithms.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters,…..

	Requested Tx Diversity mode not Supported
	The concerned cell(s) do not support the requested transmit diversity mode

	Resource Optimisation Relocation
	The reason for requesting relocation is resource optimisation.

	RL Already Activated/ Allocated
	The DRNS has already allocated an RL with the requested RL ID for this UE Context

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing

	Semi-Persistent scheduling not supported
	The concerned cell(s) do not support the Semi-Persistent scheduling operation (for 1.28Mcps TDD only)

	SixteenQAM UL not Supported
	The concerned cell(s) do not support the 16 QAM UL

	SixtyfourQAM DL and MIMO Combined not available
	SixtyfourQAM DL and MIMO Combined not available in the concerned cell(s)

	SixtyfourQAM DL and MIMO Combined not supported
	The DRNS does not support SixtyfourQAM DL and MIMO Combined for the concerned cells.

	Synchronisation Failure
	Loss of UL Uu synchronisation 

	Time Critical Relocation
	Relocation is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if relocation is not performed.

	Traffic Load In The Target Cell Higher Than In The Source Cell
	Relocation to reduce load in the source cell is rejected, as the target cell’s traffic load is higher than that in the source cell.

	Transaction not Supported by Destination Node B
	The requested action cannot be performed due to lack of support of the corresponding action in the destination Node B

	TRELOCprep Expiry
	Relocation Preparation procedure is cancelled when timer TRELOCprep expires.

	Single Stream MIMO not supported
	The concerned cell(s) do not support the Single Stream MIMO.

	Single Stream MIMO not available
	Single Stream MIMO resources not available in the concerned cell(s).

	TX diversity for MIMO UE on DL Control Channels not available
	The DRNS does not have sufficient radio resources available to support transmit diversity on downlink control channels when the UE is configured in MIMO mode with P-CPICH & S-CPICH as phase references (TS 25.211 [8])

	UE not Capable to Implement Measurement
	The UE is not capable to initiate/report a requested measurement due to its current state or capabilities.

	UL Radio Resources not Available
	The DRNS does not have sufficient UL radio resources available

	UL Scrambling Code Already in Use
	The concerned UL scrambling code is already in use for another UE

	UL SF not Supported
	The concerned cell(s) do not support the requested minimum UL SF

	UL Shared Channel Type not Supported
	The concerned cell(s) do not support the Uplink Shared Channel Type

	Unknown C-ID
	The DRNS is not aware of a cell with the provided C-ID

	Unknown RNTI
	The SRNC or DRNC is not aware of a UE indicated with the provided RNTI

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related


------------------------------------------
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9.2.2.19aa
HS-DSCH FDD Secondary Serving Information
The HS-DSCH FDD Secondary Serving Information IE is used for initial addition of Secondary Serving HS-DSCH information to UE Context and defines the cell specific parameters for the secondary serving HS-DSCH Radio Link.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	
	–
	

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject

	Single Stream MIMO Activation Indicator
	O
	
	9.2.2.106
	
	YES
	reject

	Diversity Mode
	O
	
	9.2.2.8
	If Diversity mode = “Closed loop mode 1” the procedure shall be rejected.
	YES
	reject

	Transmit Diversity Indicator
	O
	
	9.2.2.48
	
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10]. The IE shall be ignored by the DRNS if the new configuration contains one secondary serving radio link.
	YES
	reject

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	Active Pattern can only be the same as the other carriers/band if activated  in this 3GPP release.
	YES
	reject


------------------------------------------
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9.2.2.19bb
HS-DSCH FDD Secondary Serving Information To Modify

The HS-DSCH FDD Secondary Serving Information To Modify IE is used for modification of cell specific Secondary Serving HS-DSCH information in a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.30S
	
	–
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	
	–
	

	MIMO Mode Indicator
	O
	
	9.2.1.135
	
	YES
	reject

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.107
	
	YES
	reject

	Diversity Mode
	O
	
	9.2.2.8
	If Diversity mode = “Closed loop mode 1” the procedure shall be rejected. 
	YES
	reject

	Transmit Diversity Indicator
	C-DiversityMode
	
	9.2.2.48
	
	YES
	reject

	Non Cell Specific Tx Diversity
	O
	
	ENUMERATED (Tx Diversity, ...)
	Value = “Tx Diversity”:

Diversity Mode and Transmit Diversity Indicator shall be non cell specific.
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10]. The IE shall be ignored by the DRNS if the new configuration contains one secondary serving radio link.
	YES
	reject

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	Active Pattern can only be the same as the other carriers/band if activated  in this 3GPP release.
	YES
	reject


	Condition
	Explanation

	DiversityMode
	The IE shall be present if Diversity Mode IE is present and not set to “None”. 


9.2.2.19bc
HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
The HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE is used for modification of Secondary Serving HS-DSCH information in a UE Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	
	–
	

	MIMO Mode Indicator
	O
	
	9.2.1.135
	
	YES
	reject

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.107
	
	YES
	reject

	Ordinal Number Of Frequency
	O
	
	INTEGER (1..32,...)
	Value = "1" indicates 1st secondary serving HS-DSCH cell, Value = "2" indicates 2nd secondary serving HS-DSCH cell etc. TS 25.214 [10].
The IE shall be ignored by the DRNS if the new configuration contains one secondary serving radio link.
	YES
	reject

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	Active Pattern can only be the same as the other carriers/band if activated  in this 3GPP release.
	YES
	reject


------------------------------------------

Skip to next change
-------------------------------------------

9.2.2.123
Cell Capability Container Extension FDD

The Cell Capability Container Extension FDD IE is an extension to the Cell Capability Container FDD IE and indicates the cell capability in the same way as Cell Capability Container Extension FDD IE. 

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent carrier) or Dual Band capable. Such support indicators in this Cell Capability Container Extension FDD IE shall be ignored by the SRNC if the cell does not have the required support indicated in the Cell Capability Container FDD IE: Multi Cell Support Indicator = "1" and/or Dual Band Support Indicator = "1". Support indicators that depend on multi-cell (adjacent carrier) support are indicated in the table below with /Adjacent-carrier/. Support indicators that depend on Dual Band support are indicated in the table below with /Dual-band/. Support indicators that depend on that the cell supports one or both of multi-cell (adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. The marked support indicators indicate the support regardless of the supported multi-cell type in a multicell configuration: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container Extension FDD
	
	
	BIT STRING (128)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Support Indicator, /Multi-cell/.

The second bit: Multi Cell and MIMO Support Indicator, /Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Support Indicator, /Adjacent-carrier/.
The fourth bit: Multi Cell E-DCH Support Indicator, /Adjacent-carrier/.

This bit shall be ignored by the SRNC if the fifth bit: Separate Iur Transport Bearer Support Indicator = “0” and the sixth bit: E-DCH UL Flow Multiplexing Support Indicator = “0”
The fifth bit: Separate Iur Transport Bearer Support Indicator, /Adjacent-carrier/.
This bit shall be ignored by the SRNC if the fourth bit: Multi Cell E-DCH Support Indicator = “0”
The sixth bit: E-DCH UL Flow Multiplexing Support Indicator, /Adjacent-carrier/.
This bit shall be ignored by the SRNC if the fourth bit: Multi Cell E-DCH Support Indicator = “0”
The seventh to eleventh bit: Maximum No of HSDPA Frequencies Support Indicator, /Multi-cell/.

This support indicator is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB.

Hexadecimal digit 0 means no support for 4C-HSDPA. Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Support Indicator, /Dual Band/.
The thirteenth bit: HSDPA 3 or 4 Carrier and MIMO Single Band Support Indicator, /Adjacent-carrier/
The fourteenth bit: HSDPA 3 or 4 Carrier and MIMO Dual Band Support Indicator, /Dual Band/.
The fifteenth bit: Dual band and Single Stream MIMO Support Indicator,/Dual Band/.

The sixteenth bit: HSDPA 3 or 4 Carrier and Single Stream MIMO Single Band Support Indicator, /Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or 4 Carrier and Single Stream MIMO Dual Band Support Indicator,/Dual Band/.
The x bit: Cell Specific Compressed Mode handling/.
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.3
PDU Definitions
-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }

>>Unchanged text omitted

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporing-Object-RL-RestoreInd,


id-RNC-ID,


id-RxTimingDeviationForTA,


id-S-RNTI,


id-SAI,


id-Secondary-CPICH-Information,


id-Secondary-CPICH-Information-Change, 

id-Secondary-Serving-Cell-List,

id-Dual-Band-Secondary-Serving-Cell-List,

id-SixtyfourQAM-DL-SupportIndicator,

id-SFN,


id-SFNReportingIndicator,


id-SNA-Information,

id-Specific-Compressed-Mode-CellList,

id-SRNC-ID,


id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,

>>Unchanged text omitted
-- **************************************************************

--

-- COMPRESSED MODE COMMAND

--

-- **************************************************************

CompressedModeCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCommand-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCommand-Extensions}}                   OPTIONAL,


...

}

CompressedModeCommand-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Active-Pattern-Sequence-Information

CRITICALITY ignore
TYPE Active-Pattern-Sequence-Information

 PRESENCE mandatory  },


...

}

CompressedModeCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Specific-Compressed-Mode-CellList
CRITICALITY ignore
EXTENSION Specific-Compressed-Mode-CellList
PRESENCE optional},

...

}

Specific-Compressed-Mode-CellList
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Specific-Compressed-Mode-CellList-ItemIE
Specific-Compressed-Mode-CellList-ItemIE
::=SEQUENCE{


active-Pattern-Sequence-Information








Active-Pattern-Sequence-Information,


c-ID










C-ID,


iE-Extensions




ProtocolExtensionContainer { { Specific-Compressed-Mode-CellList-ItemIE-ExtIEs} } OPTIONAL,


...

}
Specific-Compressed-Mode-CellList-ItemIE-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

------------------------------------------

Skip to next change
-------------------------------------------

9.3.4 Information Element Definitions
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,

>>Unchanged text omitted

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-Active-Pattern-Sequence-Information,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,

>>Unchanged text omitted
CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,


reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,


unspecified,


invalid-CM-settings,


reconfiguration-CFN-not-elapsed,


number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,


rl-already-activated-or-alocated,


...,

    number-of-UL-codes-not-supported,


cell-reserved-for-operator-use,


dpc-mode-change-not-supported,


information-temporarily-not-available,


information-provision-not-supported-for-the-object,

power-balancing-status-not-compatible,

delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


unknown-RNTI,


measurement-repetition-rate-not-compatible,


ue-not-capable-of-support,


f-dpch-not-supported,


e-dch-not-supported,


continuous-packet-connectivity-dtx-drx-operation-not-supported,


continuous-packet-connectivity-hs-scch-less-operation-not-supported,


mimo-not-supported,

e-dch-tti2ms-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mimo-not-available,


sixteenQAM-UL-not-Supported,


hSDSCH-MACdPDU-SizeFormatNotSupported,


f-dpch-slot-format-operation-not-supported,


e-DCH-MACdPDU-SizeFormat-not-available,

e-DPCCH-Power-Boosting-not-supported,


trelocprep-expiry,


directed-retry,


no-Iu-CS-UP-relocation,


reduce-load-in-serving-cell,


relocation-cancelled,


relocation-desirable-for-radio-reasons,


resource-optimisation-relocation,


time-critical-relocation,


traffic-load-in-the-target-cell-higher-than-in-the-source-cell,

sixtyfourQAM-DL-and-MIMO-Combined-not-available,


multi-Cell-operation-not-available,


multi-Cell-operation-not-supported,


semi-Persistent-scheduling-not-supported,


continuous-Packet-Connectivity-DRX-not-supported,


continuous-Packet-Connectivity-DRX-not-available,


enhanced-relocation-not-supported,


relocation-not-supported-due-to-PUESBINE-feature,


relocation-failure-in-target-RNC,


relocation-target-not-allowed,


requested-ciphering-and-or-integrity-protection-algorithms-not-supported,

sixtyfourQAM-DL-and-MIMO-Combined-not-supported,

tx-diversity-for-mimo-on-DL-control-channels-not-available,


single-Stream-MIMO-not-supported,

single-Stream-MIMO-not-available,

multi-Cell-operation-with-MIMO-not-supported,


multi-Cell-operation-with-MIMO-not-available,


multi-Cell-EDCH-operation-not-supported,


multi-Cell-EDCH-operation-not-available,

multi-Cell-operation-with-Single-Stream-MIMO-not-supported,


multi-Cell-operation-with-Single-Stream-MIMO-not-available,


cellSpecificTxDiversityHandlingForMultiCellOperationNotAvailable,


cellSpecificTxDiversityHandlingForMultiCellOperationNotSupported,
cellSpecificCompressedModeNotAvailable,

cellSpecificCompressedModeNotSupported
}

>>Unchanged text omitted
CellCapabilityContainerExtension-FDD ::= BIT STRING (SIZE (128))
-- First bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Support Indicator
-- Second bit: Multi Cell and MIMO Support Indicator
-- Third bit: Multi Cell and Single Stream MIMO Support Indicator
-- Fourth bit: Multi Cell E-DCH Support Indicator
-- Fifth bit: Separate Iub Transport Bearer Support Indicator
-- Sixth bit: E-DCH UL Flow Multiplexing Support Indicator
-- Seventh to eleventh bit: Maximum No of HSDPA Frequencies Support Indicator
-- Twelfth bit: Dual Band and MIMO Support Indicator
-- Thirteenth bit: 3 and 4 carrier HSDPA and MIMO Single Band Support Indicator
-- Fourteenth bit: 3 and 4 carrier HSDPA and MIMO Dual Band Support Indicator
-- Fifteenth bit : Dual Band and Single Stream MIMO Support Indicator 

-- Sixteenth bit : 3 and 4 carrier HSDPA and Single Stream MIMO Single Band Support Indicator 

-- Seventeenth bit : 3 and 4 carrier HSDPA and Single Stream MIMO Dual Band Support Indicator 
-- x bit : Cell Specific Compressed Mode handling.
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
>>Unchanged text omitted
HS-DSCH-FDD-Secondary-Serving-Information ::= SEQUENCE {


hsscch-PowerOffset







HSSCCH-PowerOffset









OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator



SixtyfourQAM-UsageAllowedIndicator





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID id-MIMO-ActivationIndicator

CRITICALITY reject

EXTENSION MIMO-ActivationIndicator

PRESENCE optional}|

{ID id-Single-Stream-MIMO-ActivationIndicator
CRITICALITY reject
EXTENSION Single-Stream-MIMO-ActivationIndicator

PRESENCE optional}|

{ID id-DiversityMode



CRITICALITY reject

EXTENSION DiversityMode




PRESENCE optional}|

{ID id-TransmitDiversityIndicator
CRITICALITY reject

EXTENSION TransmitDiversityIndicator
PRESENCE optional}|

{ID id-OrdinalNumberOfFrequency

CRITICALITY reject

EXTENSION OrdinalNumberOfFrequency

PRESENCE optional}|

{ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator
PRESENCE optional}|

{ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
EXTENSION Active-Pattern-Sequence-Information
 PRESENCE optional},

...

}
>>Unchanged text omitted
HS-DSCH-Secondary-Serving-Information-To-Modify ::= SEQUENCE {


hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

hSSCCH-CodeChangeGrant





HSSCCH-Code-Change-Grant






OPTIONAL,


sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID id-MIMO-Mode-Indicator




CRITICALITY reject
EXTENSION MIMO-Mode-Indicator




PRESENCE optional}|
{ID id-Single-Stream-MIMO-Mode-Indicator 
CRITICALITY reject
EXTENSION Single-Stream-MIMO-Mode-Indicator

PRESENCE optional}|

{ID id-DiversityMode





CRITICALITY reject
EXTENSION DiversityMode






PRESENCE optional}|

{ID id-TransmitDiversityIndicator


CRITICALITY reject
EXTENSION TransmitDiversityIndicator


PRESENCE optional}|

-- This IE shall be present if Diversity Mode IE is present and is not set to “none”

{ID id-NonCellSpecificTxDiversity


CRITICALITY reject
EXTENSION NonCellSpecificTxDiversity


PRESENCE optional}|

{ID id-OrdinalNumberOfFrequency



CRITICALITY reject
EXTENSION OrdinalNumberOfFrequency


PRESENCE optional}|

{ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator 
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator

PRESENCE optional}|

{ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
EXTENSION Active-Pattern-Sequence-Information
 PRESENCE optional},

...
}
HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised ::= SEQUENCE {


hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised-ExtIEs } }


OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID id-MIMO-Mode-Indicator




CRITICALITY reject
EXTENSION MIMO-Mode-Indicator




PRESENCE optional}|
{ID id-Single-Stream-MIMO-Mode-Indicator
CRITICALITY reject
EXTENSION Single-Stream-MIMO-Mode-Indicator

PRESENCE optional}|

{ID id-OrdinalNumberOfFrequency



CRITICALITY reject
EXTENSION OrdinalNumberOfFrequency


PRESENCE optional}|

{ID id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMORequestIndicator
PRESENCE optional}|

{ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
EXTENSION Active-Pattern-Sequence-Information
 PRESENCE optional},

...
}
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

>>Unchanged text omitted
id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-Specific-Compressed-Mode-CellList









ProtocolIE-ID ::= XXXX
END
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