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9.2.2.131
Additional E-DCH FDD Setup Information

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UL DPCH Information
	
	1
	
	
	–
	

	>UL Scrambling Code
	M
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	Additional E-DCH RL Specific Information To Setup
	M
	
	9.2.2.132
	
	–
	

	Additional E-DCH FDD Information
	O
	
	9.2.2.137
	
	–
	

	F-DPCH Information
	
	1
	
	
	–
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Multicell E-DCH Information
	O
	
	9.2.2.140
	
	YES
	ignore


9.2.2.136
Additional E-DCH Configuration Change Information

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UL DPCH Information
	
	0..1
	
	
	–
	

	>UL Scrambling Code
	O
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	
	–
	

	Additional E-DCH RL Specific Information To Add
	O
	
	9.2.2.133
	Used when the E-DCH RL to add does not exist in the current Node B Communication Context on the secondary UL frequency.
	–
	

	Additional E-DCH RL Specific Information To Modify 
	O
	
	9.2.2.134
	Used when an existing E-DCH RL on the secondary UL frequency is modified.
	–
	

	Additional E-DCH FDD Information To Modify
	O
	
	Additional E-DCH FDD Information 9.2.2.137
	Used to modify the current additional E-DCH configuration with or without a new RL added in this procedure
	–
	

	F-DPCH Information
	
	0..1
	
	
	–
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Multicell E-DCH Information
	O
	
	9.2.2.140
	
	YES
	ignore
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	09/2009
	-
	-
	-
	Creation of Rel-9 version based on 8.6.0
	9.0.0

	45
	RP-090777
	1648
	2
	Introduction of UE AMBR concept in UMTS
	9.0.0

	45
	RP-090774
	1658
	2
	Introduction of TxAA extension for non-MIMO UEs
	9.0.0

	45
	RP-090772
	1659
	2
	Introduction of Dual Band-HSDPA
	9.0.0

	45
	RP-090773
	1667
	1
	Introduction of MIMO for DC HSDPA
	9.0.0

	46
	RP-091188
	1671
	
	Introduction of Cell Portion for 1.28 Mcps TDD
	9.1.0

	46
	RP-091187
	1672
	1
	Single Stream MIMO for DC-HSDPA
	9.1.0

	46
	RP-091186
	1673
	
	Activation and deactivation of secondary carrier in non serving Node B
	9.1.0

	46
	RP-091178
	1676
	
	Correction to ASN.1 for MiMO Power offset
	9.1.0

	46
	RP-091181
	1678
	
	Clarification of DPC mode configuration for common E-DCH
	9.1.0

	46
	RP-091182
	1680
	1
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	9.1.0

	46
	RP-091180
	1688
	2
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	9.1.0

	46
	RP-091180
	1690
	2
	Correction on the SPS resource configuration for 1.28Mcps TDD
	9.1.0

	46
	RP-091180
	1696
	1
	Addition of ans.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	9.1.0

	46
	RP-091180
	1698
	1
	Correction of several IEs’ names for 1.28 Mcps TDD
	9.1.0

	46
	RP-091180
	1700
	1
	Correction of an error in the HS-DSCH Common System Information LCR IE
	9.1.0

	46
	RP-091180
	1702
	1
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	9.1.0

	46
	RP-091180
	1704
	1
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	9.1.0

	46
	RP-091188
	1707
	2
	The Power configuration method per Cell Portion for 1.28 Mcps TDD
	9.1.0

	46
	RP-091181
	1714
	1
	Application of MAC-e Reset Indicator for MAC-i Reset
	9.1.0

	46
	RP-091182
	1716
	
	Further Corrections for DC-HSDPA
	9.1.0

	46
	RP-091181
	1718
	
	Introduction of E-RNTI in RL Information in RL Setup Request
	9.1.0

	46
	RP-091186
	1719
	4
	Introduction of Dual-Cell HSUPA
	9.1.0

	46
	RP-091179
	1723
	
	STTD is cell specific in Dual-Cell HSDPA
	9.1.0

	46
	RP-091187
	1729
	
	Removal of MAC-ehs format indicator
	9.1.0

	46
	RP-091179
	1731
	
	Correction on IE “E-AGCH Table Choice”
	9.1.0

	46
	RP-091186
	1732
	1
	Introduction of Re9 HSPA Capability into NBAP
	9.1.0

	46
	RP-091195
	1733
	
	Introduction of dormant mode
	9.1.0

	46
	
	
	
	Table of Contents updated
	9.1.1

	47
	RP-100219
	1734
	2
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	9.2.0

	47
	RP-100215
	1736
	1
	Allow reconfiguration of some IEs in RL Addition procedure
	9.2.0

	47
	RP-100217
	1741
	1
	Clarification of HS-DSCH Paging System Information LCR
	9.2.0

	47
	RP-100217
	1743
	2
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	9.2.0

	47
	RP-100217
	1745
	2
	Correction of description for RSI procedure for 1.28Mcps TDD
	9.2.0

	47
	RP-100218
	1747
	1
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	9.2.0

	47
	RP-100219
	1749
	1
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	9.2.0

	47
	RP-100218
	1751
	1
	A missing IE in ASN.1 for 1.28 Mcps TDD
	9.2.0

	47
	RP-100218
	1754
	1
	Correction on RTWP configutation in multiple frquencies cell 1.28Mcps TDD
	9.2.0

	47
	RP-100217
	1756
	2
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	9.2.0

	47
	RP-100230
	1757
	2
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	9.2.0

	47
	RP-100218
	1763
	1
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	9.2.0

	47
	RP-100230
	1764
	2
	Corrections from NBAP ASN.1 review
	9.2.0

	47
	RP-100218
	1766
	2
	Clarification of HS-SCCH TPC step size configuration
	9.2.0

	47
	RP-100230
	1767
	2
	Addition of DGNSS Validity Period in NBAP
	9.2.0

	47
	RP-100229
	1770
	1
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	9.2.0

	47
	RP-100218
	1772
	1
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	9.2.0

	47
	RP-100217
	1774
	1
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	9.2.0

	47
	RP-100230
	1777
	2
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	9.2.0

	47
	RP-100219
	1780
	1
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	9.2.0

	47
	RP-100224
	1783
	2
	Small Correction/Improvements for DC-HSUPA
	9.2.0

	47
	RP-100219
	1785
	1
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	9.2.0

	47
	RP-100216
	1787
	
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	9.2.0

	47
	RP-100199
	1790
	
	Indication of Precoding Weight Set Restriction preference
	9.2.0

	47
	RP-100221
	1791
	1
	Remove Cell Specific HARQ memory partitioning for DC HSDPA+MIMO
	9.2.0

	47
	RP-100216
	1792
	
	Correction of E-DCH RACH Report
	9.2.0

	47
	RP-100216
	1794
	
	Correction of common E-DCH mac-d flow for CCCH transmission
	9.2.0

	48
	RP-100593
	1761
	3
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	9.3.0

	48
	RP-100593
	1804
	1
	Clarification on the usage of Treset for 1.28 Mcps TDD
	9.3.0

	48
	RP-100592
	1808
	1
	CPC parameters missing for serving HS-DSCH RL change in RL Addition procedure
	9.3.0

	48
	RP-100593
	1810
	
	Correction of procedure text that appears to be duplicated and mis-placed
	9.3.0

	48
	RP-100594
	1811
	2
	CQI Feedback Cycle k for DC-HSDPA and MIMO operation
	9.3.0

	48
	RP-100599
	1815
	1
	Correction for IE Definition for HS-DSCH/E-DCH MAC PDU Size Capability
	9.3.0

	48
	RP-100593
	1818
	
	Specify the HS-SCCH used for the BCCH specific H-RNTI at NBAP
	9.3.0

	48
	RP-100545
	1820
	1
	Correction for Enhanced Serving Cell Change
	9.3.0

	49
	RP-100904
	1825
	1
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	9.4.0

	49
	RP-100909
	1830
	
	Best CELL Portions measurement report On Modification for 1.28Mcps TDD
	9.4.0

	49
	RP-100905
	1833
	
	Correction of procedure text for E-DCH SPS operation
	9.4.0

	49
	RP-100907
	1837
	3
	Clarifications to the common measurement for 1.28Mcps TDD
	9.4.0

	49
	RP-100905
	1839
	2
	Corrections to the mismatch between tabular and ASN.1 for E-FACH 1.28Mcps TDD
	9.4.0

	49
	RP-100905
	1841
	2
	Corrections to the range of Enabling Delay for CPC 1.28Mcps TDD
	9.4.0

	49
	RP-100909
	1842
	
	Corrections to HSDPA cell capability container
	9.4.0

	09/2010
	
	
	
	Creation of Rel-10 version based on 9.4.0
	10.0.0

	49
	RP-100911
	1831
	2
	Introduction of 4C-HSDPA
	10.0.0

	49
	RP-100910
	1834
	1
	Small Technical Enhancements and Improvements for GNSS (NBAP)
	10.0.0

	50
	RP-101275
	1843
	
	Correction of 4C-HSDPA secondary serving HS-DSCH RL change
	10.1.0

	50
	RP-101274
	1844
	2
	Introduction of MC-HSUPA to NBAP
	10.1.0

	50
	RP-101277
	1845
	2
	Introduction of MU-MIMO to NBAP
	10.1.0

	50
	RP-101271
	1848
	1
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	10.1.0

	50
	RP-101269
	1851
	
	Corrections to E-DCH MAC-d Flow Multiplexing for 1.28Mcps TDD
	10.1.0

	50
	RP-101269
	1854
	1
	Correction of Inactivity Threshold for UE DRX Cycle for 1.28Mcps TDD
	10.1.0

	50
	RP-101316
	1856
	1
	Adaptive Special Burst Power for 1.28Mcps TDD
	10.1.0

	50
	RP-101275
	1857
	1
	Addition of simultaneous cell capability for Multi-Carrier HSDPA and Single Stream MIMO
	10.1.0

	50
	RP-101275
	1859
	3
	Throughput/Energy Savings tradeoff for Dual Band UEs
	10.1.0

	SP-49
	SP-100629
	
	
	Clarification on the use of References (TS 21.801 CR#0030)
	10.2.0

	51
	RP-110224
	1860
	
	Correction of Extended E-HICH ID TDD for 1.28 Mcps TDD Multi-Carrier E-DCH
	10.2.0

	51
	RP-110222
	1862
	
	Changed values for a sub-IE in "Common E-DCH Information for E-DCH" IE
	10.2.0

	51
	RP-110224
	1863
	
	Addition of Multi-Carrier E-DCH capability IEs for MC-HSUPA to NBAP
	10.2.0

	51
	RP-110224
	1864
	
	Correction of SNPL carrier group indicator for 1.28 Mcps TDD Multi-Carrier E-DCH
	10.2.0

	51
	RP-110228
	1865
	1
	Battery optimization - tabular/ASN.1 mismatch cleanup
	10.2.0

	51
	RP-110226
	1866
	
	Introduction of Common H-RNTI List for Common HS-DSCH SRB1 Transmission
	10.2.0

	51
	RP-110222
	1868
	
	Inclusion of "Additional E-DCH Transmission Back Off" in "Common E-DCH Information"
	10.2.0

	51
	RP-110226
	1874
	1
	Add T312 and N312 for 1.28Mcps TDD
	10.2.0

	51
	RP-110225
	1876
	1
	Introduction of independent HSUPA schedule based on cell portion
	10.2.0

	51
	RP-110226
	1877
	2
	Addition of CLASS 1 procedure for Common E-DCH resource release
	10.2.0

	51
	RP-110226
	1878
	2
	Corrections on HS-DSCH Transmission without UE category
	10.2.0

	52
	RP-110688
	1881
	1
	Clarification on the Range of Possible Secondary Serving Cell List
	10.3.0

	52
	RP-110684
	1882
	2
	Correction of references
	10.3.0

	52
	RP-110686
	1883
	
	ASN.1 Corrections and Tabular alignment
	10.3.0

	52
	RP-110686
	1884
	1
	Review Corrections
	10.3.0

	52
	RP-110689
	1885
	4
	Extend the Number of Supported Carriers for Multi-Carrier HSDPA for 1.28Mcps TDD
	10.3.0

	52
	RP-110689
	1890
	2
	Addition of AOA measurement in distributed antenna scenarios for 1.28Mcps TDD
	10.3.0

	52
	RP-110681
	1894
	
	Correction to the MIMO capability for 1.28Mcps TDD
	10.3.0

	52
	RP-110681
	1897
	
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	10.3.0

	52
	RP-110689
	1898
	1
	Introduction of cell portion based RTWP control for 1.28Mcps TDD
	10.3.0

	52
	RP-110681
	1900
	1
	UE Support Indicator for DL secondary HS-DSCH Activation state according to RRC Rel-9
	10.3.0

	52
	RP-110690
	1901
	
	Correction of abnormal condition text
	10.3.0

	53
	RP-111196
	1910
	
	Correction of some generic references to dated references
	10.4.0

	53
	RP-111196
	1911
	2
	Correction of the CELL_DCH Measurement Occasion Information for 1.28Mcps TDD
	10.4.0


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





