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Minutes
	14.  HSPA topics

	14.1.  SRVCC from UTRAN/GERAN to E-UTRAN/HSPA WI
WID: RP-111334 (target: RAN#57); Status: new
Stage-3 work in RAN3 to progress based on stage-2 decisions in SA2  

	R3-112799
	Further discussion on RAN impacts of rSRVCC (Huawei)
	Appr

- Non DTM case not clear in SA2

- IP/port and codec should be transparent for the RNC

- clarified that SA2 has agreed to use Handover Command Message

- on proposal 2, is the intention that the source should manipulate the HO Command Message?

- does the WI cover also rSRVCC to UTRAN?

Noted

	R3-112800
	[DRAFT] LS on RAN3 progress of SRVCC from UTRAN/GERAN to E-UTRAN/HSPA
	LSout
Noted

	14.2.  8-carrier HSDPA WI (RAN1-led) 
Note the agreed high level principles in R3-112271 

	R3-112993
	Introduction of 8-carrier HSDPA (Ericsson)
	CR (25.423, Rel-11, Cat. B)
- Remove mentioning of 1Gbit on the coversheet

- Check offline on the bitrate case

- on the seventh to eleventh bit of the cell capability container extension (find wording offline)

- tick the boxes for no impact on test specs and O&M specs

- add links to the other WG CRs

CB: Revision in R3-113062

	R3-112994
	Introduction of 8-carrier HSDPA (Ericsson)
	CR (25.433, Rel-11, Cat. B)
- Same comments apply as above

CB: Revision in R3-113063

	14.3.  UL CLTD WI (RAN1-led) 
Note the agreed high level principles in R3-112272

	R3-112750
	LS on RAN1 agreements on uplink Closed Loop Transmit Diversity for HSPA (To: RAN2, RAN3, RAN4)
	LSin

Noted

	R3-112780
	Introduction of UL CLTD (Huawei)
	CR (25.433, Rel-11, Cat. B)

- some decencies to current discussions in RAN2, may need corrections to the RAN3 CRS.

- IE Ids

- change the new IEs in RADIO LINK RECONFIGURATION PREPARE into a choice with 3 possibilities. 

- For UL CLTD State Update Information, use values “activate” or “deactivate”

- add links to the other WG CRs

CB: Revision in R3-113064

	R3-112781
	Introduction of UL CLTD (Huawei)
	CR (25.423, Rel-11, Cat. B)
- same comments apply as above

CB: Revision in R3-113065

	R3-112995
	Indicator to the old UL CLTD Control Node B (Ericsson)
	CR (25.427, Rel-11, Cat. B)

- clarified that this is to solve the soft handover cases

- add links to the other WG CRs

CB: Revision in R3-113066

	14.4.  Others 

	R3-112782
	Introduction of UL Open Loop Transmit Diversity (Huawei)
	Disc

- check the need for cell capability 

- allow people to do internal check until Friday

CB:

	


