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1. Overall Description:

RAN3 is discussing supporting network sharing for H(e)NB in Rel-11. However, RAN3 is unclear on the deployment scenario and the network architecture for network sharing for H(e)NB when H(e)NB-GW is deployed. RAN3 considers the H(e)NB-GW is a RAN node. For LTE, the current architecture according to 36.300 for which RAN sharing has not been defined states that in case of a HeNB connection to the HeNB GW, 
· A HeNB shall only connect to a single HeNB GW at one time, namely no S1 Flex function shall be used at the HeNB. 

· The HeNB will not simultaneously connect to another HeNB GW, or another MME.

2. Actions:

To SA2 group:
ACTION: 
RAN3 kindly asks SA2 to clarify the deployment scenario for network sharing for H(e)NB, in particular, whether each CN operator can deploy its H(e)NB-GW/SeGW, or whether it is sufficient that the RAN operator deploys the H(e)NB-GW/SeGW, especially the MOCN case. RAN3 also kindly ask SA2 to provide an architecture on RAN sharing for H(e)NB when H(e)NB-GW is deployed.

To SA3 group:
ACTION: 
RAN3 kindly asks SA3 to clarify whether a H(e)NB only connects to one SeGW, or multiple SeGWs, in case of RAN sharing for H(e)NB.

3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #75
   6 - 10 Feb 2012 
Dresden, Germany 
TSG-RAN WG3 Meeting #75bis
26-30 March 2012 
USA
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