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1
Introduction

This document lists the possible specification impact if using transparent container as the inter-RAT signalling based solution. 
2
Specification Impact
//------------------------------- Change to the TS36.413 begin-----------------------------------------------
9.1.14
eNB DIRECT INFORMATION TRANSFER

This message is sent by the eNB in order to transfer specific information.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Inter-system Information Transfer Type
	M
	
	9.2.1.55
	
	YES
	ignore


9.1.15
MME DIRECT INFORMATION TRANSFER

This message is sent by the MME in order to transfer specific information.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Inter-system Information Transfer Type
	M
	
	9.2.1.55
	
	YES
	ignore


9.2.1.55
Inter-system Information Transfer Type

The Inter-system Information Type IE indicates the type of information that the eNB requests to transfer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Inter-system Information Transfer Type
	
	
	
	

	>RIM
	
	
	
	

	>>RIM Transfer 
	
	
	9.2.3.23
	

	 >Energy Saving
	
	
	
	

	 >>Energy Saving Information
	
	
	9.2.3.xx
	

	 >>Routing Address
	
	
	9.2.3.yy
	

	
	
	
	
	


9.2.3.xx
Energy Saving Information
This IE contains the energy saving Information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Energy Saving Application
	
	
	ENUMERATED
(Switch On Request, Switch On Response, Switch On Notification, Switch Off Notification,…)
	

	Additional Information
	
	
	
	


9.2.3.yy
Routing Address

This IE identifies the destination node where the RIM Information needs to be routed by the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Routing Address
	
	
	
	
	
	

	>GERAN-Cell-ID
	
	
	
	
	-
	

	>>LAI
	M
	
	9.2.3.1
	
	-
	

	>>RAC
	M
	
	9.2.3.2
	
	-
	

	>>CI
	M
	
	OCTET STRING (2)
	
	-
	

	>Target RNC-ID
	
	
	
	
	-
	

	>>LAI
	M
	
	9.2.3.1
	
	-
	

	>>RAC
	O
	
	9.2.3.2
	
	-
	

	>>RNC-ID
	M
	
	INTEGER (0..4095)
	If the Extended RNC-ID IE is included in the Target ID IE, the RNC-ID IE shall be ignored.
	-
	

	>>Extended RNC-ID
	O
	
	9.2.1.14
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	-
	

	>Target eNB-ID
	
	
	
	
	
	

	>> Global eNB ID
	
	
	9.2.1.37
	
	
	


3
Proposal

It is proposed to adopt new transparent signalling via CN to transmit the energy saving signalling. This document gives one example to show the specification impact of the new transparent signalling.
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