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Come backs
CB: R3-120354 Draft LS To: SA2, RAN2 Cc:CT1 on RAN3 assumed details for rSRVCC capability indicator. (Huawei)
CB: R3-120356 Small Corrections for UL CLTD CR1929r1 25.433, Rel-11, Cat. F (Huawei)

CB: R3-120357 Small Corrections for UL CLTD CR1728r1 25.423, Rel-11, Cat. F (Huawei)
CB: Proposal 2 and 3 in R3-120314 agreed, however NSN to check until Friday.
Minutes
	14.  HSPA R11 topics

	14.1.  SRVCC from UTRAN/GERAN to E-UTRAN/HSPA WI
WID: RP-111334 (target: RAN#57) 

Stage-3 work in RAN3 to progress based on stage-2 decisions in SA2  

	R3-120005
	Reply LS on agreements on SRVCC from CS to PS (To: SA2; Cc: SA, RAN3, CT1, CT3, CT4)
	LSin
Noted

	R3-120018
	LS on agreements on SRVCC from CS to PS (To: RAN3, GERAN2, CT1, CT3, CT4)
	LSin
Noted

	R3-120059
	Further discussion on RAN impacts of rSRVCC (Huawei)
	Appr
- different handling for inter-RAT and intra-RAT?

- rSRVCC capability indicator resolution, assumed that RAN2 will enable this resolution.

	R3-120154
	Discussion on solutions of rSRVCC (ZTE)
	Disc

	R3-120191
	Draft CR of Introduction of the rSRVCC Function (Huawei)
	Appr

	R3-120192
	Draft LS on RAN3 progress of SRVCC from UTRAN/GERAN to E-UTRAN/HSPA (Huawei)
	Info
Withdrawn

	- preconditions for rSRVCC ? 

- rSRVCC capability indicator ?

    - Agreement that will be provided in COMMON ID, details depends on decisions in other groups.

     CB: LS to SA2, RAN2 CC:CT1 (Huawei (R3-120354) on RAN3 assumed details for rSRVCC capability indicator.

- Notify the UE of the IP/ports and codec allocated by ATCF ?
- Use non-DTM or PS idle mode DTM handover procedure for DTM or UTRAN network ?

- How to notify the MME of the Source SGSN info ?

	14.2.  Others 

	R3-120012
	LS on peak rate limitations in CT1 specifications for 8C-HSDPA (To: CT1; Cc: CT4, RAN3)
	LSin

Noted

	Multiflow

	R3-120285
	General considerations on Multiflow impacts in RAN3 (Nokia Siemens Networks)
	Disc
Commented that there might be changes on the FP for the inter site case

	R3-120329
	Multiflow HSDPA – handling multiple transmissions of RLC PDUs (Ericsson)
	Disc
- problem of multiple transmissions-retransmissions of PDUs recognized. Contribution expected.

	R3-120061
	RAN3 impact of multiflow (Huawei)
	Appr
Noted

	

	UL CLTD

	R3-120009
	LS on RAN1 agreements on uplink Closed Loop Transmit Diversity for HSPA (To: RAN2, RAN3; Cc: RAN4) 
	LSin
Unclear if RRC support is agreed in RAN2 or still under discussion. 

Noted

	R3-120068
	Small Corrections for UL CLTD (Huawei)
	CR (25.433, Rel-11, Cat. F)
- “shall be included”, reword and don’t use “shall”.

     - Also only specify the receivers behaviour
- in 9.2.2.152, the UL CLTD Activation Information contains al possibilities, but only 2 of them are applicable here. 

- spelling errors
- statement about “reuse” when F-TPICH Information is not included?
- statement about to fail the procedure?

- also other comments 

CB: R3-120356

	R3-120069
	Small Corrections for UL CLTD (Huawei)
	CR (25.423, Rel-11, Cat. F)
Similar comments as for 25.433 apply

CB: R3-120357

	R3-120155
	Discussion on activation state initiation for UL CLTD (ZTE)
	Disc
Noted

	R3-120156
	Initial activation state to the UL CLTD control radio link in DRNS (ZTE)
	CR (25.423, Rel-11, Cat. F)
Covered by the Huawei CR

Noted

	R3-120157
	Initial activation state to the UL CLTD control cell in Node B (ZTE)
	CR (25.433, Rel-11, Cat. F)
Covered by the Huawei CR

Noted

	

	Others

	R3-120314
	Further Enhancements to CELL_FACH (Ericsson)
	Disc
P1: commented, wait for RAN2 agreements

CB: P2 and P3 agreed, however NSN to check until Friday

	


