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8.aa
UE Existence Information Inquire
8.aa.1
General

The purpose of the UE Existence Information Inquire procedure is to enable the eNB to ask MME to provide the number of UE information.
This procedure uses non-UE associated signalling.

8.aa.2
Successful Operation


[image: image1.emf] 

 eNB  

UE  EXISTENCE   INFORMATION   INQUIR E   REQUEST  

MME  

UE  EXISTENCE   INFORMATION  INQUIRE  RESPONSE  


Figure 8.aa.2.1-1: UE Eexistence Information Inquire procedure. Successful operation.

The procedure is initiated with an INQUIRE UE EXISTENCE message sent from the eNB to the MME.

The MME receives the Number of UE In Location IE, it shall, if supported,  respond with an UE EXISTENCE INDICATION message the number of UE..

8.aa.3
Abnormal Conditions

Not applicable.

Skip

9.1.aa
UE Existence Information Inquire messages

9.1.aa.1
INQUIRE UE EXISTENCE

This message is sent by the eNB to request the information in MME.
Direction: eNB ( MME 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CHOICE Number of UE In Location
	
	
	
	
	
	

	 >UE n TAI
	
	
	
	
	
	

	>TAI
	
	
	9.2.3.16
	
	
	


9.1.aa.2
UE EXISTENCE INIDICATION
This message is sent by the MME to acknowledge the eNB on the UE Existence Inquire Request.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CHOICE Number of UE In Location
	
	
	
	
	
	

	 >UE in TAI
	
	
	
	
	
	

	 >TAI
	
	
	9.2.3.16
	
	
	

	 >Number of UE
	
	
	9.2.1.xx1
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


Skip

9.2.1.xx1
Number of UE
This information element represents the number of UE
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Number of UE
	
	
	INTEGER (0..1000000)
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