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	Reason for change:
(

	It is not clear if the Absolute Time of MBMS Data is expressed in GPS Time or UTC Time.

The GPS Start Time is on 6th January 1980 00:00 and GPS time has no leap seconds.

If UTC time is to be used leap seconds have to be counted but leap seconds were introduced only in 1972 and additional complication has to be considered for calculating leap years.

It is therefore clearer and simpler to use GPS Time. 

	
	

	Summary of change:
(

	 Clarify the Absolute Time of MBMS Data to be GPS Time and the reference time to be GPS Epoch (Start Time).

Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the MBMS Session Start and Update procedures. 
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not approved:
	It is unclear if UTC time or GPS Time is used and if leap seconds have to be counted. 
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	Other comments:
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9.2.3.9
Absolute Time of MBMS Data

This IE denotes the absolute time of the actual start or stop of the MBMS data transfer.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Absolute Time of MBMS Data
	M
	
	BIT STRING (64)
	GPS Time in seconds relative to GPS Epoch 00:00:00 on 6th January  1980 where binary encoding of the integer part is in the first 32 bits and binary encoding of the fraction part in the last 32 bits. The fraction part is expressed with a granularity of 1 /2**32 second.
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