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1. Overall Description
RAN3 thanks SA3 for their liaison on Requirements for Verification of UE messages from H(e)NB to H(e)NB-GW referenced here-above.

RAN3 has taken into account SA3 responses and implemented the changes as requested in the SA3 CRs in S3-120202 and S3-120203 that were attached to the SA3 liaison.
To answer SA3 question:

Assess whether “all UE associated messages originating in closed mode H(e)NBs” can be treated according to the verification as required in S3-111205, S3-120202 and S3-120203, i.e. that either no messages that do not contain CSG id and cannot be mapped to a CSG id exist, or that they can still be verified e.g. by means in the remit of stage 3 groups.
Response from RAN3:

It is RAN3 understanding that the RAN3 CRs (attached) answer SA3 request while enabling all UE-associated messages of the H(e)NB operating in closed access mode to be mapped to a valid CSG ID. One example solution for that is provided in annex A of R3-120758 which could be specified by SA3. 

For LTE, the check is to be done either in the HeNB GW if present, or otherwise in the MME, as requested by SA3. 
2. Actions 
To SA3: RAN3 kindly ask SA3 to take note of the completed action and response.

3. Date of Next RAN3 Meetings:

RAN3#76
21st – 25th May 2012

Prague, Czech Republic
