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	In S1-112404 and C1-120495, Korean Public Alert System (KPAS) was introduced in SA1 and CT1 respectively since release 10.
However, TS 36.401 doesn’t currently specify the supporting of KPAS service delivery.



	
	

	Summary of change:
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	Add the KPAS service delivery function.

Add the abbreviation of KPAS.
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3.2
Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

AP
Application Protocol 

CGI
Cell Global Identifier 

CMAS
Commercial Mobile Alert Service
C-RNTI
Cell RNTI

ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management

EEC
Ethernet Equipment Clock

eNB
E-UTRAN Node B

EMM
EPS Mobility Management

E-RAB
E-UTRAN Radio Access Bearer

ESM
EPS Session Management 

E-SMLC
Evolved Serving Mobile Location Centre

ETWS
Earthquake and Tsunami Warning System

EPC
Evolved Packet Core

EPS
Evolved Packet System

E-UTRA
Evolved UTRA
E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex
GUMMEI
Globally Unique MME Identifier
ID
Identity 

IP
Internet Protocol
KPAS
Korean Public Alert System
LTE
Long Term Evolution

MBMS
Multimedia Broadcast Multicast Service 

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

NDS
Network Domain Security

MME
Mobility Management Entity

NAS
Non Access Stratum 

OTDOA
Observed Time Difference Of Arrival (positioning method)
PLMN
Public Land Mobile Network 

PWS
Public Warning System

RA-RNTI
Random Access RNTI

RET
Remote Electrical Tilting

RIM
RAN Information Management

RNL
Radio Network Layer
RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control
RTP
Real-time Transport Protocol

QoS
Quality of Service
SFN
System Frame Number

S-GW
Serving Gateway 

SON
Self Organizing Networks
S-TMSI
S-Temporary Mobile Subscriber Identity
TCP
Transmission Control Protocol
TDD
Time Division Duplex

TDM
Time Division Multiplexing

TMA
Tower Mounted Amplifier
TNL
Transport Network Layer 

UDP
User Datagram Protocol

UE
User Equipment
UMTS
Universal Mobile Telecommunication System
--------------------------------------------------------Next Change----------------------------------------------------

7.2.18
Delivery of Warning messages

This function provides the capability to schedule and broadcast warning notification messages to UEs related to alerts (earthquake, tsunami, etc..) to meet regional regulatory requirements. ETWS, CMAS and KPAS are the E-UTRAN services related to warning deliveries.

In ETWS one warning message at a time is delivered over the radio and in CMAS and KPAS multiple concurrent warning messages can be broadcast over the radio

ETWS includes the scheduling and transmission of a primary warning notification subject to stringent delay that may be followed by a secondary notification providing complementary information about the threat.

PWS is supported in RAN sharing configuration as described in TS 23.251 [14] and TS 22.268 [15].
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