3GPP TSG-RAN WG3 Meeting #75-bis
R3-120894
San Jose del Cabo, Mexico, March 26-30, 2012
Agenda item:

11.2
Source:
Nokia Siemens Networks
Title:
The way forward concerning HetNet MRO solutions
Document for:

Approval
1 Introduction
Following the session at RAN3 #75-bis, an additional discussion took place. This document summarises its outcomes. 
2 Solutions
The contributions provided for RAN3 #75-bis proposed following 7 solutions:
1)
Propagate UE RLF report in HO REPORT message

2 & 2A)
Token/HO identifier sent by the network to the UE or the HO target, and collected back by the network in the UE RLF Report, or retrieved from the UE context
2)
Add CRNTI (and other required information if any) in UE RLF Report (and HO Report) to allow at the eNB matching of stored UE contexts to failure events

4 & 4A)
Add UE History IE in HO REPORT message

5)
Let UE report the root reason for the failure

6)
Add the indication whether the UE is configured with bias or not in UE RLF Report

7)
Use the UE mobility state
At the meeting yet another variant of the solution 2 was proposed:

2B)
Token/HO identifier sent by the network to the UE and collected back by the network in the UE RLF Report; the eNB retrieving the RLF Report performs the MRO analysis and based on the outcome informs directly the “guilty” eNB about the problem.
3 The way forward

Following principles are accepted:

· The decision on the eNB responsible for the failure is to be based on Tstore_ue_cntxt, as in Rel.9 and Rel.10.

· The RLF Report, provided from the UE needs to be updated with additional information.
· The HO REPORT message needs to be updated with additional information that is not available at the eNB responsible for the failure

· The information about failure context, available at the eNB responsible for the failure, is to be retrievable.

At the next meeting, contributions addressing following topics should be treated with the highest priority:

· What information, as proposed in the solutions above, needs to be added to the RLF Report and/or to the HO REPORT (and how does it help in the problem scenarios defined for the use case).
· Which way, as proposed in the solutions above, to select for context identification.
