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1. Overall Description:

RAN3 has discussed the solution of notifying IP/ports and codec allocated by ATCF to UE for rSRVCC.

Two solutions were discussed as R3-120560 in the attachment:

1) Based on the Relocation Command message sent by the MSC to the SRNC and then on the SRNC sending the IP/Ports and codec to the UE via Handover Command message 
2) Via the SRVCC from CS to PS Request message on Sv interface to transfer the IP/Ports and codec from the MSC to SGSN/MME. SGSN/MME then transfers the information to the target eNB/RNC, then back to the SRNC through relocation messages within the container. Finally the UE can achieve IP/Ports and codec from Handover Command message.

While solution 1 would change the rule that RNC does not modify the Target to Source Transparent container, solution 2 would impact the target eNB/RNC by modifying the Target to Source Transparent container. Solution 2 would need to introduce the dependency between Session Transfer Notification message and CS to PS Request message over Sv interface in TS 23.216.
2. Actions:

To SA2, CT4 group:
ACTION: 
RAN3 kindly asks SA2 and CT4 to take the options into consideration and provide further indications to RAN3.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #76
   


    21 - 25 May 2012 
Prague, CZ
1
1

