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1. Overall Description:

SA2 thanks RAN3 for their LS on LS on RAN sharing for H(e)NB (R3-113148).
The following network sharing architectures should be supported for H(e)NB subsystem:
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Figure 1. GWCN Network sharing for H(e)NB Subsystem with H(e)NB-GW and without HeNB-GW. 
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Figure 2. MOCN Network sharing for H(e)NB Subsystem with H(e)NB-GW and without HeNB-GW

SA2 understanding is that the RAN developed H(e)NB subsystem architecture  principles remain in Release 11. 

Based on that understanding, SA2 would like to provide the following input:

· A HeNB shall only connect to a single HeNB GW at one time, namely no S1 Flex function shall be used. A HeNB GW can be connected to one or more MMEs/Core Networks via S1 or S1-Flex interfaces.
· When there is no HeNB GW, the HeNB can directly connect to one or more MMEs via S1 or S1-Flex interfaces.

There was operator interest to have additional flexibility to support HeNB GW deployment per PLMN, but there was also concern from a number of companies about the additional complexity and architectural impacts from such solution.
SA2 believes any further evolution of H(e)NB Subsystem is for RAN3 to determine the impacts and complexity of such enhancements. 
2. Actions:

To RAN3 group.

ACTION: 
SA2 kindly asks RAN3 to take the above information into account for their specification work.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #90
16 - 20 Apr 2012
Bratislava, Slovakia.
TSG SA WG2 Meeting #91
21-25 May 2012 
Kyoto, Japan
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