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8.2
HNB Registration Procedure

8.2.1
General

The purpose of the HNB Registration Procedure is to register the HNB with the HNB-GW to enable the HNB-GW to provide service and core network connectivity for the HNB and if supported and configured, to enable Iurh connectivity via the HNB-GW. This procedure shall be the first HNBAP procedure triggered after the Iuh signalling transport has been successfully established.

8.2.2
Successful Operation
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Figure 1: HNB Register Procedure: Successful Operation

The HNB shall initiate this procedure by sending a HNB REGISTER REQUEST message whenever it needs to commence operations and requiring service from the HNB-GW.

If the HNB is CSG capable and operates in a Closed access mode as defined in TS 22.220 [15], then it shall provide the CSG-ID IE and may provide the HNB Cell Access Mode IE within the HNB REGISTER REQUEST message.
If the HNB is supporting ETWS it shall provide the Service Area For Broadcast IE within the HNB REGISTER REQUEST message.

If the HNB operates in a Hybrid access mode as defined in TS 22.220 [15], then it shall provide the CSG-ID IE and HNB Cell Access Mode IE within the HNB REGISTER REQUEST message. 

If the HNB operates in an Open access mode as defined in TS 22.220 [15], then it shall provide the HNB Cell Access Mode IE within the HNB REGISTER REQUEST message.

If the HNB supports RNSAP Relocation it shall provide the Iurh signalling TNL Address IE to the HNB-GW within the HNB REGISTER REQUEST message.

If supported, the HNB shall include the PSC IE in the REGISTER REQUEST message.
If the registration is successful, the HNB-GW will respond with a HNB REGISTER ACCEPT message indicating acceptance and registration. If the Iurh signalling TNL Address IE is included in the HNB REGISTER ACCEPT message, the HNB shall, if supported, establish a transport layer session to the indicated address to support Iurh connectivity via the HNB-GW.

If the HNB-GW is capable of de-multiplexing, then the MuxPortNumber IE may be included in the HNB REGISTER ACCEPT message.
If supported, the HNB may include the FQDN IE in the HNB REGISTER REQUEST message.
If supported, the HNB may include the IP Tunnelling Information IE in the HNB REGISTER REQUEST message.
8.2.3
Unsuccessful Operation
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Figure 2: HNB Register Procedure: Un-Successful Operation

If the HNB-GW cannot register the HNB, the HNB-GW will respond with a HNB REGISTER REJECT message.

Typical cause values are:

Radio Network Layer Cause:

-
Unauthorised Location

-
Unauthorised HNB

-
Overload

-
HNB Parameter Mismatch

-
Unspecified

If the Cause IE in  the HNB REGISTER REJECT message is set to "overload", the HNB shall not retry registration to the same HNB-GW for at least the duration indicated in the Backoff Timer IE.

8.2.4
Abnormal Conditions

If the HNB-GW receives a duplicate HNB REGISTER REQUEST (i.e. for an already registered HNB identified by the same unique HNB identity), then the new HNB REGISTER REQUEST shall override the existing registration and the handling of the new HNB REGISTER REQUEST shall be performed according to subclause 8.2.

#Partially Omitted
9.1.3
HNB REGISTER REQUEST

This message is sent by the HNB to the HNB-GW to register the HNB at the HNB-GW.

Direction: 
HNB ( HNB-GW

	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	HNB Identity
	M
	
	9.2.2
	
	YES
	reject

	HNB Location Information
	M
	
	9.2.3
	
	YES
	reject

	PLMN-ID
	M
	
	9.2.14
	
	YES
	reject

	Cell-ID
	M
	
	9.2.25
	
	YES
	reject

	LAC
	M
	
	9.2.11
	
	YES
	reject

	RAC
	M
	
	9.2.12
	
	YES
	reject

	SAC
	M
	
	9.2.13
	
	YES
	reject

	CSG-ID
	O
	
	9.2.27
	
	YES
	reject

	Service Area For Broadcast
	O
	
	SAC

9.2.13
	
	YES
	ignore

	HNB Cell Access Mode
	O
	
	9.2.31
	
	YES
	reject

	PSC
	O
	
	9.2.41
	
	YES
	ignore

	Iurh signalling TNL Address
	O
	
	IP Address

9.2.8
	HNB IP address used for direct Iurh connectivity
	YES
	ignore

	IP Tunnel Information
	O
	
	9.2.xx
	
	YES
	ignore

	FQDN
	O
	
	9.2.yy
	
	YES
	ignore


#Partially Omitted
9.2.xx
IP Tunnel Information
This information element contains the IP address and UDP port information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IP Address
	M
	
	9.2.8
	HNB’s IP Address

	UDP Port Number
	O
	
	OCTET STRING (2)
	UDP Port Number if NAT/NAPT is deployed in the BBF access network


9.2.yy
FQDN
This information element contains the domain name of the fixed broadband access network where the HNB connects to. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FQDN
	M
	
	OCTET STRING (SIZE(1..255))
	For details and range, see TS 29.274 [36].


#Partially Omitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for HNBAP.

--

-- **************************************************************

HNBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics, 

CSGMembershipStatus,

HNB-Location-Information,


HNB-Identity,


Context-ID,


UE-Identity,


LAC,


RAC,


SAC,


CN-DomainIndicator,


IP-Address,


Registration-Cause,


UE-Capabilities,


PLMNidentity,


CellIdentity,


RNC-ID,


CSG-ID,


HNB-Cell-Access-Mode,


BackoffTimer,


MuxPortNumber,


RABList,


HNBConfigInfo,


AccessResult,


Update-cause,


NeighbourInfoList,


NeighbourInfoRequestList,


PSC,

IP-Tunel-Information,


FQDN
FROM HNBAP-IEs


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


PrivateIE-Container{},


HNBAP-PRIVATE-IES,


HNBAP-PROTOCOL-EXTENSION,


HNBAP-PROTOCOL-IES

FROM HNBAP-Containers


id-Cause,


id-CriticalityDiagnostics, 

id-CSGMembershipStatus,

id-HNB-Location-Information,


id-HNB-Identity,


id-Context-ID,


id-PLMNidentity,


id-UE-Identity,


id-LAC,


id-RAC,


id-SAC,


id-UE-Capabilities,


id-Registration-Cause,


id-CellIdentity,


id-RNC-ID,


id-CSG-ID,


id-HNB-Cell-Access-Mode,


id-BackoffTimer,


id-Service-Area-For-Broadcast,


id-MuxPortNumber,


id-RABList,


id-HNBConfigInfo,


id-AccessResult,


id-Update-cause,


id-NeighbourInfoList,


id-NeighbourInfoRequestList,


id-Iurh-Signalling-TNL-Address,


id-PSC,


Id-IP-Tunnel-Information,


Id-FQDN
FROM HNBAP-Constants;

-- **************************************************************

--

-- HNB Register REQUEST

--

-- **************************************************************

HNBRegisterRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBRegisterRequestIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBRegisterRequestExtensions} } 
OPTIONAL,


...

}

HNBRegisterRequestIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-HNB-Identity





CRITICALITY reject
TYPE HNB-Identity




PRESENCE mandatory } |


{ ID id-HNB-Location-Information


CRITICALITY reject
TYPE HNB-Location-Information

PRESENCE mandatory } |


{ ID id-PLMNidentity





CRITICALITY reject
TYPE PLMNidentity




PRESENCE mandatory } |


{ ID id-CellIdentity





CRITICALITY reject
TYPE CellIdentity




PRESENCE mandatory } |


{ ID id-LAC








CRITICALITY reject
TYPE LAC






PRESENCE mandatory } |


{ ID id-RAC








CRITICALITY reject
TYPE RAC






PRESENCE mandatory } |


{ ID id-SAC








CRITICALITY reject
TYPE SAC






PRESENCE mandatory } |


{ ID id-CSG-ID







CRITICALITY reject
TYPE CSG-ID






PRESENCE optional },


...

}

HNBRegisterRequestExtensions HNBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Service-Area-For-Broadcast

CRITICALITY ignore
EXTENSION SAC







PRESENCE optional }|

{ ID id-HNB-Cell-Access-Mode


CRITICALITY reject
EXTENSION HNB-Cell-Access-Mode



PRESENCE optional }|


{ ID id-PSC







CRITICALITY ignore
EXTENSION PSC







PRESENCE optional }|


{ ID id-Iurh-Signalling-TNL-Address

CRITICALITY ignore
EXTENSION IP-Address





PRESENCE optional }|


{ ID id-IP-Tunnel-Information


CRITICALITY ignore
EXTENSION IP-Tunnel-Information



PRESENCE optional }|


{ ID id-FQDN






CRITICALITY ignore
EXTENSION FQDN







PRESENCE optional },


...

}

-- **************************************************************

--

-- HNB Register Accept

--

-- **************************************************************

HNBRegisterAccept ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {HNBRegisterResponseIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {HNBRegisterResponseExtensions} }
OPTIONAL,


...

}

HNBRegisterResponseIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-RNC-ID





CRITICALITY reject
TYPE RNC-ID



PRESENCE mandatory },


...

}

HNBRegisterResponseExtensions HNBAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 9 to support CS Multiplexing --


{ ID id-MuxPortNumber



CRITICALITY ignore
EXTENSION MuxPortNumber

PRESENCE optional}|


{ ID id-Iurh-Signalling-TNL-Address
CRITICALITY ignore
EXTENSION IP-Address

PRESENCE optional},

...

}

-- **************************************************************

--

-- HNB Register REJECT

--

-- **************************************************************

HNBRegisterReject ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBRegisterRejectIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBRegisterRejectExtensions} } 
OPTIONAL,


...

}

HNBRegisterRejectIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory} |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional } |


{ ID id-BackoffTimer



CRITICALITY reject
TYPE BackoffTimer



PRESENCE conditional },


-- This IE shall be present if the Cause IE is set to "Overload".


...

}

HNBRegisterRejectExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HNB De- Register

--

-- **************************************************************

HNBDe-Register ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBDe-RegisterIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBDe-RegisterExtensions} } 
OPTIONAL,


...

}

HNBDe-RegisterIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Cause



CRITICALITY ignore
TYPE Cause


PRESENCE mandatory } |


{ ID id-BackoffTimer

CRITICALITY reject
TYPE BackoffTimer
PRESENCE conditional },


-- This IE shall be present if the Cause IE is set to "Overload".


...

}

HNBDe-RegisterExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UE Register REQUEST

--

-- **************************************************************

UERegisterRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {UERegisterRequestIEs} },


protocolExtensions
ProtocolExtensionContainer { {UERegisterRequestExtensions} } 
OPTIONAL,


...

}

UERegisterRequestIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-UE-Identity





CRITICALITY reject
TYPE UE-Identity



PRESENCE mandatory } |


{ ID id-Registration-Cause



CRITICALITY ignore
TYPE Registration-Cause


PRESENCE mandatory } |


{ ID id-UE-Capabilities




CRITICALITY reject
TYPE UE-Capabilities


PRESENCE mandatory },


...

}

UERegisterRequestExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UE Register ACCEPT

--

-- **************************************************************

UERegisterAccept ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {UERegisterAcceptIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {UERegisterAcceptExtensions} } 
OPTIONAL,


...

}

UERegisterAcceptIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-UE-Identity



CRITICALITY reject
TYPE UE-Identity

PRESENCE mandatory } |


{ ID id-Context-ID



CRITICALITY reject
TYPE Context-ID


PRESENCE mandatory },


...

}

UERegisterAcceptExtensions HNBAP-PROTOCOL-EXTENSION ::= {

{ ID id-CSGMembershipStatus

CRITICALITY
 reject

EXTENSION CSGMembershipStatus


PRESENCE optional
},

...

}

-- **************************************************************

--

-- UE Register REJECT

--

-- **************************************************************

UERegisterReject ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {UERegisterRejectIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {UERegisterRejectExtensions} } 
OPTIONAL,


...

}

UERegisterRejectIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-UE-Identity




CRITICALITY reject
TYPE UE-Identity



PRESENCE mandatory } |


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory} |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },


...

}

UERegisterRejectExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UE De-Register

--

-- **************************************************************

UEDe-Register ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {UEDe-RegisterIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {UEDe-RegisterExtensions} } 
OPTIONAL,


...

}

UEDe-RegisterIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Context-ID





CRITICALITY reject
TYPE Context-ID



PRESENCE mandatory } |


{ ID id-Cause






CRITICALITY ignore
TYPE Cause




PRESENCE mandatory } ,


...

}

UEDe-RegisterExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CSG Membership Update
--

-- **************************************************************

CSGMembershipUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {CSGMembershipUpdateIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {CSGMembershipUpdateExtensions} } 
OPTIONAL,


...

}

CSGMembershipUpdateIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Context-ID




CRITICALITY reject
TYPE Context-ID




PRESENCE mandatory } |


{ ID id-CSGMembershipStatus


CRITICALITY
reject
TYPE CSGMembershipStatus

PRESENCE mandatory },

...

}

CSGMembershipUpdateExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- TNL Update Request

--

-- **************************************************************

TNLUpdateRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {TNLUpdateRequestIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {TNLUpdateExtensions} } 
OPTIONAL,


...

}

TNLUpdateRequestIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Context-ID




CRITICALITY reject
TYPE Context-ID




PRESENCE mandatory } |


{ ID id-RABList





CRITICALITY reject
TYPE RABList




PRESENCE mandatory } |


{ ID id-Update-cause



CRITICALITY reject
TYPE Update-cause



PRESENCE mandatory } ,



...

}

TNLUpdateExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- TNL UPDATE RESPONSE

--

-- **************************************************************

TNLUpdateResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ { TNLUpdateResponseIEs} },


protocolExtensions
ProtocolExtensionContainer
{ { TNLUpdateResponseExtensions} } 
OPTIONAL,


...

}

TNLUpdateResponseIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Context-ID




CRITICALITY reject
TYPE Context-ID



PRESENCE mandatory } ,



...

}

TNLUpdateResponseExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- TNL UPDATE FAILURE

--

-- **************************************************************

TNLUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {TNLUpdateFailureIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {TNLUpdateFailureExtensions} } 
OPTIONAL,


...

}

TNLUpdateFailureIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Context-ID




CRITICALITY reject
TYPE Context-ID




PRESENCE mandatory } |


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional } ,



...

}

TNLUpdateFailureExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HNB Configuration Transfer Request

--

-- **************************************************************

HNBConfigTransferRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBConfigTransferRequestIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBConfigTransferRequestExtensions} } 
OPTIONAL,


...

}

HNBConfigTransferRequestIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-NeighbourInfoRequestList

CRITICALITY reject
TYPE NeighbourInfoRequestList


PRESENCE mandatory } ,


...

}

HNBConfigTransferRequestExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HNB Configuration Transfer Response

--

-- **************************************************************

HNBConfigTransferResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HNBConfigTransferResponseIEs} },


protocolExtensions
ProtocolExtensionContainer { { HNBConfigTransferResponseExtensions} } 
OPTIONAL,


...

}

HNBConfigTransferResponseIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-NeighbourInfoList


CRITICALITY reject
TYPE NeighbourInfoList



PRESENCE mandatory } ,


...

}

HNBConfigTransferResponseExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION COMPLETE

--

-- **************************************************************

RelocationComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ { RelocationCompleteIEs} },


protocolExtensions
ProtocolExtensionContainer
{ { RelocationCompleteExtensions} } 
OPTIONAL,


...

}

RelocationCompleteIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Context-ID




CRITICALITY ignore
TYPE Context-ID


PRESENCE mandatory } ,


...

}

RelocationCompleteExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {ErrorIndicationIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {ErrorIndicationExtensions} } 
OPTIONAL,


...

}

ErrorIndicationIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },



...

}

ErrorIndicationExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container  {{PrivateMessage-IEs}},


...

}

PrivateMessage-IEs HNBAP-PRIVATE-IES ::= {


...

}

END

#Partially Omitted
9.3.4
Information Element Definitions

#Partially Omitted
--F

FQDN ::= OCTET STRING (SIZE (2))
#Partially Omitted
--I

IMEI




::= BIT STRING (SIZE(60))

IMSI




::= OCTET STRING (SIZE (3..8))

-- Reference: 23.003

IMSIDS41



::= OCTET STRING (SIZE (5..7))

IMSIESN



::= SEQUENCE {


iMSIDS41

IMSIDS41,


eSN



ESN

}


IP-Address

::=SEQUENCE {



ipaddress

CHOICE {



ipv4info

Ipv4Address,



ipv6info

Ipv6Address,



...



},


iE-Extensions

ProtocolExtensionContainer { { IP-Address-ExtIEs } }

OPTIONAL,



...

}

IP-Address-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

Ipv4Address

::= OCTET STRING (SIZE (4))

Ipv6Address

::= OCTET STRING (SIZE (16))

IP-Tunnel-Information


::= SEQUENCE {


iP-Address



IP-Address,


uDP-Port-Number


UDP-Port-Number,

...
}
Iurh-Signalling-TNL-AddressList ::= SEQUENCE (SIZE(1..maxnoofIurhAddresses)) OF
IP-Address

#Partially Omitted
--U

UE-Capabilities ::= SEQUENCE {


access-stratum-release-indicator
Access-stratum-release-indicator,


csg-capability





CSG-Capability,


iE-Extensions

ProtocolExtensionContainer { { UE-Capabilities-ExtIEs } }

OPTIONAL,

...

}

UE-Capabilities-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

UDP-Port-Number := OCTET STRING (SIZE (2))
UTRANCellID ::= SEQUENCE {


lAC





LAC,


rAC





RAC,


pLMNidentity


PLMNidentity,


uTRANcellID



CellIdentity,


iE-Extensions


ProtocolExtensionContainer { {UTRANCellID-ExtIEs} } OPTIONAL

}

UTRANCellID-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

UE-Identity
::=
CHOICE {


iMSI

IMSI,


tMSILAI

TMSILAI,


pTMSIRAI
PTMSIRAI,


iMEI

IMEI,


eSN


ESN,


iMSIDS41
IMSIDS41,


iMSIESN

IMSIESN,


tMSIDS41
TMSIDS41,


...

}

Update-cause ::=
ENUMERATED {


relocation-preparation,


...

}

#Partially Omitted
#Partially Omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

HNBAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM HNBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

id-HNBRegister





ProcedureCode ::= 1

id-HNBDe-Register




ProcedureCode ::= 2

id-UERegister





ProcedureCode ::= 3

id-UEDe-Register




ProcedureCode ::= 4

id-ErrorIndication




ProcedureCode ::= 5

id-privateMessage




ProcedureCode ::= 6 
id-CSGMembershipUpdate



ProcedureCode ::= 7

id-TNLUpdate





ProcedureCode ::= 9

id-HNBConfigTransfer



ProcedureCode ::= 10

id-RelocationComplete



ProcedureCode ::= 11

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors





INTEGER ::= 256

maxnoofRABs






INTEGER ::= 256

maxnoofNeighbours




INTEGER ::= 32
maxnoofIurhAddresses



INTEGER ::= 3
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Context-ID








ProtocolIE-ID ::= 4

id-UE-Identity








ProtocolIE-ID ::= 5

id-LAC










ProtocolIE-ID ::= 6

id-RAC










ProtocolIE-ID ::= 7

id-HNB-Location-Information





ProtocolIE-ID ::= 8

id-PLMNidentity








ProtocolIE-ID ::= 9

id-SAC










ProtocolIE-ID ::= 10

id-CellIdentity








ProtocolIE-ID ::= 11

id-Registration-Cause






ProtocolIE-ID ::= 12

id-UE-Capabilities







ProtocolIE-ID ::= 13

id-RNC-ID









ProtocolIE-ID ::= 14

id-CSG-ID









ProtocolIE-ID ::= 15

id-BackoffTimer








ProtocolIE-ID ::= 16

id-HNB-Internet-Information





ProtocolIE-ID ::= 17
id-HNB-Cell-Access-Mode






ProtocolIE-ID ::= 18

id-MuxPortNumber







ProtocolIE-ID ::= 19

id-Service-Area-For-Broadcast




ProtocolIE-ID ::= 20

id-CSGMembershipStatus






ProtocolIE-ID ::= 21

id-RABList









ProtocolIE-ID ::= 22

id-HNBConfigInfo







ProtocolIE-ID ::= 23

id-AccessResult








ProtocolIE-ID ::= 25

id-Update-cause








ProtocolIE-ID ::= 26

id-NeighbourInfoList






ProtocolIE-ID ::= 27

id-NeighbourInfoRequestList





ProtocolIE-ID ::= 28

id-Iurh-Signalling-TNL-Address




ProtocolIE-ID ::= 29

id-PSC










ProtocolIE-ID ::= 30

id-HNB-Cell-Identifier






ProtocolIE-ID ::= 31
id-IP-Tunnel-Information





ProtocolIE-ID ::= xx
id-FQDN










ProtocolIE-ID ::= yy
END
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