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1
Introduction

During the discussion about the solutions for CELL_FACH support for HNBs, in RAN3#75 and RAN3#75bis, the following issues were pointed out:

1) Support for inter-CSG mobility;
2) Support for CELL_PCH and URA_PCH mobility (on top of CELL_FACH mobility)

This contribution introduces the descriptions for Solution 1e in order to include the above mentioned issues in the final version of the TP for TR 37.803.
2
Discussion
2.1
Support for Inter-CSG CELL_FACH mobility

In RAN3#75, during online discussions, it was pointed out that some description is needed to explain what happens in case the solutions proposed for supporting CELL_FACH mobility work in inter-CSG.

After a quick analysis, it is clear that all the solutions on the table would support inter-CSG CELL_FACH mobility on the condition that Membership Verification/Access Control is performed during the mobility procedure.

Notice that in the latest version of the TR concerning CELL_FACH support, as reported in R3-120855 [1], the following text is already present for Solution 2a in step 5 after Figure 6.1.1.2.2.13 and for Solution 2b, in step 4 after Figure 6.1.2.2.15:

“Note: If the Reselection is Inter-CSG, the Target HNB will have to trigger an Access Control procedure towards the CN.”
Proposal: To introduce the same note for Solution 1e, as described below in Section 3.
2.2
Support for CELL_PCH and URA_PCH
In the last meeting, it was explicitly asked how the solutions for CELL_FACH support URA_PCH. While conceptually the behavior in CELL_DCH and in CELL_PCH is the same (the network knows the cells in which UE is, either via Cell update mechanism in CELL_PCH or Active Set links in CELL_DCH ), the behavior is different in URA_PCH. Some text is therefore needed in order to describe how Solution 1e works for CELL_PCH and URA_PCH. In particular, the following needs to be explained:
· URA_PCH mobility support within femto cells 
In order to support URA_PCH, the HNB-GW should also consider the uniqueness of prefix within the HNBs of same URA/overlapping URAs and, in addition, consider uniqueness if HNBs share the same macro cell coverage. With such solution, even though the URA Update is received after the UE moves across multiple HNBs or towards a macro cell, the source can be identified based on the prefix.
· URA_PCH mobility support for femto to macro 
In order to support URA_PCH, the U-RNTI prefix uniqueness needs to consider multiple macro-cells under the same URA/overlapping URAs. The mapping between macro cells and their URAs is done via OAM configuration.
3.
Conclusion and Proposal
Based on the above analysis, it is proposed RAN3 to discuss and agree the proposal and corresponding TP for solution 1e in TR37.803
BEGINNING OF TEXT PROPOSAL
Variant 1e U-RNTI prefix based solution
[skip unchanged text]

Cell update HNB to HNB
In case of femto to femto mobility, the HNBAP HNB Configuration Transfer will also inform the U-RNTI prefix along with other IP-Address details of the neighbour HNB.
Note: In order to support URA_PCH, the HNB-GW should also consider the uniqueness of prefix within the HNBs of same URA/overlapping URAs and, in addition, consider uniqueness if HNBs share the same macro cell coverage. With such solution, even though the URA Update is received after the UE moves across multiple HNBs or towards a macro cell, the source can be identified based on the prefix.
The target HNB obtains the U-RNTI prefix from the first n bits of the U-RNTI included in the Cell Update message. At this point, the target HNB can retrieve the context by routing the message towards the proper source HNB.
Note: If the Reselection is Inter-CSG, the Target HNB will have to trigger an Access Control procedure towards the CN.
Figure 6.1.1.2.2.11  below reports the message flow in case of CELL_FACH mobility across HNBs.
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1. RRC: Connection Setup

U-RNTI: GW-RNC-ID + HNB U-RNTI-prefix 

+ locally generated bits

2. RRC: Cell Update (U-RNTI)

HNB1 HNB2

3. HNB2 finds the right Iurh neighbor 

for the U-RNTI-prefix value received 

in the U-RNTI.

4. HNB2 triggers the context transfer 

from HNB1 (source HNB)

5. Context transfer

6. RRC: Cell Update Confirm 

(New U-RTNI: GW-RNC-ID + U-RNTI-prefix (HNB2) + Locally generate bits)


Figure 6.1.1.2.2.11: Solution 1e, Cell Update towards other HNB

Cell update HNB to Macro

Finally, in case of femto to macro mobility, if the Cell Update message contains S-RNTI corresponding to the HNB-GW, then the Iurh message which forwards the Cell Update from the RNC to the HNB-GW should also include the macro-cell-id from which the cell-update is received. The NB-GW will then use the U-RNTI-prefix (first n bits of the U-RNTI included in the Cell Update message from the RNC) and the macro-cell-id to find the proper source HNB to route the message to. At this point the source HNB and the (target) RNC can exchange the UE Context by means of the SRNS Relocation procedure.

The procedure then ends with the RNC sending a Cell Update Confirm to the UE. 

Note: In order to support URA_PCH, the U-RNTI prefix uniqueness needs to consider multiple macro-cells under the same URA/overlapping URAs. The mapping between macro cells and their URAs is done via OAM configuration.
The message flow of the femto to macro CELL_FACH mobility scenario for solution 1d is reported in Figure 6.1.1.2.2.12.
END OF TEXT PROPOSAL
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