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Agreements (already treated)
1) R3-121353 final in R3-121354 LS on Definition of LMU as Physical Node (To: RAN1, Cc: RAN2, RAN4) (Ericsson)
2) R3-121359 final in R3-1213 LS Response to RAN1 on LMU Location (To: RAN2, Cc: RAN1, RAN4) (TruePosition)
Revisions (CB)
CB the following tdocs need to be open and reviewed for agreement:
· R3-121351 “SRS Reset for UTDOA for RAN2” (TruePosition)
· R3-121352  LS to RAN2 “Capture SLm/LPPa functions” (TruePosition)
CB the following tdocs need to be provided as baseline to continue the review:
· R3-121355 update baseline for 36.xy0 (TruePosition)
· R3-121356 update baseline for 36.xy1  (TruePosition)
· R3-121357 update baseline for 36.xy2 (TruePosition)
· R3-121358 update baseline for 36.xy3 (TruePosition)
Postponed issues see Minutes
Minutes

	20.  Network-based positioning WI (RAN2-led)

WID: (target: RAN#56)

	Incoming LSs

	R3-120928
	LS response on UL positioning parameters (To: RAN2, RAN3, RAN4)
	LSin
Noted

	R3-120922
	LS on Uplink Positioning Reset Procedure (To: RAN3)
	LSin
Noted

	20.1.  Stage2 

	R3-120954
	SRS Reset for UTDOA for RAN2 (TruePosition)
	TP
SLm functions (1&4):

1) Stop, E-SMLC to MLU only, single UE measurement processing
2) UE SRS configuration Update 

Rewording of “Reset” and align text according to the agreement.

LPPa Capture in same tdoc the agreement on ABORD function for SRS resource and Idles cases

CB: R3-121351 Capture SLm/LPPa functions

The TP will be attached to revised LS response. 

RAN2 to provide the CR. 
CB: LS Response  in R3-121352

(if not agreement on Mobility provide feedback RAN3 is FFS) 

LPPa (proposal 1 &3)

- Comment in R3-121271



	R3-121271
	[DRAFT] Reply LS on Uplink Positioning Reset Procedure (To: RAN2)
	LSout
How to ABORD in E-SMLC base on 3 reasons (Mobility, Idle, SRS no resource available)?

Mobility case:

- Does MME is aware on on-going procedure?
- eNB may handle (send eCGI) ? X2 case?
Issue need to be fixed either the eNB or MME do not provide solution....
CB: on mobility, if any convergence ...

Idle case:

- MME is preferred for ABORD
- eNB may be tricky by lost of UE context

SRS resource no longer available:
-  eNB advices E-SMLC via LPPa

Does in Mobility MME has enough information to ABORD or Restart? Yes for Idle.
Noted

	R3-120955
	[DRAFT] LS Response to RAN2 on SRS Reset
	LSout
Noted

	R3-121327
	Text Proposal for Uplink Information Reset Procedure Stage-2 Description (Andrew Corp)
	Disc

	R3-121273
	On LMU Nodes in LTE (Ericsson)
	Appr

Response document in R3-121315
LMU defined has logical node

	R3-121274
	[DRAFT] LS on Definition of LMU as Physical Node (To: RAN1, Cc: RAN2, RAN4)
	LSout
- Remove “and making ...” 

- Remove “which is independent ...”

- Remove “Some deployment ...”

To RAN1

Rev in R3-121353 final in R3-121354

Agreed unseen



	R3-120961
	[DRAFT] LS Response to RAN1 on Physical Node Definition
	LSout
Noted

	R3-120962
	[DRAFT] LS Response to RAN1 on LMU Location
	LSout
Remove “being added .... “

Action to RAN1 (not RAN2)

Wording working on other aspect still on-going in RAN3.

CB: Rev in R3-121359 



	R3-121061
	Management Procedure for SLM interface (Andrew Corp)
	Disc
LMU capability and configuration?

LMU availability, immediate failure message response is also able to manage it
Complexity of management of the request in case of arability procedure?

Come back with CR next meeting with supporting companies...  

	20.2.  Stage3 

	20.2.1.  SLm General Aspects and Principles

	R3-120956
	Draft spec 36.xy0 SLm General Aspects and Principles (TruePosition)
	TP

Response document in R3-121312 (ALU)
From the Response document:

- not capture 4.1 put only the comment in parenthesis: “The overall architecture for UE positioning is described in TS 36.305 [2].  The E-UTRAN network based positioning architecture consists of a set of LMUs (either standalone LMU or eNB-integrated as described in TS 36.305 [2])…”
- capture all other change from the response tdoc

Other comment:

- Remove all section 5.5

- Add in 5.3 Capability as part of Setup:” application level data e.g. capability, needed”
- section 4.1 title rename to UTDOA instead of uplink

- section 5.3 replace “initialisation” by “reset” or check RAN2 text for better wording: review sentence “The initialization function … ” align with 36.xy3
- Need to clarify if “reset” removes the capability ala X2 ...
-

 Flag the open issue as FFS in the documents

CB: R3-121355 update baseline for 36.xy0

	20.2.2.  SLm Layer 1

	R3-120957
	Draft spec 36.xy1 SLm Layer 1 (TruePosition)
	TP
- 3. Typo double blank “and  the”

Flag the open issue as FFS in the documents

CB: R3-121356 update baseline for 36.xy1

	20.2.3.  SLm Signalling Transport

	R3-120958
	Draft spec 36.xy2 SLm Signaling Transport (TruePosition)
	TP
- clarify if there is a need to clarify if there is a need for different stream id per procedure type common and dedicated? Is there “dedicated UE procedure” on SLm? “UE Context”?
For port number TruePosition to contact IANA when the specification number will be allocated.
Flag the open issue as FFS in the documents

CB: R3-121357update baseline for 36.xy2

	20.2.4.  SLm AP

	R3-120959
	Draft Spec 36.xy3 SLM LMU Protocol (LMUP) (TruePosition)
	TP
- reference style is TS 36.abc [8] not [8]

- some IE has no criticality

- need correlation ID IE? Or MME ID?
-  Clarified transaction ID usage, is there any need of session Id?
- Remove LMU Availability

- Add  Abord

- Restart?
- Time to wait need to be checked (S1?)

- Rename initialise to Reset or SLm Setup? 
- check range in 9.2.4, 9.2.5

- check the typo in tabular “>tps” “> tps”
- Remove 7 “Provide an Initialize ....”

- 7. Align Initialize with Reset ... 

- 9 missing error indication

- 9.2.6 9.2.7 remove “pool area”

- 9.2.2 check the procedure code IE 

- remove criticality for all request message

- description of the conditional IE

- 9.2.9 refer to E-UTRAN LMU

Flag the open issue as FFS in the documents

CB: R3-121358 update baseline for 36.xy3

	20.2.5.  LPPa

	R3-120960
	Draft CR for LPPa for NBPS Support (TruePosition)
	CR (36.455, Rel-11, Cat. B)
- need correlation ID IE? Or MME ID?
- New Reference as [xx] not [9]

- 9.2.z remove?

- ASN.1

- - 9.2.X need clarification “Request”? check against stage2
Merge with R3-121060 for next meeting

	R3-121060
	Adding support for Uplink Positioning (Andrew Corp)
	CR (36.455, Rel-11, Cat. B)
Noted

	20.2.6.  Others

	20.3.  Others 
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