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1. Overall Description:

RAN3 has discussed enhancements to the LTE MRO algorithm to enable more precise detection of failure events in HetNet deployments. As part of this work, RAN3 concluded it would be beneficial to enable identification of the UE context in the last serving node, also in case of re-connection from idle. RAN3 would like to ask RAN2 to help to find the most optimal method for the context identification in that scenario. One option that RAN3 considered is adding C-RNTI of the UE in the last serving cell, possibly with other relevant information, to the RLF Report.
Also, RAN3 would like to exclude problems that are not related to UE mobility from the MRO detection. In order to do so, RAN3 has identified the possibility for the UE to include in the RLF report the triggers for the RLF: expiry of T310, MAC RA issue or UL RLC issue. RAN3 would like to ask RAN2 to evaluate feasibility and if it is beneficial to report such triggers.
2. Actions:

To RAN2 group.

ACTION:
RAN3 would like to kindly ask RAN2 to discuss the scenarios and problems described above, to possibly introduce appropriate changes in the relevant specification and to advice RAN3 on the solution.
3. Date of Next TSG-RAN3 Meetings:

TSG-RAN3 Meeting #77

13th – 17th August 2012
Qingdao, China.

TSG-RAN3 Meeting #77bis
8th – 12th October 2012

Lecce, Italy.
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