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1
Introduction
This paper provides TP for section 7 of 37.803 in order to capture agreements reached during RAN3#76.
2
Discussion
7
Conclusions and Recommendations

This chapter will capture conclusions, agreements and recommendations for further work.
UMTS topics

1)
Enhanced Mobility in CELL_FACH, CELL_PCH and URA_PCH
Solutions 1e and 2b are agreed to be considered for further specification work. RAN2 specific impact would still need to be elaborated for solution 2b.
2)
Macro to HNB Enhanced Hard Handover Mobility

Solution 1d is agreed to be considered for further specification work, i.e. membership verification (MV) is triggered by the target HNB while first accepting the UE according to its reported CSG membership status and later downgrading it if MV fails. This agreement does not apply to closed mode HNBs.
3)
Macro to HNB Soft Handover Mobility

SHO between a macro RNC and open/hybrid access HNB (both may either serve as SRNS or DRNS) is agreed to be feasible if care is taken concerning the involved HNBs. Such HNBs need to be deployed in a secure and operator controlled way (coordinated deployment). This agreement does not apply to closed HNBs. A number of aspects have been identified for interoperability between RNC and HNB. Their resolution is FFS.
4)
Legacy UE mobility

All the solutions in clause 6.1.3 are agreed to be feasible, unsolved FFSs are not regarded as showstoppers.


It is commonly understood that any of those options are not suitable for closed cells.
It is also commonly understood that options 1a, 1b and 1c would require modification of UTRAN interface signalling specifications. 
Solution 2c is feasible without standardization changes if OTD signatures can be maintained up to date. Otherwise, handover failures may occur.

It is commonly acknowledged that there is a tradeoff between handover failure and solution complexity.

3
Proposal
It is proposed on the additions to chapter 7 of 37.803 as proposed in section 2
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