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Successful Operation


[image: image1.wmf]S

RNC

   DRNC

RADIO LINK ADDITION REQUEST

RADIO LINK ADDITION RESPONSE


Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK ADDITION REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.

#Partially Omitted
[FDD – E-DCH:]

[FDD – If the RADIO LINK ADDITION REQUEST message contains the E-DCH RL Indication IE, set to “E-DCH”,in the RL Information IE, then for every such RL.]

-
[FDD – The DRNS shall setup the E-DCH resources as configured in the UE context.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then if the Transport Bearer Not Requested Indicator IE is not included for this E-DCH MAC-d flow, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.]

-
[FDD – The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for every E-DCH MAC-d flow being established for which the Transport Bearer Not Requested Indicator IE was not included.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to “Transport Bearer Shall not be Established” for an E-DCH MAC-d flow, then the DRNC shall not establish a transport bearer for the concerned E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to “Transport Bearer may not be Established” for an E-DCH MAC-d flow and:]

-
[FDD – if the DRNC establishes a transport bearer for the concerned E-DCH MAC-d flow, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the E-DCH MAC-d flow being established.]

-
[FDD – if the DRNC does not establish a transport bearer for the concerned E-DCH MAC-d flow, the DRNC shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – The DRNC may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK ADDITION RESPONSE message, for every RL indicated by the E-DCH RL Indication IE, set to “E-DCH”, in the RL Information IE.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD – If the DRNS has no valid data for the E-RGCH/E-HICH Channelisation Code IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK ADDITION RESPONSE message, then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE in the E-DCH FDD DL Control Channel Information IE, to indicate that the E-RGCH/E-HICH Channelisation Code IE contains invalid data.]
-
[FDD - If the UL URAFCN of the cell for this RL is equal to the secondary UL frequency of the UE in Dual Cell E-DCH operation, this RL should be considered as a non serving RL in the secondary frequency of the UE.]
[FDD – Serving E-DCH Radio Link Change:]

[FDD – If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:]
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