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* FIRST CHANGE *

9.2.1.81
MDT Configuration

The IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	

	CHOICE Area Scope of MDT
	M
	
	
	

	>Cell based
	
	
	
	

	>>Cell ID List for MDT
	
	1 to <maxnoofCellIDforMDT>
	
	

	>>>E-CGI
	M
	
	9.2.1.38
	

	>TA based
	
	
	
	

	>>TA List for MDT
	
	1 to <maxnoofTAforMDT>
	
	

	>>>TAC
	M
	
	9.2.3.7
	

	>PLMN Wide
	
	
	NULL
	

	CHOICE MDT Mode
	M
	
	
	

	>Immediate MDT
	
	
	
	

	>>Measurements to Activate
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [31]. 

First Bit = M1,

Second Bit= M2,

Third Bit = M3.

Other bits are reserved for future use and are ignored if received.

Value “1” indicates “activate” and value “0” indicates “do not activate”.

	>>Reporting Trigger MDT
	M
	
	ENUMERATED (periodic, A2event-triggered,, …)
	

	>>Threshold Event A2
	C-ifM1A2trigger
	
	
	Included in case of event-triggered reporting for measurement M1

	>>>CHOICE Threshold
	M
	
	
	

	>>>>RSRP
	
	
	
	

	>>>>>Threshold RSRP
	M
	
	INTEGER (0..97)
	This IE is defined in TS 36.331 [16].

	>>>>RSRQ
	
	
	
	

	>>>>>Threshold RSRQ
	M
	
	INTEGER (0..34)
	This IE is defined in TS 36.331 [16].

	>>Periodic reporting MDT
	C-ifperiodicMDT
	
	
	Included in case of periodic reporting.

	>>>Report interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, , min1, min6, min12, min30, min60)
	This IE is defined in TS 36.331 [16].

	>>>Report amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports.

	      >>Reporting Trigger MDT M3
	M
	
	ENUMERATED (periodic, threshold-triggered, UE-measurement-triggered, …)
	

	      >>Threshold RIP
	C-ifM3trigger
	
	INTEGER (0..34)
	Included in case of event-triggered reporting for measurement M3

	      >>Periodic reporting MDT
	C-ifperiodicMDTM3
	
	
	Included in case of periodic reporting.

	 >>>Report interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, , min1, min6, min12, min30, min60)
	This IE is defined in TS 36.331 [16].

	 >>>Report amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports.

	>Logged MDT
	
	
	
	

	>>Logging interval
	M
	
	ENUMERATED (1.28, 2,56, 5.12,10.24,20.48, 30.72, 40.96 and 61.44)
	This IE is defined in TS 36.331 [16]. Unit: [second]

	>>Logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90 and 120)
	This IE is defined in TS 36.331 [16]. Unit: [minute]


	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.


	Condition
	Explanation

	ifM1A2trigger
	This IE shall be present if the Measurements to Activate IE has the first bit set to “1” and the Reporting Trigger IE is set to “A2event-triggered”.

	ifperiodicMDT
	This IE shall be present if the Reporting Trigger IE is set to “periodic”.

	ifM3A3trigger
	This IE shall be present if the Measurements to Activate IE has the third bit set to “1” and the Reporting Trigger MDT M3 IE is set to “A3event-triggered”.

	ifperiodicMDTM3
	This IE shall be present if the Reporting Trigger MDT M3 IE is set to “periodic”.


* END OF CHANGE *

* SECOND CHANGE *

ImmediateMDT ::= SEQUENCE { 


measurementsToActivate

MeasurementsToActivate,


reportingTriggerMDT


ReportingTriggerMDT,


thresholdeventA2


ThresholdEventA2



OPTIONAL,

-- Included in case of event-triggered reporting for measurement M1


periodicReportingMDT

PeriodicReportingMDT


OPTIONAL,

-- Included in case of periodic reporting

reportingTriggerMDTM3

ReportingTriggerMDTM3,


thresholdRIP


    Threshold-RIP



OPTIONAL,
-- Included in case of event-triggered reporting for measurement M3


periodicReportingMDTM3

PeriodicReportingMDT


OPTIONAL,

-- Included in case of periodic reporting for measurement M3

iE-Extensions



ProtocolExtensionContainer { { ImmediateMDT-ExtIEs} } OPTIONAL,


...

}

ReportingTriggerMDTM3 ::= ENUMERATED{


periodic,


thresholdtriggered,


uemeasurementtriggered,


...

}
Threshold-RIP ::= INTEGER(0..97)

* END OF CHANGE *
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