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B.1.1
SON Transfer Application Identity

This IE indicates the application identity within the SON Transfer application.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SON Transfer Application Identity
	M
	
	ENUMERATED

(Cell Load Reporting, 

…, Multi-Cell Load Reporting, Event-Triggered Cell Load Reporting, HO Reporting, E-UTRAN Cell Activation)
	The receiving RAN node shall discard any RAN-INFORMATION-REQUEST/Multiple Report PDU containing this IE with value set to “Cell Load Reporting”, "Multi-Cell Load Reporting", “HO Reporting” or "E-UTRAN Cell Activation".


B.1.2
SON Transfer Request Container

This container transfers request information for the SON Transfer application.

NOTE:
The length of the SON Transfer Request Container IE shall remain compatible with the maximum message size on the Gb interface, this maximum size being determined depending on the lower layers used on the interface and on their configuration, a typical (default) limitation being 1600 octets for a Frame Relay sub-network as stated in TS 48.016 [30].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Transfer Application
	M
	
	
	

	>Cell Load Reporting
	
	
	NULL
	

	>Multi-Cell Load Reporting
	
	
	
	

	>>Multi-Cell Load Reporting Request
	M
	
	B.1.7
	

	>Event-Triggered Cell Load Reporting
	
	
	
	

	>>Event-Triggered Cell Load Reporting Request
	M
	
	B.1.11
	

	>HO Reporting
	
	
	
	

	>>HO Report
	M
	
	B.1.13
	

	> E-UTRAN Cell Activation
	
	
	
	

	>> E-UTRAN Cell Activation Request
	M
	
	B.1.X1
	


B.1.3
SON Transfer Response Container

This container transfers response information for the SON Transfer application.

NOTE:
The length of the SON Transfer Response Container IE shall remain compatible with the maximum message size on the Gb interface, this maximum size being determined depending on the lower layers used on the interface and on their configuration, a typical (default) limitation being 1600 octets for a Frame Relay sub-network as stated in TS 48.016 [30].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Transfer Application
	M
	
	
	

	>Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Response
	M
	
	B.1.5
	

	>Multi-Cell Load Reporting
	
	
	
	

	>>Multi-Cell Load Reporting Response
	M
	
	B.1.9
	

	>Event-Triggered Cell Load Reporting
	
	
	
	

	>>Event-triggered Cell Load Reporting Response
	M
	
	B.1.12
	

	>HO Reporting
	
	
	NULL
	

	> E-UTRAN Cell Activation
	
	
	
	

	>> E-UTRAN Cell Activation Response
	M
	
	B.1.X2
	


B.1.4
SON Transfer Cause

This container indicates the cause why the Application Error Container IE for the SON Transfer application defined in TS 48.018 [18] is sent.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Transfer Application
	M
	
	
	

	>Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Cause
	M
	
	B.1.10
	

	>Multi-Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Cause
	M
	
	B.1.10
	

	>Event-Triggered Cell Load Reporting
	
	
	
	

	>>Cell Load Reporting Cause
	M
	
	B.1.10
	

	>HO Reporting
	
	
	
	

	>>HO Reporting Cause
	M
	
	ENUMERATED 

(Application Container Syntax Error,

Inconsistent Reporting Cell Identifier,

Unspecified,

…)
	

	> E-UTRAN Cell Activation
	
	
	
	

	>> E-UTRAN Cell Activation Cause
	M
	
	ENUMERATED 

(Application Container Syntax Error,

Inconsistent Reporting Cell Identifier,

Unspecified, 
…)
	


	HO Reporting Cause
	Meaning

	Application Container Syntax Error
	The Application Container IE is syntactically incorrect.

	Inconsistent Reporting Cell Identifier
	- In case the reporting RAT is GERAN: the Reporting Cell Identifier in the Application Container IE does not match with the Destination Cell Identifier IE value (in the case of a RAN-INFORMATION-REQUEST PDU) or with the Source Cell Identifier IE value (in the case of a RAN-INFORMATION PDU) of the RIM header.

- In case the reporting RAT is UTRAN or E-UTRAN: the cell identified by Reporting Cell Identifier in the Application Container IE is unknown in the RNC (UTRAN case) or in the eNodeB (E-UTRAN case) identified by the Destination Cell Identifier IE value in the RAN-INFORMATION-REQUEST PDU.

	Unspecified
	Sent when none of the above cause values applies


	E-UTRAN Cell Activation Cause
	Meaning

	Application Container Syntax Error
	The Application Container IE is syntactically incorrect.

	Inconsistent Reporting Cell Identifier
	The cell identified by Reporting Cell Identifier in the Application Container IE is unknown in the eNodeB identified by the Destination Cell Identifier IE value in the RAN-INFORMATION-REQUEST PDU.

	Unspecified
	Sent when none of the above cause values applies


B.1.X1
E-UTRAN Cell Activation Request

This IE is sent by an RNC or a BSC to an eNB to request a previously switched-off cell/s to be re-activated.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Served Cells To Activate
	
	1 to <maxCellineNB >
	
	One of the cell IDs contained in this list shall be copied in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUESTresponse Application Container for SON Transfer (TS 48.018).

	>E-UTRAN CGI
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


B.1.X2
E-UTRAN Cell Activation Response
This IE is sent by an eNB to an RNC or a BSC to indicate activated cell(s).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Activated Cell List
	
	0 to <maxCellineNB>
	
	

	>E-UTRAN CGI
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


B.2
ASN.1 definition

-- **************************************************************

--

-- IE definitions for the SON Transfer application
-- The IEs in this ASN.1 module shall be defined and encoded

-- using the same rules as applicable for the S1AP-IEs module.

-- 

-- **************************************************************

SonTransfer-IEs

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

--

-- Generic IEs for the SON Transfer application

--

SONtransferApplicationIdentity ::= ENUMERATED {


cell-load-reporting,


...,


multi-cell-load-reporting,


event-triggered-cell-load-reporting,


ho-reporting,


e-utran-cell-activation
}

SONtransferRequestContainer ::= CHOICE{


cellLoadReporting




NULL,


...,


multiCellLoadReporting



MultiCellLoadReportingRequest,


eventTriggeredCellLoadReporting

EventTriggeredCellLoadReportingRequest,


hOReporting






HOReport,


eUTRANCellActivation



EUTRANCellActivationRequest
}

SONtransferResponseContainer ::= CHOICE{


cellLoadReporting




CellLoadReportingResponse,


...,


multiCellLoadReporting



MultiCellLoadReportingResponse,


eventTriggeredCellLoadReporting

EventTriggeredCellLoadReportingResponse,


hOReporting






NULL,


eUTRANCellActivation



EUTRANCellActivationResponse
}

SONtransferCause ::= CHOICE {


cellLoadReporting




CellLoadReportingCause,


...,


multiCellLoadReporting



CellLoadReportingCause,


eventTriggeredCellLoadReporting

CellLoadReportingCause,


hOReporting






HOReportingCause,


eUTRANCellActivation



EUTRANCellActivationCause
}

CellLoadReportingCause ::= ENUMERATED {


application-container-syntax-error,


inconsistent-reporting-cell-identifier,


unspecified,


...

}

HOReportingCause ::= ENUMERATED {


application-container-syntax-error,


inconsistent-reporting-cell-identifier,


unspecified,


...

}

EUTRANCellActivationCause ::= ENUMERATED {


application-container-syntax-error,


inconsistent-reporting-cell-identifier,


unspecified,


...

}

--

-- IEs for Cell Load Reporting application

--

CellLoadReportingResponse::= CHOICE{


eUTRAN


EUTRANcellLoadReportingResponse,


uTRAN


OCTET STRING,


gERAN


OCTET STRING,


...

}

CompositeAvailableCapacityGroup ::= OCTET STRING

EUTRANcellLoadReportingResponse ::= SEQUENCE {


compositeAvailableCapacityGroup




CompositeAvailableCapacityGroup,


...

}

--

-- IEs for Multi-Cell Load Reporting application

--

EUTRANResponse::= SEQUENCE {


cell-ID


OCTET STRING,


eUTRANcellLoadReportingResponse


EUTRANcellLoadReportingResponse,


...

}

IRAT-Cell-ID ::= CHOICE{


eUTRAN


OCTET STRING,


uTRAN


OCTET STRING,


gERAN


OCTET STRING,


...

}

RequestedCellList ::= SEQUENCE (SIZE(1.. maxIRATReportingCells)) OF IRAT-Cell-ID

MultiCellLoadReportingRequest::= SEQUENCE {


requestedCellList




RequestedCellList,


...

}

ReportingCellList-Item ::= SEQUENCE {


cell-ID







IRAT-Cell-ID,


...

}

ReportingCellList ::= SEQUENCE (SIZE(1.. maxIRATReportingCells)) OF ReportingCellList-Item

MultiCellLoadReportingResponse ::= SEQUENCE (SIZE(1.. maxIRATReportingCells)) OF MultiCellLoadReportingResponse-Item

MultiCellLoadReportingResponse-Item ::= CHOICE{ 


eUTRANResponse









EUTRANResponse,


uTRANResponse









OCTET STRING,


gERANResponse









OCTET STRING,


...

}

--

-- IEs for Event-triggered Cell Load Reporting application

--

NumberOfMeasurementReportingLevels ::= ENUMERATED {


rl2,


rl3,


rl4,


rl5,


rl10,


...

}

EventTriggeredCellLoadReportingRequest ::= SEQUENCE {


numberOfMeasurementReportingLevels

NumberOfMeasurementReportingLevels,


...

}

OverloadFlag ::= ENUMERATED {


overload,


...

}

EventTriggeredCellLoadReportingResponse ::= SEQUENCE {


cellLoadReportingResponse



CellLoadReportingResponse,


overloadFlag






OverloadFlag





OPTIONAL,


...

}

--

-- IEs for HO Reporting application

--

HOReport::= SEQUENCE {


hoType




HoType,


hoReportType


HoReportType,


hosourceID



IRAT-Cell-ID,


hoTargetID



IRAT-Cell-ID,


candidateCellList

CandidateCellList,


...

}

HoType ::= ENUMERATED {


ltetoutran,


ltetogeran,


...

}

HoReportType ::= ENUMERATED {


unnecessaryhotoanotherrat,


...

}

CandidateCellList ::= SEQUENCE (SIZE(1..maxnoofcandidateCells)) OF IRAT-Cell-ID

--

-- IEs for E-UTRAN Cell Activation application

--

ServedCellsToActivateItem ::= SEQUENCE {

eUTRAN-cell-ID




OCTET STRING,


...

}
ServedCellsToActivate ::= SEQUENCE (SIZE(1.. maxCellineNB)) OF ServedCellsToActivateItem
EUTRANCellActivationRequest::= SEQUENCE {


servedCellsToActivate


ServedCellsToActivate,


...

}

ActivatedCellListItem::= SEQUENCE {

eUTRAN-cell-ID




OCTET STRING,


...

}
ActivatedCellList ::= SEQUENCE (SIZE(0.. maxCellineNB)) OF ActivatedCellListItem
EUTRANCellActivationResponse::= SEQUENCE {


activatedCellList



ActivatedCellList,


...

}

-- **************************************************************

--

-- Constants

--

-- **************************************************************

maxIRATReportingCells





INTEGER ::= 128

-- Value is FFS
maxnoofcandidateCells





INTEGER ::= 16
maxCellineNB                                INTEGER
::= 256

END
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