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Discussion
1 Summary of main points during offline MDT discussion
The offline discussion had participation from Mediatek, Alcatel-Lucent, TeliaSonera, Samsung, Huawei, Intel, CATT, ZTE and Nokia Siemens Networks. The below summarises questions raised and tentative agreements made. 

Agreements:

1. For Rel-11, when the MME provides a User Consent to the eNB, it shall also provide an MDT PLMN List. 

2.  When the MME or a source eNB doesn't provide MDT PLMN List to the eNB, the Rel-11 eNB behaves like Rel-10.

3. For signalling based immediate MDT the MDT PLMN List applies only if the MDT Area Scope is "PLMN Wide". This was already agreed by RAN2 for management based and signalling based logged MDT.

4. The MDT configuration is passed during X2 HO to a "friendly PLMN", i.e. a PLMN within the MDT PLMN List.

Open issues:

- The case of S1 or X2 mobility to "non-friendly PLMN", e.g. the PLMN id is not in the MDT PLMN list, is FFS.

- The MDT PLMN List and User Consent are part of the UE Context.

- Need to check that the agreements are applicable to UTRAN.

Questions:

Q1) Is MDT PLMN list dynamic, i.e. updated during connected mode e.g. when the ePLMN list is changed? [May be a question for vendors]

Q2) Will any user change of his/her User Consent be propagated to the eNB while the UE is in connected mode? 

Q3) What is the content / size of the list (subset of ePLMN?)? [May be a question for operators]

Q4) Options for forwarding in case of X2 HO:

Proposal 1. Pass list always. Block user consent at PLMN border change.

Proposal 2. Block everything if the target is not in the MDT PLMN list.

Proposal 3. Pass list + user consent always.

Proposal 4. Block the list, but pass the user consent.

Q5) Propagation of signalling based immediate MDT at PLMN HO?

- extend MDT area scope to support multi-PLMN?

- use the entire MDT PLMN List when choice is "PLMN Wide"?

- use a different MDT PLMN List when choice is "PLMN Wide"? 

Q6) Should the MDT PLMN List be provided by the MME to the eNB (e.g. during Initial Context Setup or S1 HO) when there is no user consent for the serving PLMN? Same principle to be used for X2?

Note:

For management based logged MDT, it seems that we need to signal to the UE the intersection of the OAM requested Area Scope and the MDT PLMN List provided  by the MME. For management based immediate MDT it doesn't matter, because the scope is limited to the eNB.



























































































































































































