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Based on R3-121184, it was agreed to Allow MF-HSDPA Inter-RNC operation
Come backs
R3-12xxxx, on SRVCC from UTRAN/GERAN to E-UTRAN/HSPA (Huawei)
R3-121372, HSDPA multipoint transmission (NSN)

R3-121366, Some corrections for UL CLTD (Huawei, Nokia Siemens Networks, Qualcomm Incorporated), CR1935r1 25.433, Rel-11, Cat. F

R3-121367, Some corrections for UL CLTD (Huawei, Nokia Siemens Networks, Qualcomm Incorporated), CR1741r1 25.423, Rel-11, Cat. F
R3-121345, Non-contiguous multi-carrier HSDPA operation (Ericsson), CR1948r1 25.433, Rel-11, Cat. B
R3-121346, Non-contiguous multi-carrier HSDPA operation (Ericsson), CR1752r1 25.423, Rel-11, Cat. B
Minutes
	14.  HSPA R11 topics

	14.1.  SRVCC from UTRAN/GERAN to E-UTRAN/HSPA WI
WID: RP-111334 (target: Sep.) 

	R3-120929
	LS response on notification of SGSN info for rSRVCC/Reverse SRVCC from UTRAN/GERAN to E-UTRAN/HSPA (To: RAN3, GERAN2, CT1; Cc: RAN2)
	LSin
SA2 prefer to have NAS based solution for providing Serving PS node information to the MSC
Noted.

	R3-120930
	LS response on notification of IP/Ports and codec for rSRVCC (To: RAN3, GERAN2, RAN2; Cc: SA3, CT4)
	LSin
Noted.

	R3-121325
	LS on contents of Handover Required message for rSRVCC (To: SA2; Cc: RAN3, RAN2)
	LSin
1st question from GERAN appears to be related to RAN3 work, but let's wait for the SA2 reply.

Noted.

	R3-121002
	Discussion on notification of IP/Ports and codec for rSRVCC (Huawei)
	Appr
2 solutions proposed, wait for RAN2 discussions.

Noted.

	R3-121284
	RAN3 Impacts Analysis on rSRVCC (Ericsson)
	Appr
Introduce a new RRC message “INTRA-UTRAN HANDOVER COMMAND”. Wait for the RAN2 discussion and come back. 

Noted.

	R3-121003
	RAN impacts of using non-DTM handover procedure (Huawei)
	Appr
On proposal 2, “copy” the solution we already have for SRVCC (instead of “hard coding” the value). 

 - Iu Relase on the source side like normal relocation case?

Noted

	R3-121004
	Introduction of the rSRVCC Function (Huawei)
	CR (25.413, Rel-11, Cat. B)
Noted. Continue discussion on the CR offline.

	- “IP address/codec” is sent by MSC to source RNC, by adding a new IE in the existing RANAP message RELOCATION COMMAND.

Wait for the RAN2 discussion on the other parts and come back. CB: R3-12xxxx (Huawei):

	14.2.  HSDPA multipoint transmission WI (RAN2) 

Note agreed way forward in R3-120836. (target: Sep.)

	R3-120927
	LS on the RAN1 agreements on HSDPA Multiflow (To: RAN2, RAN3)
	LSin
Noted.

	R3-121090
	Further considerations on Multiflow impact (Nokia Siemens Networks)
	Disc
 - in proposal 2c, meaning of the Time Difference clarified.

Noted.

	R3-121091
	Control plane enhancements for Multiflow (Nokia Siemens Networks)
	Disc
Noted.

	R3-121092
	Introduction of Multiflow in TS 25.433 (Nokia Siemens Networks)
	CR (25.433, Rel-11, Cat. B)
Updates presented. Noted.

	R3-121183
	Optimizing RLC RESET for Inter-NodeB MF-HSDPA (Qualcomm Incorporated)
	Appr
Noted.

	R3-121184
	On Inter-RNC MF-HSDPA (Qualcomm Incorporated)
	Appr
Agreed to Allow MF-HSDPA Inter-RNC operation.

	R3-121285
	Supporting Multiflow Operation (Ericsson)
	CR (25.433, Rel-11, Cat. B)
Noted.

	R3-121286
	Proposals on introduction of Multiflow Operation (Ericsson)
	Appr
Noted.

	R3-121287
	Supporting Multiflow Operation (Ericsson)
	CR (25.435, Rel-11, Cat. B)
Noted.

	R3-121005
	Issue on multiflow data transmission (Huawei)
	Appr

	Documents where presented, allowing questions for clarification. 

An offline session will be arranged with interested companies where the purpose is to progress the topic and try to agree on a “way forward” paper. 

CB: R3-121372 (NSN)

	14.3.  Further enhancements to CELL_FACH (RAN2) (target: June)

	R3-121006
	Discussion on Iub Flow Control impact with second DRX (Huawei)
	Appr
 -propose to introduce Flow Control in 25.435 due to the extended DRX. 

 - what is the difference compared to the cell PCH case (to motivate the introduction of flow control)?
Noted.

	R3-121007
	RAN3 impacts on standalone HS-DPCCH (Huawei)
	Appr
 - proposal 2 clarified to be related to the capability of the SRNC and UE and NodeB 

 - proposal 3 clarified that it is not the SRNC that activates the HS-DPCCH.

 - The timer in proposal 4 still discussed in RAN2?

Proposal 1 agreed.

Noted.

	R3-121008
	Analysis on common E-DCH resources adjustment for CELL_FACH (Huawei)
	Appr
 - How is the UE notified about the adjusted value, and will this happen often?

 - what is the action based on the denial? There are several options 

 - any need for an indication that a non optimal configuration is used?

Noted. 

	R3-121009
	RAN3 Impacts on Fall-back to R99 PRACH (Huawei)
	Appr
 - question on the need for the on/off indication?

 - still appears to be RAN2 discussion
Noted.

	R3-121326
	Considerations on standalone HS-DPCCH (NSN)
	Disc
Noted

	

	14.4.  Others 

	HSPA_UL_TxDiv-CL-Core (Target: June)

	R3-120946
	Some corrections for UL CLTD (Huawei, Nokia Siemens Networks, Qualcomm Incorporated )
	CR (25.433, Rel-11, Cat. F)

Agreed in principle in RAN3#75bis, but will be revised due to the discussion of R3-121172.

CB: revision in R3-121366

	R3-120947
	Some corrections for UL CLTD (Huawei, Nokia Siemens Networks, Qualcomm Incorporated )
	CR (25.423, Rel-11, Cat. F)

Agreed in principle in RAN3#75bis, but will be revised due to the discussion of R3-121172.

CB: revision in R3-121367

	R3-121172
	Discussion on F-TPICH configuration of the serving RL set for UL CLTD (ZTE)
	Disc
During the discussion it was agreed to clarify the action in the NodeB for the RL that are not part of the active set (since the CRs any how need to be updated. 

Also agreed to look at the text for the “softer” HO case.

Detailed text to be agreed offline. 

	

	4Tx_HSDPA-Core (Target: Sep.)

	R3-120998
	RAN3 impacts for 4-branch MIMO (Huawei)
	Appr
 - only need to have a 4 branch MIMO capability (for proposal 1)

Proposal 2 and Proposal 3 agreed.
Noted.

	R3-121288
	Supporting 4 branch MIMO Cell Capability (Ericsson)
	CR (25.423, Rel-11, Cat. B)
 - define the unused values for the 3 bits

Noted

	R3-121289
	Supporting 4 branch MIMO Cell Capability (Ericsson)
	CR (25.433, Rel-11, Cat. B)

	R3-121290
	Introduce the new common pilots in 4 branch MIMO (Ericsson)
	Appr
 - clarified that a separate indicator should be used for the 5 or more case. 

Proposal agreed as baseline for CRs for next meeting. 

Noted.

	

	NC_4C_HSDPA-Core (Target: June)

	R3-121291
	Non-contiguous multi-carrier HSDPA operation (Ericsson)
	CR (25.423, Rel-11, Cat. B)
 - commented that should be separate capability bit for the non-adjacent. 

Agreed to revise the CRs and add a separate capability. 

CB: revision in R3-121346

	R3-121292
	Non-contiguous multi-carrier HSDPA operation (Ericsson)
	CR (25.433, Rel-11, Cat. B)
 -Same comments as for the 25.423 CR.

CB: revision in R3-121345

	RAN4 are preparing CRs for June.


