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1. Introduction
R3-112821[1] which analyzes the essential functions mobile relay should support irrespective of specific architecture was discussed in previous RAN3 meeting. This contribution summarizes the text proposal on the mobile relay functions and proposes to capture it into TR.
2. Text proposal for mobile relay functions
-----------------------------------------------Text proposals start------------------------------------------------------
5.2
Mobile relay
For the high speed train scenario, mobile relays are base stations/access points mounted on the vehicles. The mobile relay is connected wirelessly to one or more Donor eNB (DeNB) on the terrestrial wireless network via the Un radio interface. The mobile relay provides wireless connectivity service to end users inside the vehicle. In addition to the eNB functionality, mobile relays support a subset of the UE functionality to provide the connection with the DeNB. 
5.2.1
Functions
From a specification point of view, functionalities defined for fixed relays in Rel-10 also apply to mobile relays. Mobile relays will not limit existing procedures and network functionality, unless explicitly specified. 

Mobile relays may support multi-RAT functionalities. This means an LTE Un provides the backhaul link, while different air interface technologies, e.g.  LTE/3G/2G/WiFi, may be supported on the access link.

Mobile relays  continues to provide uninterrupted connectivity for the user plane and control plane of the served UEs to their respective core network nodes, when the Un connection is changed to different DeNBs as the mobile relay moves through the coverage of the network. 
-------------------------------------------------Text proposals end------------------------------------------------------
3. Conclusion
This contribution discusses the mobile relay functions. It’s proposed to discuss the text proposals on mobile relay functions based on section 2 and finally capture it in the TR36.836 section 5.2.
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