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-------------------------------------------------------------Start of change-----------------------------------------------------------------
8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an eNB for an incoming handover.

The procedure uses UE-associated signalling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source eNB initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. When the source eNB sends the HANDOVER REQUEST message, it shall start the timer TRELOCprep. 

The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
The source eNB may include in the GUMMEI IE any GUMMEI corresponding to the source MME node.

If at least one of the requested non-GBR E-RABs is admitted to the cell indicated by the Target Cell ID IE, the target eNB shall reserve necessary resources, and send the HANDOVER REQUEST ACKNOWLEDGE message back to the source eNB. The target eNB shall include the E-RABs for which resources have been prepared at the target cell in the E-RABs Admitted List IE. The target eNB shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.

At reception of the HANDOVER REQUEST message the target eNB shall:
-
prepare the configuration of the AS security relation between the UE and the target eNB by using the information in the UE Security Capabilities IE and the AS Security Information IE in the UE Context Information IE.
For each E-RAB for which the source eNB proposes to do forwarding of downlink data, the source eNB shall include the DL Forwarding IE within the E-RABs To be Setup Item IE of the HANDOVER REQUEST message. For each E-RAB that it has decided to admit, the target eNB may include the DL GTP Tunnel Endpoint IE within the E-RABs Admitted Item IE of the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. This GTP tunnel endpoint may be different from the corresponding GTP TEID IE in the E-RAB To Be Switched in Downlink List IE of the PATH SWITCH REQUEST message (see TS 36.413 [4]) depending on implementation choice.

For each bearer in the E-RABs Admitted List IE, the target eNB may include the UL GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer.

Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message the source eNB shall stop the timer TRELOCprep, start the timer TX2RELOCoverall and terminate the Handover Preparation procedure. The source eNB is then defined to have a Prepared Handover for that X2 UE-associated signalling.

If the Trace Activation IE is included in the HANDOVER REQUEST message then the target eNB shall, if supported, initiate the requested trace function as described in TS 32.422 [6]. In particular, the target eNB shall, if supported:

-
if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [6];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace” initiate the requested trace session and MDT session as described in TS 32.422 [6];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT Only” initiate the requested MDT session as described in TS 32.422 [6] and the target eNB shall ignore Interfaces To Trace IE, and Trace Depth IE. 

If the Management Based MDT Allowed IE is contained in the HANDOVER REQUEST message, the target eNB shall, if supported, store the received information in the UE context, and use this information to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [6].

The source eNB shall, if supported, include the Management Based MDT Allowed IE, if this information is available in the UE context, in the HANDOVER REQUEST message, except if the source eNB selects a serving PLMN in the target eNB different from the serving PLMN in the source eNB.

If the Handover Restriction List IE is

-
contained in the HANDOVER REQUEST message, the target eNB shall store the information received in the Handover Restriction List IE in the UE context and the target eNB shall use this information to determine a target for the UE during subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, except when one of the E-RABs has a particular ARP value (TS 23.401 [12]) in which case the information shall not apply.

-
not contained in the HANDOVER REQUEST message, the target eNB shall consider that no roaming, no area and no access restriction applies to the UE.

If the Location Reporting Information IE is included in the HANDOVER REQUEST message then the target eNB should initiate the requested location reporting functionality as defined in TS 36.413 [4].

If the SRVCC Operation Possible IE is included in the HANDOVER REQUEST message, the target eNB shall store the content of such IE in the UE context and use it as defined in TS 23.216 [20].
If the UE Security Capabilities IE included in the HANDOVER REQUEST message only contains the EIA0 algorithm as defined in TS 33.401 [18] and if this EIA0 algorithm is defined in the configured list of allowed integrity protection algorithms in the eNB (TS 33.401 [18]), the eNB shall take it into use and ignore the keys received in the AS Security Information IE.
The HANDOVER REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE, if available.

If the Subscriber Profile ID for RAT/Frequency priority IE is contained in the HANDOVER REQUEST message, the target eNB shall store this information and the target eNB should use the information as defined in TS 36.300 [15].
Upon reception of UE History Information IE in the HANDOVER REQUEST message, the target eNB shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
If the Context ID IE is contained in the HANDOVER REQUEST message, the target eNB shall store this information and transfer it back to the source eNB as defined in 8.3.10.
	                                                           Start of the 2nd Change


8.3.10
Handover Report

8.3.10.1
General

The purpose of the Handover Report procedure is to transfer mobility related information between eNBs controlling neighbouring cells.  

The procedure uses non UE-associated signalling.

8.3.10.2
Successful Operation
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Figure 8.3.10.2-1: Handover Report, successful operation 

An eNB initiates the procedure by sending an HANDOVER REPORT message to another eNB controlling neighbouring cells. By sending the message eNB1 indicates to eNB2 that, following a successful handover from a cell of eNB2 to a cell of eNB1, a radio link failure occurred and the UE attempted RRC Re-establishment either at the original cell of eNB2 (Handover Too Early), or at another cell (Handover to Wrong Cell). The detection of Handover Too Early and Handover to Wrong Cell events is made according to TS 36.300 [15].

The report contains the source and target cells, and cause of the handover. If the Handover Report Type IE is set to "HO to wrong cell", then the Re-establishment cell ECGI IE shall be included in the HANDOVER REPORT message.
If the Context ID IE is included in the message, the receiver should use this IE to make context identification.

The UE RLF Report container IE should be included in the HANDOVER REPORT message, if available.
	                                                           Start of the 3rd Change


9.1.1.1
HANDOVER REQUEST

This message is sent by the source eNB to the target eNB to request the preparation of resources for a handover.

Direction: source eNB (  target eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the source eNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Target Cell ID
	M
	
	ECGI 

9.2.14
	
	YES
	reject

	GUMMEI
	M
	
	9.2.16
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>MME UE S1AP ID
	M
	
	INTEGER (0..232 -1)
	MME UE S1AP ID allocated at the MME
	–
	–

	>UE Security Capabilities
	M
	
	9.2.29
	
	–
	–

	>AS Security Information
	M
	
	9.2.30
	
	–
	–

	>UE Aggregate Maximum Bit Rate
	M
	
	9.2.12
	
	–
	–

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	–
	–

	>E-RABs To Be Setup List
	
	1
	
	
	–
	–

	>>E-RABs To Be Setup Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>RRC Context
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of TS 36.331 [9]. 
	–
	–

	>Handover Restriction List
	O
	
	9.2.3
	
	–
	–

	>Location Reporting Information
	O
	
	9.2.21
	Includes the necessary parameters for location reporting
	–
	–

	>Management Based MDT Allowed
	O
	
	9.2.59
	
	YES
	ignore

	UE History Information
	M
	
	9.2.38
	Same definition as in TS 36.413 [4]. 
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.33
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.52
	
	YES
	reject

	Context ID
	O
	
	9.2.X
	
	YES
	ignore


	                                                           Start of the 4thChange


9.1.2.19
HANDOVER REPORT
This message is sent by the eNB1 to report a handover failure event.

Direction: eNB1 ( eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Handover Report Type
	M
	
	ENUMERATED (HO too early, HO to wrong cell, …)
	
	YES
	ignore

	Handover Cause
	M
	
	9.2.6
	Indicates handover cause employed for handover from eNB2 to eNB1
	YES
	ignore

	Source cell ECGI
	M
	
	ECGI

9.2.14
	ECGI of source cell for handover procedure (in eNB2)
	YES
	ignore

	Failure cell ECGI
	M
	
	ECGI 

9.2.14
	ECGI of target (eventual failure) cell for handover procedure (in eNB1)
	YES
	ignore

	Re-establishment cell ECGI
	C-

ifHandoverReportType HoToWrongCell
	
	ECGI 

9.2.14
	ECGI of cell where UE attempted re-establishment
	YES
	ignore

	Context ID
	O
	
	9.2.X
	
	YES
	ignore

	UE RLF Report container
	O
	
	OCTET STRING
	RLF Report contained in the UEInformationResponse message (TS 36.331 [9])
	
	


	                                                           Start of the 5th Change


9.2.X  Context ID

The Context ID IE is used to make context identification for mobility related problem detction.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Context ID
	M
	
	BIT STRING (SIZE (16))
	C-RNTI or another ID used to make context identification
	-
	-


	                                                           Start of the 6th Change


9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

…..

FROM X2AP-Constants;

-- **************************************************************

--

-- HANDOVER REQUEST

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverRequest-IEs}},


...

}

HandoverRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID




PRESENCE mandatory }|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause





PRESENCE mandatory }|


{ ID id-TargetCell-ID




CRITICALITY reject
TYPE ECGI





PRESENCE mandatory }|


{ ID id-GUMMEI-ID





CRITICALITY reject
TYPE GUMMEI





PRESENCE mandatory }|


{ ID id-UE-ContextInformation


CRITICALITY reject
TYPE UE-ContextInformation

PRESENCE mandatory }|


{ ID id-UE-HistoryInformation


CRITICALITY ignore
TYPE UE-HistoryInformation

PRESENCE mandatory }|


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation


PRESENCE optional}|


{ ID id-SRVCCOperationPossible


CRITICALITY ignore
TYPE SRVCCOperationPossible

PRESENCE optional}|


{ ID id-CSGMembershipStatus



CRITICALITY reject
TYPE CSGMembershipStatus

PRESENCE optional}|

{ ID id-Context-ID



CRITICALITY ignore
TYPE Context-ID



PRESENCE optional},


...

}

UE-ContextInformation ::= SEQUENCE {


mME-UE-S1AP-ID





UE-S1AP-ID,


uESecurityCapabilities



UESecurityCapabilities,


aS-SecurityInformation



AS-SecurityInformation,


uEaggregateMaximumBitRate


UEAggregateMaximumBitRate,


subscriberProfileIDforRFP


SubscriberProfileIDforRFP

OPTIONAL,


e-RABs-ToBeSetup-List



E-RABs-ToBeSetup-List,


rRC-Context






RRC-Context,


handoverRestrictionList



HandoverRestrictionList

OPTIONAL,


locationReportingInformation

LocationReportingInformation
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {UE-ContextInformation-ExtIEs} } OPTIONAL,


...

}

UE-ContextInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

{ ID id-ManagementBasedMDTallowed
CRITICALITY ignore
EXTENSION ManagementBasedMDTallowed

PRESENCE optional },

...

}

E-RABs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeSetup-ItemIEs} }

E-RABs-ToBeSetup-ItemIEs 
X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeSetup-Item
 CRITICALITY ignore 
TYPE E-RABs-ToBeSetup-Item 
PRESENCE mandatory },


...

}

E-RABs-ToBeSetup-Item ::= SEQUENCE {


e-RAB-ID




E-RAB-ID,


e-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters,

dL-Forwarding




DL-Forwarding












OPTIONAL,

uL-GTPtunnelEndpoint


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeSetup-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-ToBeSetup-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

...
-- **************************************************************

--

-- Handover Report

--

-- **************************************************************

HandoverReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverReport-IEs}},


...

}

HandoverReport-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-HandoverReportType


CRITICALITY ignore
TYPE HandoverReportType PRESENCE mandatory}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause



PRESENCE mandatory} |


{ ID id-SourceCellECGI



CRITICALITY ignore
TYPE ECGI



PRESENCE mandatory}|


{ ID id-FailureCellECGI



CRITICALITY ignore
TYPE ECGI



PRESENCE mandatory} |


{ ID id-Re-establishmentCellECGI
CRITICALITY ignore
TYPE ECGI



PRESENCE conditional} -- The IE shall be present if the Handover Report Type IE is set to “HO to Wrong Cell” --|


{ ID id-Context-ID


CRITICALITY ignore
TYPE Context-ID
PRESENCE Optional} |


{ ID id-UE-RLF-Report-Container

CRITICALITY ignore
TYPE UE-RLF-Report-Container
PRESENCE optional},


...

}
	                                                           Start of the 7th Change


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

…..
-- U

UE-HistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCells)) OF LastVisitedCell-Item

UE-S1AP-ID




::= INTEGER (0.. 4294967295)

UE-X2AP-ID




::= INTEGER (0..4095)

UEAggregateMaximumBitRate ::= SEQUENCE {


uEaggregateMaximumBitRateDownlink
BitRate,


uEaggregateMaximumBitRateUplink

BitRate,


iE-Extensions





ProtocolExtensionContainer { {UEAggregate-MaximumBitrate-ExtIEs} } OPTIONAL,


...

}

UEAggregate-MaximumBitrate-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
Context-ID            ::= BIT STRING (SIZE (16))
UESecurityCapabilities ::= SEQUENCE {


encryptionAlgorithms



EncryptionAlgorithms,


integrityProtectionAlgorithms

IntegrityProtectionAlgorithms,


iE-Extensions





ProtocolExtensionContainer { { UESecurityCapabilities-ExtIEs} }

OPTIONAL,

...

}

UESecurityCapabilities-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

	                                                           Start of the 8th Change


9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
…
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= 41

id-CompositeAvailableCapacityGroup










ProtocolIE-ID ::= 42

id-ENB1-Cell-ID















ProtocolIE-ID ::= 43
id-ENB2-Cell-ID















ProtocolIE-ID ::= 44
id-ENB2-Proposed-Mobility-Parameters









ProtocolIE-ID ::= 45
id-ENB1-Mobility-Parameters












ProtocolIE-ID ::= 46
id-ENB2-Mobility-Parameters-Modification-Range







ProtocolIE-ID ::= 47
id-FailureCellPCI














ProtocolIE-ID ::= 48

id-Re-establishmentCellECGI












ProtocolIE-ID ::= 49

id-FailureCellCRNTI














ProtocolIE-ID ::= 50

id-ShortMAC-I















ProtocolIE-ID ::= 51

id-SourceCellECGI














ProtocolIE-ID ::= 52

id-FailureCellECGI














ProtocolIE-ID ::= 53

id-HandoverReportType













ProtocolIE-ID ::= 54

id-PRACH-Configuration













ProtocolIE-ID ::= 55
id-MBSFN-Subframe-Info













ProtocolIE-ID ::= 56
id-ServedCellsToActivate












ProtocolIE-ID ::= 57

id-ActivatedCellList













ProtocolIE-ID ::= 58

id-DeactivationIndication












ProtocolIE-ID ::= 59

id-UE-RLF-Report-Container












ProtocolIE-ID ::= 60

id-ABSInformation














ProtocolIE-ID ::= 61

id-InvokeIndication














ProtocolIE-ID ::= 62
id-ABS-Status















ProtocolIE-ID ::= 63
id-PartialSuccessIndicator












ProtocolIE-ID ::= 64

id-MeasurementInitiationResult-List










ProtocolIE-ID ::= 65

id-MeasurementInitiationResult-Item










ProtocolIE-ID ::= 66

id-MeasurementFailureCause-Item











ProtocolIE-ID ::= 67

id-CompleteFailureCauseInformation-List









ProtocolIE-ID ::= 68

id-CompleteFailureCauseInformation-Item









ProtocolIE-ID ::= 69
id-CSG-Id
















ProtocolIE-ID ::= 70

id-CSGMembershipStatus













ProtocolIE-ID ::= 71
id-MDTConfiguration














ProtocolIE-ID ::= 72

id-ManagementBasedMDTallowed











ProtocolIE-ID ::= 74

id-RRCConnSetupIndicator












ProtocolIE-ID ::= 75

id-NeighbourTAC















ProtocolIE-ID ::= 76

id-Time-UE-StayedInCell-EnhancedGranularity








ProtocolIE-ID ::= 77
id-RRCConnReestabIndicator












ProtocolIE-ID ::= 78
id-Context-ID                                                               ProtocolIE-ID ::= XX
END
-------------------------------------------------------------End of Change----------------------------------------------------------------
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