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9.2.1.30Q
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention

Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID 9.2.1.30O
	Shall only refer to a HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	–
	

	>>>T1
	M
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.48D
	
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.136
	
	Yes
	ignore

	>>Modify Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>>>T1
	O
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.136
	
	Yes
	ignore

	>>Delete Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback Cycle k
	O
	
	9.2.2.24a
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.24c
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.30S
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.7I
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	For FDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.30W
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.135
	For FDD and 1.28Mcps TDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For FDD only
	YES
	ignore

	UE Capabilities Information
	O
	
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Applicable to 1.28Mcps TDD only 
This IE indicates the number of carrier that UE can support at the same time,where “ One-three carrier” means the number of supported carrier is one for the uplink,and three for the downlink.
One-Two carrier Discontiguous and Two-Two carrier Discontiguous mean that the UE is capable of supporting two non-adjacent carriers.

One-Two carrier Contiguous and Two-Two carrier Contiguous mean that the UE is only capable of supporting two adjacent carriers.
	YES
	reject

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	ENUMERATED (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.30Oa
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	
	
	
	
	
	
	

	>UE TS0 Capability LCR
	O
	
	ENUMERATED (TS0 Capable, TS0 Non-Capable)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.84
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.103
	 
	YES
	ignore

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	For FDD only
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.107
	For FDD only
	YES
	reject


	Condition
	Explanation

	NofSupportedCarriers
	This IE shall be present if the Number of Supported Carriers IE is equal to "One-Two carrier Discontiguous" or "Two-Two carrier Discontiguous" and the concerned cell and the UE support more than one RF band.


	Range bound
	Explanation

	maxnoofMACdFlows
	Maximum number of MAC-d flows.

	maxnoofPrioQueues
	Maximum number of Priority Queues.

	maxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).


9.2.2.19a
HS-DSCH FDD Information
The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.30OA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Not to be used.
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Twocarrier Contiguous, Two-Two carrier Contiguous)
	Not to be used.
	YES
	reject

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	ENUMERATED (SF1, SF1/SF16)
	Not to be used.
	YES
	ignore

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.30Oa
	Not to be used.
	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	ENUMERATED (TS0 Capable, TS0 Non-Capable)
	Not to be used.
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.84
	Not to be used.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback Cycle k
	M
	
	9.2.2.24a
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.24c
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.24b
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.26a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	
	YES
	ignore

	MIMO Activation Indicator
	O
	
	9.2.1.134
	
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	If not present, “Indexed MAC-d PDU Size” shall be used.
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	
	YES
	ignore

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and,

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	Shall be ignored in Radio Link Setup and Radio Link Addition procedures. 
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.103
	
	YES
	ignore

	Power Offset For S-CPICH for MIMO Request Indicator
	O
	
	9.2.2.105
	
	YES
	ignore

	Single Stream MIMO Activation Indicator
	O
	
	9.2.2.106
	
	YES
	reject


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback Cycle k IE is set to a value greater than 0.


9.2.3.3aa
HS-DSCH TDD Information

The HS-DSCH TDD Information IE is used for initial addition of HS-DSCH information to a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.30OA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Applicable to 1.28Mcps TDD only
This IE indicates the number of carrier that UE can support at the same time,where “ One-three carrier” means the number of supported carrier is one for the uplink,and three for the downlink.
One-Two carrier Discontiguous and Two-Two carrier Discontiguous mean that the UE is capable of supporting two non-adjacent carriers.

One-Two carrier Contiguous and Two-Two carrier Contiguous mean that the UE is only capable of supporting two adjacent carriers.
	YES
	reject

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.30Oa
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	
	
	
	
	
	
	

	>UE TS0 Capability LCR
	O
	
	ENUMERATED (TS0 Capable, TS0 Non-Capable)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.84
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.34Ab
	
	–
	

	TDD ACK NACK Power Offset
	M
	
	9.2.3.7I
	
	–
	

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	If not present, “Indexed MAC-d PDU Size” shall be used.
	YES
	reject

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.69
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.10a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	TSN-Length
	O
	
	9.2.3.3ai
	Applicable for 1.28Mcps TDD when using multiple frequencies
	YES
	reject

	MIMO Activation Indicator
	O
	
	9.2.1.134
	
	YES
	reject


	Condition
	Explanation

	NofSupportedCarriers
	This IE shall be present if the Number of Supported Carriers IE is equal to "One-Two carrier Discontiguous" or "Two-Two carrier Discontiguous" and the concerned cell and the UE support more than one RF band.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

ASN.1 in 9.3.4 just shown for info

UE-Capabilities-Info ::= SEQUENCE {


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),


iE-Extensions





ProtocolExtensionContainer { { UE-Capabilities-Info-ExtIEs } }


OPTIONAL,


...

}

UE-Capabilities-Info-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-LCRTDD-uplink-Physical-Channel-Capability
CRITICALITY ignore
EXTENSION LCRTDD-Uplink-Physical-Channel-Capability

PRESENCE optional}|

{ID id-number-Of-Supported-Carriers




CRITICALITY reject
EXTENSION Number-Of-Supported-Carriers

PRESENCE optional}|


{ID id-MIMO-SFMode-Supported-For-HSPDSCHDualStream
CRITICALITY ignore
EXTENSION MIMO-SFMode-For-HSPDSCHDualStream

PRESENCE optional}|


{ID id-MultiCarrier-HSDSCH-Physical-Layer-Category
CRITICALITY ignore
EXTENSION LCRTDD-HSDSCH-Physical-Layer-Category
PRESENCE optional}|


{ID id-UE-TS0-CapabilityLCR






CRITICALITY ignore
EXTENSION UE-TS0-CapabilityLCR


PRESENCE optional}|


{ID id-UE-RF-Band-CapabilityLCR





CRITICALITY ignore
EXTENSION UE-RF-Band-CapabilityLCR


PRESENCE conditional},


...

}

UE-TS0-CapabilityLCR ::= ENUMERATED {


tS0-Capable,


tS0-Not-Capable

}

ASN.1 in 9.3.4 just shown for info

-- V

-- W

-- X

-- Y

-- Z
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