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1. Overall Description:

SA3 would like to thank RAN2 for its LS R2-121050 on H(e)NB air interface activation. After discussion of the RAN2 LS, original LS (C6-110601), and CT6’s proposed CR (C6-110550), SA3 came to the following conclusion:

· The activation of the air interface is not explicitly mentioned in the current text in TS 33.320. However, the best suited place for such a requirement on the activation of the air interface is clause 4.4.2 of TS 33.320. For the CR implementing this addition please see the attached CR which was agreed at the present SA3#67 meeting.
· The requirements on activation of the air interface are not specific to the HP authentication. The air interface of the H(e)NB shall only be activated after a secure backhaul connection is established with the network, implying that integrity validation, device mutual authentication and the optional HP authentication are all successfully executed.
In SA3’s view, the above requirement is within the scope of SA3’s specification in TS 33.320.  Therefore, SA3 kindly asks CT6 not to include any such requirement on the operation specification of the H(e)NB to TS 31.104 as proposed in C6-110560.    
SA3 wants to thank CT6 for pointing to this possible addition to TS 33.320.

2. Actions:

To: TSG CT6

ACTION: 
TSG SA3 kindly asks TSG CT6 to take the above information into account.  
3. Date of Next TSG SA3 Meetings:

SA3#68
July 9 -13

Bratislava, Slovakia

SA3#69
November 5 - 9
Edinburgh, Great Britain

