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9.2.1.139
MDT Configuration
The IE defines the MDT function parameters.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(MDT Only, MDT and Trace, …)
	

	CHOICE MDT Area Scope
	M
	
	
	

	>Cell based
	
	
	
	

	>>Cell ID List
	
	1 to <maxnoofCellID>
	
	

	>>>Cell-ID
	M
	INTEGER (0..268435455)
	
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [40].

	>LA Based
	
	
	
	

	>>LAI List
	
	1 to <maxnoofLAIs>
	
	

	>>>LAI
	M
	
	
	

	>>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed

	>RA Based
	
	
	
	

	>>RAI List
	
	0 to <maxnoofRAIs>
	
	

	>>>RAI
	
	
	
	This element identifies an area in which the MDT Configuration applies.

	>>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed

	>>>>RAC
	M
	
	OCTET STRING (1)
	

	
	
	
	
	

	>PLMN Area Based
	
	
	NULL
	

	M1 Report
	O
	
	9.2.2.128
	M1: FDD only CPICH RSCP and CPICH Ec/No measurement by UE.
This information element shall not be sent, ignored if received.

	M2 Report
	O
	
	9.2.3.83
	M2: P-CCPCH RSCP and Timeslot ISCP for UTRA 1.28 TDD.
This information element shall not be sent, ignored if received.

	M3 Report
	O
	
	NULL
	

	M4 Report
	O
	
	NULL
	

	M5 Report
	O
	
	NULL
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofLAIs
	Maximum no. of LAI subject for MDT scope. Value is 8.

	maxnoofRAIs
	Maximum no of RAI subject for MDT scope. Value is 8.


>>>>>>>>>>>>>>>>>>>>>>>>>>>   NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<<<<<<<<
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

>>>>>>>>>  skip unchanged text in same section <<<<<<<<<<<<<<<<


id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,


id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,


id-Counting-Information,


id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,


id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,


id-Extended-SRNC-ID,

id-Extended-RNC-ID,


id-ExtendedAffectedUEInformationForMBMS,

id-GERAN-Cell-Capability,


id-GERAN-Classmark,


id-Guaranteed-Rate-Information,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-HCS-Prio,


id-Inter-Frequency-Cell-Information,


id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,


id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,


id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,


id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,


id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,


id-MessageStructure,


id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,


id-Transmission-Mode-Information,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-MBMS-Bearer-Service-Full-Address,

id-MBMS-Neighbouring-Cell-Information,

id-MBMS-RLC-Sequence-Number-Information,


id-MBSFN-Cluster-Identity,


id-MBSFN-Scheduling-Transmission-Time-Interval-Info-List,


id-MCCH-Configuration-Info,


id-MCCH-Message-List,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,


id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-RLC-Sequence-Number,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-User-Plane-Congestion-Fields-Inclusion,


id-FrequencyBandIndicator,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-CellCapabilityContainer-TDD768,


id-hSSCCH-TDD-Specific-InfoList-Response768,


id-hSPDSCH-TDD-Specific-InfoList-Response768,


id-Rx-Timing-Deviation-Value-768,


id-UEMeasurementValueTransmittedPowerList768,


id-UEMeasurementValueTimeslotISCPList768,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Rx-Timing-Deviation-Value-ext,


id-TrCH-SrcStatisticsDescr,


id-eDCH-MACdFlow-Retransmission-Timer-LCR,


id-MIMO-ActivationIndicator,


id-MIMO-InformationResponse,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,


id-SixteenQAM-UL-Operation-Indicator,

id-E-AGCH-Table-Choice,


id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,


id-HSDSCH-MACdPDUSizeFormat,

id-MaximumMACdPDU-SizeExtended,

id-GANSS-Common-Data,


id-GANSS-Information,


id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,

id-TUTRANGANSSMeasurementValueInformation,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,


id-Multiple-PLMN-List,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,


id-UARFCNforNt,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-number-Of-Supported-Carriers,


id-HSSICH-SIRTarget,


id-HSSICH-TPC-StepSize,


id-tSN-Length,

id-HS-SICH-ID-Extension,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-multicarrier-number,


id-UpPCH-InformationList-LCRTDD,


id-UpPCH-InformationItem-LCRTDD,


id-Max-UE-DTX-Cycle,

id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-UE-Capabilities-Info,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Deactivate-Indicator,


id-E-DCH-MACdPDUSizeFormat,

id-E-PUCH-PowerControlGAP,

id-MaximumNumber-Of-Retransmission-For-SchedulingInfo-LCRTDD,


id-E-DCH-RetransmissionTimer-For-SchedulingInfo-LCRTDD,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-with-enhanced-HS-SCCH-support-indicator,


id-EnhancedHSServingCC-Abort,


id-GANSS-Time-ID,


id-GANSS-AddIonoModelReq,


id-GANSS-EarthOrientParaReq,


id-GANSS-AddNavigationModelsReq,


id-GANSS-AddUTCModelsReq,


id-GANSS-AuxInfoReq,


id-GANSS-SBAS-ID,


id-GANSS-ID,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,


id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,


id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,

id-GANSS-alm-keplerianNAVAlmanac,


id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-Secondary-Serving-Cell-List,


id-MinimumReducedE-DPDCH-GainFactor,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,

id-MACes-Maximum-Bitrate-LCR,

id-MultiCarrier-HSDSCH-Physical-Layer-Category,

id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-MIMO-ReferenceSignal-InformationListLCR,


id-DL-RLC-PDU-Size-Format,


id-UE-SupportIndicatorExtension,

id-power-offset-for-S-CPICH-for-MIMO,

id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator,

id-Dual-Band-Secondary-Serving-Cell-List,

id-Single-Stream-MIMO-ActivationIndicator,

id-Single-Stream-MIMO-Mode-Indicator,

id-Additional-EDCH-Preconfiguration-Information,


id-MulticellEDCH-Information,


id-EDCH-Indicator,


id-DiversityMode,


id-TransmitDiversityIndicator,


id-NonCellSpecificTxDiversity,


id-CellCapabilityContainerExtension-FDD,


id-HSDSCH-Physical-Layer-Category,


id-TS0-HS-PDSCH-Indication-LCR,


id-UE-TS0-CapabilityLCR,

id-DGNSS-ValidityPeriod,


id-UE-AggregateMaximumBitRate-Enforcement-Indicator,

id-Out-of-Sychronization-Window,


id-MulticellEDCH-RL-SpecificInformation,


id-Continuous-Packet-Connectivity-DTX-DRX-Information,

id-Additional-E-DCH-Non-Serving-RL-Preconfiguration-Setup,


id-Additional-E-DCH-New-non-serving-RL-E-DCH-FDD-DL-Control-Channel-InfoList,


id-OrdinalNumberOfFrequency,

id-Multicell-EDCH-Restriction,


id-CellListValidityIndicator,


id-completeAlmanacProvided,


id-ganss-Delta-T,


id-CellCapabilityContainerExtension-TDD-LCR,


id-SNPL-Carrier-Group-Indicator,

id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext,


id-Measurement-Power-Offset,


id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory,


id-Neighbouring-UMTS-CellInformationExtensionItem,


id-EventH,


id-UMTS-Cells-Info,


id-ANRReportIndication,


id-ANR-Cell-Information,


id-Affected-HSDSCH-Serving-Cell-List,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,


id-UE-RF-Band-CapabilityLCR,


id-M4report,


id-M5report
>>>>>>>>>  skip unchanged text in same section <<<<<<<<<<<<<<<<

MDT-Configuration
::= SEQUENCE {



mdtActivation




MDT-Activation,



mdtAreaScope




MDTAreaScope,



m1report





M1Report 

OPTIONAL,



m2report





M2Report

OPTIONAL,



m3report





NULL


OPTIONAL,



iE-Extensions

ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,



...

}

MDT-Configuration-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-M4report

CRITICALITY ignore


EXTENSION NULL

PRESENCE optional
} |
{ ID id-M5report

CRITICALITY ignore


EXTENSION NULL

PRESENCE optional
} ,
...

}

>>>>>>>>>>>>>>>>>>>>>>>>>>>   NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<<<<<<<<
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

>>>>>>>>>  skip unchanged text in same section <<<<<<<<<<<<<<<<

id-GSM-Cell-CM-Rqst














ProtocolIE-ID ::= 2053

id-Extension-CommonMeasurementObjectType-CM-Rprt






ProtocolIE-ID ::= 2054

id-Extension-CommonMeasurementObjectType-CM-Rqst






ProtocolIE-ID ::= 2055

id-Extension-CommonMeasurementObjectType-CM-Rsp







ProtocolIE-ID ::= 2056

id-Extension-FailureIndicationMeasurementList







ProtocolIE-ID ::= 2057

id-Extension-FailureMeasurementList










ProtocolIE-ID ::= 2058

id-Extension-TerminationMeasurementList









ProtocolIE-ID ::= 2059

id-GsmCellList-CM-Rprt













ProtocolIE-ID ::= 2060

id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-M4report
















ProtocolIE-ID ::= xxx

id-M5report
















ProtocolIE-ID ::= xxx
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