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	Reason for change:
(

	The meaning and handling of the Transaction ID is currently FFS.  It is not clear if the transaction ID associate all messages of a same procedure, or if it associates all procedures of a same measurement.   


	
	

	Summary of change:
(

	In analogy with LPPa and in order to avoid correlation issues:

· the transaction ID is defined as an identifier associating all messages of a same procedure,

· an E-SMLC transaction ID is created in order to associate all procedures of a same measurement.

The measurement ID range of values has been set high enough allowing to take into account many parallel measurements that can be run in parallel for different UEs.
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9.1.1
UTDOA MEASUREMENT REQUEST

This message is sent by the E-SMLC to request the LMU to make a UL RTOA measurement or one or more ports. 

Direction: E-SMLC (  LMU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2
	
	YES
	reject

	SLmAP Transaction ID
	M
	
	9.2.3
	
	YES
	reject

	E-SMLC Measurement ID 
	M
	
	9.2.X
	
	YES
	reject

	UL RTOA Measurement Configuration
	M
	
	· 9.2.4
	
	YES
	reject


9.1.2
UTDOA MEASUREMENT RESPONSE

This message is sent by the LMU when successful UL RTOA measurements (one or more) are obtained. 

Direction: LMU (  E-SMLC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2
	
	YES
	reject

	SLmAP Transaction ID
	M
	
	9.2.3
	
	YES
	reject

	E-SMLC Measurement ID 
	M
	
	9.2.X
	
	YES
	reject

	UL RTOA measurements
	M
	
	· 9.2.5
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore


9.1.3
UTDOA MEASUREMENT FAILURE

This message is sent by the LMU when LMU fails to obtain UL RTOA measurements.

Direction: LMU (  E-SMLC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2
	
	YES
	reject

	SLmAP Transaction ID
	M
	
	9.2.3
	
	YES
	reject

	E-SMLC Measurement ID 
	M
	
	9.2.X
	
	YES
	reject

	Cause
	M
	
	9.2.10
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore


9.1.10
UTDOA MEASUREMENT ABORT COMMAND

This message is sent by the E-SMLC to request the LMU to abort the measurement procedure identified by the SLmAP Transaction ID. 
FFS: Should we specify an ABORT for one or more cells?
Direction : E-SMLC (  LMU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2
	
	YES
	reject

	SLmAP Transaction ID
	M
	
	9.2.3
	
	YES
	reject

	E-SMLC Measurement ID 
	M
	
	9.2.X
	
	YES
	reject


9.1.11
UTDOA SRS CONFIGURATION UPDATE INDICATION

This message is sent by the E-SMLC to indicate to the LMU that the SRS Configuration of one or more cells for the target UE has changed and to convey the new SRS configuration. 

Direction : E-SMLC (  LMU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2
	
	YES
	reject

	SLmAP Transaction ID
	M
	
	9.2.3
	
	YES
	reject

	E-SMLC Measurement ID 
	M
	
	9.2.X
	
	YES
	reject

	UL RTOA Measurement Configuration
	M
	
	· 9.2.4
	
	YES
	reject


9.2.3
SLmAP Transaction ID


The SLmAP Transaction ID IE is used to associate all the messages belonging to the same procedure. Messages belonging to the same procedure shall use the same Transaction ID.

The SLmAP Transaction ID is determined by the initiating peer of a procedure.

The SLmAP Transaction ID shall uniquely identify a procedure among all ongoing parallel procedures using the same procedure code, and initiated by the same protocol peer.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SLmAP Transaction ID 
	M
	
	INTEGER (0..32767, …)
	


9.2.X
E-SMLC Measurement ID

The E-SMLC Measurement ID IE is used to associate all the procedures related to the same measurement initiated by the E-SMLC. Procedures related to the same measurement shall use the same E-SMLC Measurement ID.

The E-SMLC Measurement ID is determined by the initiating peer of the measurement i.e. the E-SMLC.

The E-SMLC Measurement ID shall uniquely identify a measurement among all ongoing parallel measurements initiated by the same protocol peer.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-SMLC Measurement ID 
	M
	
	INTEGER(1..65535,…) 
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