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1. Overall Description:

At RAN3 #77, RAN3 agreed a preliminary new draft specification on SLm Application Protocol (SLmAP), TS 36.459 (v1.0.0). A number of parameters in the SLmAP messages need to be clarified also in relation to their usage, namely:
a. In the UL RTOA Measurement Configuration IE (Sec. 9.2.4):

i. Type, range and units for the Expected Propagation Delay IE – currently INTEGER(1024.. 192000, …);
ii. Type, range and units for the Delay Uncertainty IE – currently INTEGER(1024.. 384000, …);
b. In the UL RTOA Measurements IE (Sec. 9.2.5):
i. Type, range and units for the UL RTOA IE – currently INTEGER(..., -384000.. 384000, …) – semantics description is in TS 36.214;
ii. Need and definition of the UL RTOA Metric IE – A metric indicating the quality of the measurement;

iii. Value for maxNoULRTOA, the maximum number of UL RTOA measurements, which is currently TBD;
c. In the LMU Information IE (Sec. 9.2.8):

i. The set of measurement-related LMU capabilities, e.g., the use of ListofRFBands IE, FreqBandIndicator IE, NumberCC IE, NumberULRTOA IE if signaled in the SLm SETUP REQUEST.
2. Actions:

To RAN4 group.

ACTION: 
RAN3 asks RAN4 group to provide guidance on the above.
3. Date of Next TSG-RAN3 Meetings:

TSG-RAN3 Meeting #78 
12-16 November 2012
New Orleans, USA.

TSG-RAN3 Meeting #79
28 January-1 February 2013
Malta.

